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Copyright Statement for Intellectual Property and Confidential Information
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attempted to provide accurate information within this document, Generex assumes no responsibility for the accuracy of this
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Generex shall not be liable for any indirect, special, consequential, or accidental damage including, without limitations, lost
profits or revenues, costs of replacement goods, loss or damage to data arising out of the use of this document.

Generex the manufacturer of the BACS products undertakes no obligations with this information. The products that are
described in this brochure are given on the sole basis of information to its channel partners for them to have a better
understanding of the Generex products.

GENEREX allows its channel partners to transfer information contained in this document to third persons, either staff within their
own Company or their own customers, either electronically or mechanically, or by photocopies or similar means. GENEREX
states that the content must not be altered or adapted in any way without written permission from GENEREX.

It is agreed that all rights, title and interestinthe GENEREX6 s t r ademar ks or trade names (whether
from time to time of GENEREX or in any intellectual property right including without limitation any copyright, patents relating to
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Thank you for trusting the CS141 Webmanager i the most powerful solution for critical resource management.

Since the CS141 was designed to be a full-fledged, standalone manager, its task is not limited to gathering and sharing
information. It also accomplishes numerous tasks in measurement controlling devices dealing directly with critical resource
management. Furthermore, the CS141 comes with a full-featured message management system. The CS141 cannot only answer
requests coming from higher-level systems - it can also independently inform responsible employees in case of an emergency
incident as well as initiating emergency measures based predetermined parameters:

The CS141 can automatically activate basic or advanced emergency systems, shut down servers and workstations. Even
automatic restart at predetermined conditions is configurable. In addition to standard technologies such as SNMP and Modbus,
the CS141 relies on using the powerful RCCMD software solution. By doing so, even the emergency behavior of complex, fully
virtualized server landscapes are realizable.

Thanks to RFC1628 the CS141 provides more flexibility than ever

This feature provides new possibilities to integrate third-party UPS systems. Thanks to the new RFC1628 compliant UPS interface,
administrators can use the CS141 to poll any SNMP card that supports these standards. Simply use the SNMP-card installed
inside your UPS and display the current status natively inside CS141.

This will allow administrators to use the powerful products made by GENEREX in combination of UPS-Systems that are normally
not compatible.

Note

Due to the fact the CS141 Web Manager can act as a stand-alone system for managing, it can be used flexibly in many areas,
even outside the functionality described in this guide. This manual therefore describes the fundamentally implemented functionality
according to UPS systems. However, the enormous flexibility and the possibility of communicating with higher and lower-level
systems using standardized interfaces allows the adaptation to very different possibilities to use.

About this manual

This manual is more than just a small leaflet i it is written to explain and show all functions of a CS141 i you will notice, this
device is very powerful and flexible, you are not limited to use this device as a UPS monitoring card. You can monitor, control,
switch or communicate to any parent or child system inside complex IT systems.

This manual is written to show you what you can do with a CS141 and explains how to configure the device i in some cases you
will not find some menus described in this manual. Here are some possible reasons:

- The function is not enabled, you need a new firmware.

- Additional devices are needed

- Your CS141 model does not support the function you are looking for

- During the ongoing development progress, sometimes functions will be
automated or moved to other menus in order to increase the usability.

This manual is divided into two parts:

- CS141
- BACS

If this is your first CS141, this manual will guide you step by step through all menus and explain nearly everything you need to
ensure emergency power and use the notification functions.

What you need to know:

Each model of the CS141 family can handle RCCMD i the CS141 is the RCCMD sender, and the RCCMD software client is the
according receiver.

BACS mor t han iijtisapgowedul battery management solution that may operate as a standalone system. If you
are interested in battery management, this chapter is very interesting i but be careful:

Working with batteries inside a UPS system is for experienced or special trained technical who are familiar with all symbols and
functions as well as how batteries work. With BACS, you can manage your batteries and optimize your entire UPS solution as
well as increasing the battery performance and lifetime.
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Modbus addresses

Section OEM Default Addresses
Section OEM: ABB/INEWAVE UPS Type Concept Power
Section OEM: MASTERGUARD
SectionOEM: Centiél
Section OEM Salicru CUBE 3 series 2012, CUBE3+,
CUBE 4 >=30kVA, Cubys, Platinum, MT4 Evlution, Voltronic Taurus Pro
Section OEM: RITTAL PMC Extension
Section OEM: Netminder for all LT and MD types
Section OEM: Netminder EON
Section OEM: Netminder for all other types
Section OEM : AEG Protect 3. M 2.0
Section OEM: AEG Protect 3.31, 5.31, 8.31
Section OEM: AEG Protect 2.33, 3.33, 4.33, 5.33, 8.33, blue
Section OEM: POWERTRONIX
Section OEM: Socomec UPS
Section MHD Modular / Multimatic Modular / AEG Protect 1. Modular, ENIGMA
Section OEM: KSTAR
Section Borri 4000 Std. Panel / E-Tec 310 to 380 (m) / SALICRU SLC NX/DL/CUBE
Section INVT RM/HT33, Easy UPS, Agpower RMX/EMT/ERT/, MMUST HiUp/Maxi J |
Section SLC ADAPT X
Section M600, M400 & FLEX
Section Inform UPS / Pyramid DSP/Online DSP
Section Transfer Switches (All Transfer Switch vendors, except PILLER, STS TUMEL)
Section STS TUMEL Transfer Switch
Section OEM TRIMOD
Section: EverExceed Inverter

Parameters for UPSMAN Software and BACS

UPSMAN Status Bytes - Standard Device Status Bits
BACS Parameters

Licenses and Copyright information:

Copyright and licenses
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Device Function Changes according to the hardware Remarks
revision HW161
CS141L SNMP- Gigabit-LAN, Memory Upgrade, External Adapter
Adapter Increased processor power
CS141sC SNMP- Gigabit-LAN, Memory Upgrade, Slot Card Adapter for UPS slot usage.t
Adapter Increased processor power
CS141LM SNMP- Gigabit-LAN, Memory Upgrade, External Adapter with MODBUS Modbus interface
Adapter Increased processor power (RS485)
CS141SCM SNMP- Gigabit-LAN, Memory Upgrade, | Slot Adapter with MODBUS interface (RS485)
Adapter Increased processor power
CS141BSC SNMP- Gigabit-LAN, Memory Upgrade, Slot Adapter BUDGET-Model (no COM / AUX Ports),
Adapter Increased processor power only software based features available.
CS141 BL SNMP- Gigabit-LAN, Memory Upgrade, Budget-Version, no COM/AUX Ports installed, only
Adapter Increased processor power software based features available.
The CS141 BL model was
discontinued in July 2022, existing
devices will continue to receive full
product and update support..
CS141R_2 SNMP- Gigabit-LAN, Memory Upgrade, Slot Adapter for PILLER/CTA/RIELLO/AROS UPS
Adapter Increased processor power. The MINI- | Italian
Din connector has been replaced with a
modern RJ12 connector to make COM
2 and COM 3 available.
CS141MINI SNMP- Gigabit-LAN, Speicherupgrade, Mehr Slot Adapter for UPS providing a MINI Slot
Adapter Rechenleistung. The MINI-Din
connector has been replaced with a
modern RJ12 connector to make COM
2 and COM 3 available.

Available devices based on the CS141 product family

Device Function Remarks
BACSKIT_B4 Battery Managemnt External Webmanager
BACSKIT BSC4 Battery Management Slot Card Version with external Converter
Device HW141 |[HW161 |Additional Features Supported UPS
Systems
CS141L BOTH Additional Mini DIN 8 COM Port for RS232, Sensors and Supports more than
sensormanager. AUX Port for Digital inputs and outputs. RAS 1400 UPS models
Management optional. and over 80 different
manufacturers..
CS141SC BOTH Additional Mini DIN 8 COM Port for RS232, Sensors and All UPS provoding a
sensormanager. AUX Port for Digital inputs and outputs. RAS Standard Slot
Management optional..
CS141LM BOTH RS485 Modbus interface with integrated jumper to define the last device |Supports more than
in a row.AUX Port for digital inputs and outputs. 1400 UPS models
and over 80 different
manufacturers.
CS141SCM  |BOTH RS485 Modbus interface with integrated jumper to define the last device |All UPS provoding a
in a row.AUX Port for digital inputs and outputs. Standard Slot
CS141BSC |BOTH Special budget version of the CS141 without additional COM ports - no  |All UPS provoding a
further external sensors and actuators possible. Standard Slot
CS141 BL BOTH Special budget version of the CS141 without additional COM ports and a [Supports more than
reduced capacity (max. 6 KV) - no further external sensors and actuators |1400 UPS models
possible and over 80 different
manufacturers.
Note: The CS141 BL was discontinued in July 2022, existing
devices will continue to receive full product and update support.
CS141R_2 Differences as HW141: Additional Mini DIN 8 COM Port for RS232 devices Riello and Aros UPS
described at providing a Netman
Additional Features|HW161: The Mini-DIN-8 port was replaced by an RJ12 connection, the |Slot
HW161 platform also offers full support of COM 2 and COM 3 via a
special adapter plug.
CS141MINI Differences as HW141: Additional Mini DIN 8 COM Port for RS232 devices UPS providing a
described at MINI Slot (Soltec,
Additional features |HW161: The Mini-DIN-8 port was replaced by an RJ12 connection, the |Voltronic, u.a)
HW161 platform also offers full support of COM 2 and COM 3 via a
special adapter plug.
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All units of the CS141 product family provide an internal database to query the UPS models of a manufacturer or OEM partner
individually according to the respective protocol descriptions. The measured data are evaluated and clearly presented in a
corresponding monitoring screen in realtime, and can be queried by standardized network protocols of building management
systems (Modbus IP, BACnet, SNMP, Syslog, etc. ...). The available measurement results and functions depend on the UPS
model selected. In addition, an independent monitoring system is available.

In addition, all units of the CS141 product family offer comprehensive event management, the scope of which depends on the
communication options of the connected UPS: Based on the status of a UPS, timed system events can be triggered individually.
All units can also be individually configured for all events and job executions via scheduler, for example

- Battery tests,

- calibration

- UPS shutdown/restore.

This provides the user with a wide range of network management features for comprehensive and holistic resource management.

Scope of Delivery

Der Lieferumfang des CS141-Adapters beinhaltet standardmafig eine Netzwerk-Adapter-Einheit mit ergdnzender Soft- und
Hardware. (Bitte beachten Sie, dass in den Budget-Ausfihrungen nicht alle Funktionen enthalten sind).

Eg;ep. in mind, the budget version do not provide hardware interfaces i some functions are not available.
Produkt Im Lieferumfang enthalten
External User Mini-DIN-8 RS-485 Rescue Rescue Jumper
Power manual on | interface Via COM2 Jumper CS141HW161
Source CD (MODBUS) CS141
CS141L X X X X X
CS141SC X X X X
CS141LM X X X X X
CS141SCM X X X X
CS141BSC X X X
CS141 BL This model is no longer available.
Existing devices will continue to receive full support and regular firmware updates.
CS141R 2 X X X
CS141MINI X X X

F A Q 6CGhanges coming with hardware revision HW161 2022

Will there be a change in firmware supply?

No, both hardware versions will be equally supplied with firmware - the CS141 and the CS141HW161 will offer the same
features.

What makes the CS141HW161 "different" or in other words: why is it still called CS141?

Well, it is still the CS141 WEBMANAGER with all its documents, release tests, etc. Only the internal hardware platform has
been slightly adapted to meet the requirements of a modern IT infrastructure and to provide more than enough reserves for
future standards. There was no need to introduce a new product....

With the change to the CS141 HW161 hardware, there have been a few small changes in operation, mainly affecting the slot
cards.

1. New Function: Slot cards now provide an reachable reset button

Until now, the CS141 slot card had to be removed from the UPS for a "hard reset". Since the card is a hot-plug
system, this is not a problem; the installation slot of a UPS is usually designed for this. The problem was rather that
technicians did not always have easy access to the slot screws.

With the HW161, there is now a handsome reset button so that the slot card no longer has to be removed for
a restart.

It will not restore factory default settings, but just force a cold boot on button-press.
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2. Gigabit LAN

A lot has happened in the hardware sector since the CS141 was launched in 2016. One of the biggest changes is the
conversion of networks to native Gigabit LAN.

The CS141HW161 therefore uses a backward -compatible Gigabit LAN to ensure maximum compatibility for
network structures.

3. CS141 MINI vs HW161MINI

This devices encountered were a few major changes and updates. The CS141MINI has been fundamentally revised
as part of the hardware revision - and has also learned many new tricks and features. The CS141HW161 MINI is the
smallest, fully featured battery management system on the market:

o New: No more tiny DIP-Switches
The CS141HW161 MINI now uses a slide switch instead, like all units in the CS141 product family.
o  New: The Rescue-Jumper i

The CS141HW161 MINI uses a scaled-down version of the rescue jumper familiar from all units in the
CS141 product family.

o Newi The handsome Reset-Knopf for easy reset

o  Like all slot cards, the CS141 HW161 MINI has been given a reset button with which it can be conveniently
restarted without having to remove the unit.

o New: We replaced the Mini-DIN i interface, and use an RJ12 i interface instead.

Instead of the hard-wired MINI-Din connector, the CS141HW161MINI uses a special adapter plug that
provides both a MINI-DIN connector and an RJ-12 connector. Due to this fact, it was possible for the
CS141HW161 MINI to change some core functions:

The CS141HW161MINI can now be used as a full -fledged BACS Webmanager in addition to all
already known devices in conjunction with a BACS Bus Converter, making it the smallest
WEBMANAGER on the market with the greatest range of functions ever available!

Ah, OK... but can | still prefer to get the "old one"?

Let's put it this way: Of course, you may ask specifically because you have concerns about the use of new hardware and its
compatibility, but the CS141 with the HW141 is no longer being produced. We always try to keep a few selected units in stock in
order to be able to deal with individual requests if necessary. However, we cannot guarantee whether and to what extent
HW141 units are in stock.

Function overview CS141

In SNMP mode, the CS141 adapter works with a preinstalled Simple Network Management Protocol (SNMP) software agent.

This agent exchanges status data with the UPS via so-called "get / set" commands and forwards them in the form of "trap
messages" to predetermined recipients. These "trap messages" allow to alert necessary persons during or before critical
situations happen within the UPS. Typical information can be switching to battery power or the end of a power failure.

In addition, the SNMP adapter can send RCCMD signals (Remote Control Commands):

On clients with the RCCMD software installed, freely configurable functions can be triggered i the functionality range allow
nearly everything. Administrators can run a simple system shutdown as well as a highly complex shutdown and restart routine.
In addition, the web interface is also a control of the UPS possible.
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Manage all stations in the network
via RCCMD

Shutdown + Messaging

Compatible with different
UPS Products, STS/ATS

and Power Generatorsﬂ

COM2 Facility Management
Extension Options
— SENSORMANAGER
— Pipe-Through RS-232
— MODBUS RS232 / RS485
— PROFIBUS
—» LONbus
—» SM_T_COM
| > SM_T_H_COM
L GSM/LTE /4G Modem
AUX/COM3 port setup

for dry contact and add-ons
(not for BUDGET)

[%.

com1

External

] TE [ [ Version

LYIE- IR >\cs141|.—6
Network Connectivity / 4

I

Web Based Configuration Interface +—
10Mbit-100Mbit-1Gbit Networks «—
Remote Scripting «—|

RCCMD Network Messaging «—|

Slot -,

Version
SNMP V2, V3 «— 5141SC-6

SNMP RFC1628 Network Interface «—
Email / EmailTrap «—]
MODBUS over IP «—
BACnetover IP |
Build in SFTP Functions | MINI Slot
Event-, Data and Environmental Log

— CS141MINI-6 CON_R_AUX4
RSyslog . CON_AUX4
RADIUS =
: : Dry Contact
Network Diagnostic Tools
BACS

Battery Management System

CS14171 Scope of functions

SNMP adapter

The SNMP adapter takes up little space due to its compact dimensions. The adapter has a size of 69x126 mm. (External SNMP
adapter.) - or the adapter can be integrated into an expansion slot of the UPS (depending on the UPS model).

Premium function: the SNMP Traps

The basic task of the adapter is to communicate alarm states of the UPS to an according monitoring station (traps) or to provide
UPS data if monitoring stations poll. With this function, e.g. the power supply and battery status of a UPS are monitored by an

SNMP management station.

Additionally, the CS141 provides functions for simulating and testing trap messages during configuration procedure.
Remote Control:

Due to the fact the CS141 is capable to configure it is possible to trigger different remote-controlled actions. Administrators can
perform battery tests, bypass the UPS batteries or configure UPS behavior

Note:
Depending on the UPS you are using, provided remote control functions may differ.

Compatibility according to third party network management systems

The SNMP adapter is compatible with all common network management systems. All SNMP systems providing the compilation
of a MIB - or already contain the Management Information Base (MIB) / Request for Comment 1628 (RFC) for UPS systems -
can be operated with CS141.

Full RCCMD support:

Due to the fact the CS141 is a full manager and not just an SNMP-Card to collect and provide data, the entire network shutdown
routine can be configured to react as fast as possible:

Thanks to integrated RCCMD support, the CS141 offers a flexible and fast way to operate even the most complex shutdown
solutions. By the usage of standardized network technologies and protocols, the RCCMD server transfers control commands
that are executed by the clients in real time.

RS-232 / pipe-through:

In some cases, different networks without any connections have to be configured to use the same UPS.
With the new pipe-through capability administrators can connect two CS141 and let the communication of the UPS work with
both devices: By doing so, two different CS141 can communicate to according networks without additional hardware.
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RS232 UPS interface:

The CS141 provides a standard RS232 interface to allow establishing a serial connection to any UPS providing this standard.

Note:

Please use only the original UPS communication cable supplied with the UPS. In case of using a contact UPS, choose the
special designed cable of the manufacture. If you have any questions regarding special connection cables, refer your UPS
dealer.

Real-time lodfile support:

The CS141 provides a proven compilation of logfiles to reconstruct a complete timeline in case of critical incidents.
This lodfile is accessible via UNMS, UPSMAN, WebGUI and FTP or can be send via mail to configure mail-accounts.

Advanced mailing capabilities

Each model of the CS141 family provides the capability to connect to any mail server using standardized encryption technologies.

Unigue and special hardened web interface:

The unique build-in Web server of the CS141 displays all information about the device itself, connected sensor and external
hardware. The software module UPSView inside the CS141 can also be used to display a graphical representation of these
data.

To Access the web interface administrators and technicians may just use common browsers i Tested web browsers are Edge,
Firefox and Chrome. If encountered problems, please change to one of the tested web browsers.

MODBUS:

Modbus is the standard protocol used in industrial applications for monitoring and building management.
All devices of the CS141 family therefore provide as standard a MODBUS over IP interface. In addition, CS141 with COM2
connector provide MODBUS over RS232 (CS141L & SC) and Modbus over RS485 (CS141L, SCM).

SNMP:

The SNMP (Simple Network Management Protocol) is a standard protocol for monitoring installations via IP networks. The protocol
is defined and standardized in RFC specifications. UPS systems generally use the RFC 1628 specification as MIB, which defines
UPS-specific devices. The adapter communicates via SNMP using the UPS standard MIB RFC 1628. This MIB is supported by
most SNMP software products. Therefore, it is usually not necessary to insert an own MIB into the SNMP software. Systems that
do not yet include this standard UPS MIB can download the RFC1628 from our website and compile the MIB subsequently. To
do this, copy the MIB file into the corresponding MIB directory of your SNMP station and compile this file. First, however, search
for a UPS MIB in the MIB tree. This should correspond to an RFC1628 standard MIB.

UPSTCP:

The most common way to communicate with the CS141 adapter is TCP. CS141 includes UPSTCP, which provides you with a
complete API interface to integrate your adapter into the network. This interface is supplied on request to manufacturers of
software to enable their own integration. A Il other users use TCP for access via a web interface (UPSVIEW, UPSMON, UNMS)
or SNMP or MODBUS over IP.

BACnet

BACnet is another major standard that is mainly used in large building infrastructures. With BACnet, complex nesting and
overlapping device structures can be monitored. "BACnet over IP" is based on TCP/IP, but extends the protocol with parts
necessary for building management. The CS41 can be seamlessly connected to any network via BACnet over IP.

Remote Syslog

With Remote Syslog, the CS141 / BACS WEBMANAGER logfile options are aimed at system administrators who manage log
files via central interfaces in the network and evaluate them automatically and sort them according to interesting incidents.

Tools for network analysis
The CS141 WEBMANAGER provides all the tools needed to carry out even complex network analyses on site.

Malfunctions in the local network segment can thus be systematically spotted and finally identified - benefit from the unique
possibilities of being able to investigate all connected devices as well as the surrounding network on site.
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Role based user management

The CS141 / BACS WEBMANAGER offers a freely configurable user management - configure in free text any user names
including spaces and special characters and assign a special user role to these users. The CS141 will dynamically show and
hide the menus reserved for the user.

RADIUS

With RADIUS, the CS141 provides a direct method to manage access via a centralized database system and also offers
optional local user management to in case of malfunctions. Depending on the configuration type, technicians can optionally be
authenticated via a RADIUS, or receive direct access to the WEBMANAGER in case of emergency.

802.1X PAE

Security for your networks without any compromise - The CS141 / BACS WEBMANAGER meets with standard 802.1X PAE to
support native connectivity to a secured network, you do not need to configure security exceptions in your network port
configuration anymore and create potential security vulnerabilities in your IT network concept!

Security Certified: UL2900-1

In 2023, the CS141 is the only device on the market that fully complies with the strict requirements of UL 2990-1 and, with its wide
range of functions, can be adapted 100% to almost any existing safety concept.

Fully featured network separation LAN / Wi-Fi via USB (FW2.24 or higher, HW161 required)

A CS141 / BACS can establish a connection to a network via the integrated USB port with a separate WLAN, regardless of the
standard network interface, which means that it can react flexibly to application scenarios with strict network separation.
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CS141 network integration

All models in the CS141 family are configured exclusively via the adapter's specially developed web interface. To facilitate initial
configuration or quick on-site intervention, the CS141 family's web manager is hardware-preset to the default IP address
10.10.10.10.

In the factory default setting, the slider on the front of the device is in the left position. The only exception is the CS141 MINI of
the HW141 series, which, due to its more compact design, uses DIP switches on the circuit board. In this case, DIP switch 1 is
set to ON in the factory default setting.

The following table shows the options for regular operating modes in standard operation:

Switch button centered / 1 + 2 Position OFF  : sets the CS141 into configuration
mode and activates the default IP address 10.10.10.10 after a cold start.

1

Switch button right / 1 Position OFF + 2 Position ON: Set to automatic IP
addressing: DHCP is enabled and an IP address is automatically assigned. Check —
]

the MAC address of your CS141 to identify the IP address in the DHCP server ON.
table T
Switch button left / 1 Position ON + 2 Position OFF: Use of the values
configured in the HTTP interface. DHCP is also possible with separate settings.
ON
&
Special feature CS141 Mini (HW141): 1 z
Both DIP switches ON / (CS141 Mini):  This function starts the rescue system on
the CS141 Mini."

Note: Obeye IP address settings!

Manual IP address assignment: If you have configured your laptop to match the CS141's default address, the network settings
change on the CS141 will be applied immediately. If this IP address is outside the currently configured IP address range, the
CS141's web interface will not be displayed.

DHCP mode: A DHCP server must be available for this mode, as otherwise no IP address can be assigned."
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Initial configuration 10.10.10.10

For the initial configuration, there are two different approaches, each requiring different work steps and further administrative
interventions. The optimal method depends on the deployment scenario and the respective physical access options on-site:

Scenario 1: Initial setup upon delivery or after a complete reset to factory default*

The CS141 is factory-set upon delivery as follows:

9 The slide switch is in the left position*. In this operating mode, the settings determine whether a static IP address or an
IP address via DHCP is to be assigned. System integrators and administrators can adjust the configuration at a later
time without changing the hardware.

9 For the initial setup and after resetting to factory settings, the default IP address 10.10.10.10 / 24 (255.255.255.0) is
active. Both in the direct delivery state and after resetting to factory settings, the CS141 is in a special initialization
mode, in which the default IP address 10.10.10.10 / 255.255.255.0 is used.

*) When resetting to factory settings via the flash function, the CS141 offers by default to keep the current IP address - the current
IP address is not deleted during the flash process.

Connecting a Windows Laptop to the CS141 On-Site

The recommended procedure is to manually change the IP address of the laptop's network adapter. Subsequently, connect the
CS141 directly to the laptop using a patch cable.

We recommend the following settings on the laptop:

Einstellung Wert Info

IP-address 10.10.10.11

Subnet mask 255.255.255.0

Gateway* 10.10.10.10 Nur interessant, wenn ein Gateway im Netzwerk vorhanden ist*.

DNS* Leer bzw. 0.0.0.0/8.8.8.8 | Der DNS- Eintrag funktioniert nur, wenn ein DNS i Server verfugbar ist*.
*Some operating systems are sensitive to gateway and DNS settings, while others allow you to leave these fields blank or
enter 0.0.0.0/ 8.8.8.8.

Scenario 2: Adding a Local Route on the Computer

Important: This example describes the setup of a route on a Windows operating system. Please note that other operating systems
may deviate from this procedure.

Within larger installations with strictly defined domain joins and port restrictions, etc., it may be more practical to use a route, as
this allows the laptop to access the IP address 10.10.10.10 via the operating system's internal routing as soon as a CS141 is
located in the same network segment. Please note that you may need local administrator rights for this process: a new route can
only be added if the CMD interpreter is started with the "run as administrator" option. If in doubt, contact your responsible system
administrator to obtain the necessary permission.

How to add a route on a Windows PC:

1. Open the command console cmd as administrator. This step is important because Windows requires a user with local
administrator rights to add a route.

2.

3.  Enter the following command: route add 10.10.10.10 <your IP address>

Command and parameter Description

route add The command to add a route

10.10.10.10 Routing target

<your IP address> The current IP address for reference *

*) Please note that the route is set manually by you and will not be automatically updated if your computer's/laptop's
IP address changes due to DHCP settings.
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Windows will accept the commend with A OK ! fi

C:sUWindowsssystemd2 >route add 10.18.168.168 1?22.168_200.17

OK*

Check your new route entry with the command <route print>

The new rout to 10.10.10.10 should be displayed at the active routing table. As an additional test, you can use the command 'ping
10.10.10.10' to verify that the web manager responds as expecte.

Pv4—Routentabelle

iktive Houte
Metzwerkziel Metzwerkmaszke Gateway Schnittstelle Metrik
8.8.8.8 8.8.8.8 192_168.288.1 192_168.2688.17 28
ig.i@.1@.18 255 _255_255_255 Auf Uerbindung 192 _168.2608.17 21
127.8.8.8 255.8.8.8 Auf Uerbindung 127.8.8.1 15
127.@.8.1 255 _255_255 _2G5% fAuf Uerbindung 127.8.8.1 306
127 _.255_255_ 2585 255 _255.255_ 255 8.8.1 15

Important: this route is not added as a permanent route i with the next reboot oft he compiter / laptop, this route will be
automatically deleted.

Unless you are using factory default settings or performing an initial installation, before commissioning, move the slide switch on
the front to the center position or ensure that both DIP switches on the CS141 MINI are in the OFF position. After the boot process,
the CS141 will be in configuration mode and accessible at the hardware-preset IP address 10.10.10.10.

Runni rPigg Tastoi Connectivity check:
Enter <ping 10.10.10.10> - the CS141 should answer accordingly:

S\UserssGunnar?ping 10.18.168.18

Ping wird auwsgefiihet fiir 18 B.18 mit 32 Bytes Daten:
Antwort von 18.18.18_.18: By Zeit{ims TTL=64
Antwort von 18.18.18_.18: By Zeit{ims TTL=64
Antwort von 1@.18.18.18: By Zeit<{ims TTL=64
Antwort von 18.18.18.168: Bytes=32 Zeit<{ims TTL=64

ing—Statistik fiir 18.10_1A.108:
Pakete: Gesendet = 4. Empfangen = 4, Uerloren = 8
{@x Uerlustl,

a. Zeitangaben in Millisek.:
Minimum = Bms. Maximum = Bms. Mittelwert = Bms

NUserssGunnar?>

Subsequently, you can open a web browser and directly access the CS141's web interface via the request http(s)://10.10.10.10
and begin with the configuration.

’ﬁ @ M % ONLINEWebmanager x 4
€ G | Mo

kips//10.10.10.10/#/login A

LOGIN @ 10.10.10.10

User admin

Password | |

O Show password

Forgot your password?

The restrictive DHCP mode

Another way to integrate the CS141 into a network is the restrictive DHCP mode, where all entered IP addresses are ignored at
the hardware-level: only the specifications of the local DHCP server apply.

To activate DHCP mode, slide the slide switch to the right, i.e., to the outer edge of the CS141. If your CS141 Mini still offers a
DIP switch, leave DIP switch 1 in the OFF position and move DIP switch 2 to ON.

Upon the next restart, the web manager will boot in DHCP mode according to the hardware configuration and obtain an IP
address from your network.
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Required information for finding CS141 in DHCP-Mode

To identify the devices, please note the MAC address including location data before proceeding hardware installation.
The MAC address can be found on any CS141 web manager as a unique sticker:

Ensure a suitable DHCP server is available for this operating mode, otherwise the card will not be able to get valid IP address
data automatically.

CS141 MINI and CS141 / R2

Due to the compact design, the lable sticker of CS141 MINI and the CS141 / R2 differ and show only the last three octets of the
MAC address.

The MAC address of a GENEREX- network interface starts with these address values:
00-30-d6-XX-XX-XX

The last thre values can be found at the label on the back of the CS141 MINI or CS141 R2:

A common bar code scanner that can handle QR codes or a smartphone with a QR- Code app will display the complete MAC
address.

Note
Please note that you use the sticker on the back. This will show the last three octets of the

MAC address. When on installation site, you can simply figure out the MAC address:

137387

In this case, the MAC address is 00-30-d6-13-73-87

Netfinder: Search for IP-addresses used with CS141 devices

The Netfinder is a software tool that can display all CS121 and CS141 devices that can be reached inside a specific network
segment. It is available at the local support CD and at www.generex.de.

To perform a quick search for valid IP addresses, use the tool Netfinder.
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'? Einstellungen ...

Gerét Firmware Update Hersteller (OEM)

MNetzwerk

192 .

Vorhandene Eintrdge: | 192.168.200.* =

[¥] suche mach 10.10.10.10

is8 . 200 . - 254

Automatische Suche nach Programmstart

MAC-Adresse

IP-Adresse

crveramseteete

C5141-Einstellungen

Benutzer:  admin

Kennwort:

i

. Suche anhalten

o Gerat aufrufen
f& Update Firmware

Beenden

The default search generally refers to the network segment the service computer resides. To scan other networks and subnets
for CS121 or CS141 installations, it is hecessary to specify the appropriate IP address ranges.

': Einstellungen .

HNetzwerk von 192.168.222.1 bis 192.168.222.254 - scanne 192.168.222.168
Gerét Firmware Update Hersteller (OEM)
51411 1.61 Nicht nétig ABE (35)

C5141B5C 1.60 Micht néitig Online (4)
C514R_2 1.60 Micht néitig Piller (3)
C5141L 1.55 Verfiigbar (1.58)  ABB (38)
C5141LM 1.60 Micht niitig AMG Accent Monitorin. ..
C51415C 1.60 Nicht ntig Salicru (32)
BACSKIT_B4 1.60 Micht néitig Generex (12)
BACS II Webmanager BUDGET  5.62 Nicht nétig UPS LTD (34)
BACS II Webmanager BUDGET  5.62 Micht nétig Hoppecke (31)
C5131 16MB 5.62 Micht nétig ALTERVAC (32)
CS5141BSC 1.60 Micht nétig CET (81)
5131 16MB 5.34 Verfigbar (5.62) Generex (12)

MAC-Adresse
00-30-d5-16-1d-e7
00-30-d6-13-3d-eb
00-30-d6-12-6e-c7
00-30-d6-12-60-70
00-30-d5-12-0f-2b
00-30-d6-16-bb-f3
00-30-d6-12-60-61
00-03-05-18-77-6A
00-03-05-18-59-7A
00-03-05-18-6A-A%
00-30-d5-12-6f-2d
00-03-05-15-96-A2

IP-Adresse

192.168.222.106
192,168,222, 104
192,168.222,107
192,168,222, 108
192,168,222, 110
192,168.222,.112
192,168.222,.114
192,168.222,113
192,168.222,103
192,168.222,111
192,168,222, 119
192,168.222,123

Ort

GENEREX Hamburg Garage!

»

m

. Suche anhalten

% Update Fimware

The GENEREX Netfinder software provides a detailed overview of all devices in the network and allows quick and easy access

to the web console of the respective manager.

Note: Define static ip addresses

In DHCP mode, IP addresses may change sporadically depending on the network configuration. Therefore, several
Webmanager monitored by a parent system such as UNMS Il should receive a fixed IP address.

In any other case, technicians can easily detect, and access installed devices by using Netfinder.
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Before you start

Installation examples

The CS141 was designed to provide maximum flexibility and freedom during the installation - as a result the CS141 match the
tasks of modern UPS systems as well as expectations coming with it.

Case one:
Server
RCCMD
[ UPSMan-Software
e
usv

]

RS232 h
UsB |

usv

Server:
RCCMD ‘@ ‘Q ‘@

The central role of the UPS is to ensure emergency power until the server shut down securely during main power loss.

The complete shutdown routine is controlled by the CS141, as this is a full-fledged manager that can act independently.

As an alternative to the CS141, the shutdown routine can also be initiated via the UPSMan software. Further servers need only
one more RCCMD license.

Two separate networks

It becomes more difficult in case of emergency power is pending, and UPS must ensure the shutdown of two servers inside
separate networks without linking possibilities:

VLAN 1 VIAN 2

Server: Server:

RCCMD UPSMan Software
e

-

y

1
4
Jg‘fg@

usv

I'n this case, the UPS becomes a central role inside the networkos

Since the VLANSs represent physically separated own network segments, only one server can be secured by the CS141. The
UPSMan software will secure the second server:

Once Installed directly on the server, it communicates with the UPS via the COM port of the server and offers the same
functionality as the CS141 including a full support of RCCMD. Therefore VLAN 2 represents a "software only" solution that does
not require a CS141 as additional hardware. Please note that the UPS must support slot / RS232 port simultaneous operation if

you want to use both ports.
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Is the required RS232 connection not available or is the installation of software not possible?
Just use servers providing 2 network cards:

WLAN 3

RCCMD CCMD
WLAM 2 WLAN 1

¢

CS141 _‘Q

o

T

@
<

If you have chosen a solution with two network cards and the UPS provides a usable RS232 interface, this solution allows future
installations - even complete closed networks are possible.

Pipe Through

I

Server: Server:
RCCMD ' RCCMD

'f

[

.f

<
'ZL'L'L

2
l

usv

In some companies, physical separation of the networks is essential, but the UPS does not offer the option of operating RS232
and slot parallelly. In this case, the signal can be looped by the pipe-through function: This feature allows two CS141 jointly
perform the same function inside of complete separated networks. Furthermore, different CS141 versions can be combined as
desired - Even the combination CS141 / UPSMan software is possible for maximum flexibility.
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Complex structures

VLAN 1 VLAN 2
Server: Server:
RCCMD RCCMD
""l:-!
LSS LSS
—
LAN 3 |~\l?\i_|:n=: Throu LAM 4
Server: Server:
RCCMD . RS222 UFPSMan Software
H usv RCCMD
CS141 '
ALY AL

In this example, VLAN 1 and VLAN 2 were logically linked by a router to allow one CS141 sending RCCMD commands to all
servers inside of VLAN 1 and VLAN2. At the same time, the Pipe Through function allows the same signal coming from the UPS
to a third CS141 physically installed inside LAN3. Due to this fact, the CS141 can completely control LAN3 and ensure a shutdown
routine using RCCMD. LAN 4 is connected to the UPSMan software via the RS232 interface and the server itself can act like a
CS141 including full RCCMD functionality. This example demonstrates a complex system:

- two complete separated networks
- two logical linked networks
- on central UPS solution to provide auxiliary power in case of main power is down.

Each CS141 or UPSMan is completely informed about the current UPS alarm state. Furthermore, each network can be managed
for its own without harming others.

Note.

The UPSMAN software also handles communication via USB - If your UPS supports parallel operation, it is possible to combine
USB, Slot and RS232.

Required Ports

The CS141 provides many functions to communicate with network nodes. For the communication so called "ports" are needed.
Some of these ports are international standards within your EDP, others must be configured exclusively for the CS141. The
following list contains all ports entered by default for the CS141:

Description Port TCP | UDP Is CS141 confuration menu available?
Echo 7 X X No
WOL 7 oder 9 - X YES
ftp-data 20 X - No
SFTP 22 X - No
http 80 X - YES
https 443 X - YES
SNMP CS141 Geréate Listener 161 - X No
SNMP Management Software Listener | 162 - X No
SMTP 25 X - YES
RCCMD 6003 X - YES
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UPSMan/ UNMS 5769 X - YES
SNMP Trap 162 = X No
Time (rfc868) 37 X - No
Time (sntp) 123 X - Nein
Modbus over IP 502 X - YES
BACnet 47808 oder 47809 | - X YES
Remote Syslog 601 X - YES
RADIUS 1812 X - JA

For some functions, the port assignment is dynamic and must be managed or specified by the network administrator depending
on the network. If you require additional ports, this is listed at the appropriate place within this documentation. The number of
the port to be used can be obtained from the responsible network administrator.

Note: Take care for the firmware in use !

This user manual covers all menus that you may encounter when configuring a CS141. The basis of this documentation is
firmware 2.16 and subsequent versions.

If you can't find a menu, there could be several reasons:

- The CS141 you are using does not offer this function (HW141 vs, HW161).
- The firmware version you are using is older and therefore the feature is not yet available.
- The menu is there, but has shifted due to the ongoing development process.

Basic settings and passwords

Until Firmware 2.22

After IP address is set, the CS141 web interface

can be called directly by entering the according IP

address.

In addition tot he user admin, there are three users

with different system rights to choose from. The

users are predefined, the passwords can be freely

defined:

The following table shows the available users:

CS5141 Login @ 192.168.200.204

User admin

Passwort
Show password

User Default password Function

Admin cs141-snmp Local adminsitrator, can not deleted or disabled.

engineer engineer Technician access i administrative menus are not available

customer customer Customer access: Access restricted to monitoring screens and log files
guest guest Guest access: Access level restricted to monitoring screens only
anonymous guest Guest-Passwort Speci al v er siisession based foginuvihout gassword

To begin

he i

Starting with firmware version 2.24

With version 2.24, there is an important change for factory
default initial login that affects user management and user

nitial

configuration, |

og i nsnwmpi. t he

user

REGISTER @ 10.10.10.10

management:
If there was previously a fixed starting password, you must User admin
first register a password fo

¥ New Password

in for the first time. This password must meet current

cybersecurity requirements:

- At least 12 characters
- The password is case sensitive
- At least one number is required

[J show password

Already registered? Login

At least one special character
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In both cases:

- All other users are blocked by default and must be unlocked by an administrator after login.

- ser settings from previous firmware updates are initially adopted 1:1, but must be adjusted accordingly under
System>Users if changes are made

- In case of a resett o factory default, the assignment of a new admin password becomes binding.

CS141 configuration menu overview , FW 2.16 onwards

Config Information Center

The default password is in usel For
security reason, change it

Please note that logfile timestamps
require valid system time

@ UPS Monitor
2 Devices

This area is reserved for the CS141 to provide general information about the current configuration status and possible
configuration errors or security issues.

Example 1:
You have commissioned the CS141, but not changed the default usernames and passwords.

Hackers have discovered that modern server structures produce a large amount of background assistance systems.
Administrators often missed including these stand-alone devices in the key issues paper on cybersecurity. The C141 therefore
provides an according hint:

Default Password
The defaull password is in use. You should change this for Security reasons
Change Password

Since this is a well-known user made security issue, the CS141 informs that the standard passwords, as described in manuals,
handouts and quick start guides, grand an unwanted person administrative access. Due to the severity of this security issue, the
notice is colored red.

Example 2:

Less relevant to the running system as long as everything is running well, but not to be underestimated - that's why it's yellow -
wrong time stamps in log files:

system Time
Please note that logfile timestamps require valid system time
Configure System Time

Each CS141-based device logs numerous measurement data and relates them to system events within a timeline. Depending
on the expansion level and connected devices, a CS141 therefore can be used to automize many system functions and even
trigger or manage emergency measures in case of problems. Although these system events are recorded and executed
chronologically correct, without a correct time stamp, evaluation of log files can be very tricky.

Example 3: Hints like available firmware updates

Firmware Updates
Firmware updates available
Download Firmware Updates

Firmware updates provide new features, improve performance, eliminate minor bugs, new UPS models, etc. , but also hold
system critical security updates. Depending on the cruciality, it can be a notice or a system-critical recommendation (red).
However, this notice can only appear if the CS141 is somehow connected to the internet and this function is enabled.
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This is the CS141 menu tree without expansion modules.

If you connect additional modules for extending functionality, corresponding menus are automatically displayed after installing
and activating the functions. This menu shows all basic functions each CS141 model provides:

& UPS Monitor
= Devices
25 Setup
= UPS
£ Setup
A Events
# Functions
A Custom Thresholds
Services
of Selup
= EMail
& EMail-Traps
& SNMP Agent
& Modbus
& BACnet
& RCCMD & UNMS
@ Webserver
(% Rsyslog
System
@ About
of General
dh Network
& Security
@ Date & Time
A Notifications
= Scheduler
& Users
& Tools
7 Wizard
X Backup
L Update
(' Extemnal Resources
Logfile
# EventLog
= UPS
€% DatalLog
l#* Datalog Chart

% UPS Events History

8 UPS Alarms

® Logout admin

= Monitoring menitor of the set UPS

= System tab: Devices

. Basic configuration of the interfaces

o Sub-menu: Set UPS model

= Setting the UFS

« Setting system events and jobs

= General UPS functions

= Configurable thresholds and events

= System services tab

«  Enable/disable available system service

+  Setting up the general C5141 E-Mail client

«  Sefting up the CS141 E-Mail trap client

«  Configure SNMP setfings

«  Configuration of Modbus / IP and Modbis RS232 (485)

«  Configuration of the BACNat agent

«  Advanced RCCMD / UNMS settings

+  |ntegrated web server configuration

+«  Remote Syslog configuration

= System tab: System

«  About Box: Basic information, firmware version, IP address, etc.
«  General settings (language, contact details, temperature scale)
«  Configuration of IP address data, gateway, DNS, etc.

«  202.1X PAE configuration

«  Sefting date, time, time zone, NTP services, etc.

«  Enable/disable security and system alerts

«  Scheduling jobs independently of system events

=  User settings, RADIUS setup, user lockout, etc.

«  Toolbox with advanced diagnostic tools, restarting the CS141

«  Setup wizard for the basic settings.

+«  Creating and importing system backups

«  Wizard for easy firmware updates

«  Freely configurable network resources for integration into support netwaorks
= System tab: Log files

« (C5141 event log

o Sub-menu UPS log files

=  Tabular display of the UPS measurement data

«  Graphical representation with integrated sorting filters

+« Read out the UPS internal error memory (depending on the UPS model)
« Intermal error memory: UPS alarms (depending on UPS model)

= End session and log out
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Extended menu trees

Depending on the CS141 model and available additional modules, additional menus are available. Please note that not every
model can provide the following menus:

Sensor menus
Depending on the type of sensor, the following menus will be added automatically:

1. Standalone sensor on COM 2

After selecting sensor at COM 2 Sensor and as sensor type SM / T or the combination sensor SM / TH, following menus will
appear automatically:

GEMNERE>S
* C Sensor monitoring screen
@ UPS Monitor
@ Sensor Monitor C System Tab: Devices
= Devices
& Setup
UpPs .
> UPS C  Sub menu: Sensors
= Sensors 3
Set C Configure measuring range, alarm marker, operating range
& Setup C Configure jobs to the alarm marker

A Events

2. SENSORMANZ2 at COM 2

After selecting sensor at COM 2 Sensor and as sensor type SENSORMANZ2, following menus will appear automatically:

GENEREX
*

@& UPS Monitor
& Sensor Monitor = Sensor monitoring screen: All sensor data in real time

= Devices < System Tab: Devices

o8 Setup
> UPS

= Sensors = Sub menu: Sensors

@ Setup = Configure up to & sensors, digital inputs and outputs

& Matrix = Combine different sensor events to combined alarm marker

A Evenis = Define Jobs to single sensor events or combined alarm marker

With the sensor matrix, an additional function is available that allows to combine single sensor events to collective events.
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3. CON_AUX4/ CON_R_AUX4 selected at COM 3

The following menus are added when you connect a CON_AUX4 or a CON_R_AUX4 relay card to the COM 3 port of the
CS141

GENEREX
*

@& UPS Monitor
@ AUX Monitor =2 AUX monitoring screen
= Devices 2 System Tab: Devices
¢ Setup
? UPS
= AUX = Sub menu: AUX

& Setup 2 Relay Card basic setup

A Events =2 Event handling configuration dialog CON_AUX4 or CON_R_AUX4

4. BUZZER selected at COM 3

The CS141 provides an additional buzzer for advanced acoustical alarm notifications. The following menus will appear when
you choose the Buzzer at COM 3 of the CS141:

GENERESX

*

& UPS Monitor
@& Buzzer Monitor = Buzzer monitoring screen

= Devices = System Tab: Devices

of Setup
> UPS

= Buzzer = Sub menu: Buzzer

& Setup = General buzzer setup, frequency, on ! off, etc.

A Events = Buzzer event handling: Jobs to do because a Buzzer is active

5. BACS selected at COM 3

BACS?® - the "Battery Analysis & Care System" - is the most advanced system on the market to manage stationary battery
systems. It is a standalone battery monitoring and management system that can be easily integrated into your network
infrastructure.

With its intelligent web-technology configurable management technology, it cyclically checks the internal resistance, the
temperature and the voltage of each individual battery. In addition, it can readjust the charge voltage of each battery and
manage environmental readings (temperature, humidity, hydrogen gas content) as well as loads (UPS, inverters, and other
devices). The accumulators are thus always kept in the optimal working range.

Note:

Since the configuration of the system is independent to other functions, BACS functions are listed sepated at Part Il of this
manual.
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The Setup Wizard

For this configuration step, navigate to the following menu:

— System 2 System tab: System
0 About
# Wizard 2 Setup Wizard

& General
£ Network

When you use the CS141 for the first time, the welcome screen will automatically start with the wizard. Please note that you
cannot switch through the masks directly, you need to follow by pressing next.

System Setup Wizard

General Network Date & Time UPS Setup Review

Location
System Contact

Check Firmware Update

Region

Language English

Temperature: ® Celsius Fahrenheit

Back Next Cancel

The Setup Wizard helps to set up a basic configuration:

General
Provides basic information about the location to be installed, system language, responsibilities and temperature scale.

Network
Enter the network configuration - The necessary data can be obtained from the local administrator.

Date & Time
Provide basic information about the date, time, and time server

UPS Setup
Enter information about the UPS the CS141 shall be connected to

Review
Check data before you finish the configuration process before finishing.

Note:

The Setup Wizard only summarizes basic settings and offers a quick and convenient solution through which basic settings can
be made or changed for quick commissioning of the CS141. If you want to carry out the configuration completely manually,
press Cancel here - you can restart the setup wizard in the configuration menu at any time.

Important: If you connect a UPS via USB, it will only be recognized correctly if you have activated the USB port and explicitly set
up UPS use - By default, the UPS is connected via RS232 (serial)..
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Configuration mode: Basic settings
For this configuration step, navigate to the following menu:
= System = (Opens System confiquration menu:

©® About
# Wizard

£ General
& Neiwork 2 |P-address settings and hostname
£ Date & Time

Most settings can be done as long as the CS141 is in configuration mode. Depending on your network settings there could be a
problem when performing tests and forwarding functions - they are often not possible on hardware preset 10.10.10.10. Due to
this fact it is a good choice to configure all basic settings inside configuration mode and switch to normal mode before starting
advanced UPS configuration.

How to configure network settings, open Network:

IPv4
Configure Active
IP Address 10.10.10.10 IP Addrass 10.10.10.10
Subnet Mask 255.255.2550 Subnet Mask 255.255.255.0
Default Gateway 10.10.10.1 Default Gateway 00.00
DNS Server 10.10.10.1 DNS Server

At Configure, enter the IP address data the system shall use. Active shows the current IP address settings used by the system.

It is possible to change the following settings

MAC  00-30-85-13-87-20
Hostname cs141 = Hostname: location data, system name, seral number
1Pv4
Local Address 10.40.10.10 =2 local IP address
Subnet Mask 255.255 255.0 = subnet mask
Default Gateway 10.10 = gateway service of the network
DNS Server 10.90.10.1 = DNS-Server

On first startup, the CS141 will get hard-coded information. The required IP address information to enter the operational mode
correctly can be obtained by contacting the responsible network administrator.
Press Apply to save your settings.

Note:

At this point, the web browser redirects you to the new IP address. Since the CS141 is still in configuration mode, you will
receive an error message from your web browser. In this case, ensure to work with the IP 10.10.10.10 and press CTRL F5 to
refresh the web browser.

For a first configuration, the Network menu is the only setting you currently need to make in Configuration mode.
It is possible to carry out all other settings in regular operating mode.

DHCP mode during initial configuration

While booting in DHCP mode, an according server assigns an IP address to the CS141 device. This IP address can be found
comfortable by using the freeware tool Netfinder. Therefore, it is easy to identify the device by the MAC address shown by
Netfinder and the address label glued on the CS141 device:

C5141L 161 Nicht natig Generex (12) d0-z3-72-3b-dffa 192,168,200, 142
BACSKIT B4 Nicht néitig Generex (12) 00-30-d6-16-b3%b |192.168.200.148 | |
C51418L 1.61 Nicht nétig ALTERVAC (32) 00-30-d6-12-6f-56  192,168.200.224

BACSKIT_B4 1.61 Nicht niitig Generex {12) 00-30-d6-12-60-42  192.168.200.225 @ B
C5131 5.58 Verfugbar (5.62) Generex (12) 00-03-05-0E-2F-49  192,168.200.227  FE Office
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The function fopen devicedopens a separate web browser and inserts the IP address automatically. After login, it is possible to
access network settings and change the IP address. After rebooting the device with manual mode setting, new IP address
setting is active.

By switching back to DHCP mode, these settings are completely ignored and the CS141 falls back to server-assigned address.

| & (5141 Webrnanager x

-

€« OF https://192.168.200.148/%/info

In DHCP mode, these settings are completely ignored, and only the address assigned by the server is used. The advantage of
this is that you can connect any number of CS141 devices to the network simultaneously with minimal effort, and they'll be
immediately accessible. The disadvantage lies in the fact that in DHCP mode, IP addresses can change dynamically. This
means that higher-level or docked shutdown solutions might no longer work or could generate errors.

How a DNS i_entry works

Basically, there are two methods to address a target system. Either you directly specify the IP address: the CS141 will then
address the system directly without involving other system services or server. Or, instead of an IP address, it is possible to use
a host name: by doing so, the CS141 will send a request to a responsible DNS service and ask for the IP address assigned to
the host name.

Both methods come with their own advantages and disadvantages

- When using host names (e.g. database.steel-colossus.intra), the user can identify the target relatively well, but is
dependent on a well-functioning network: the resolution of host name > IP address is managed by a DNS server.
When using host names, the CS141 also requires a DNS server, e.g. if RCCMD control signals have to be transmitted
to a specific RCCMD client: For each control signal, the responsible DNS server must first be contacted and asked for
the IP address of the host. If a network breaks up into individual segments as a result of a fault, a segment without a
DNS server will no longer be able to resolve host names.

- Using an IP address is a little more independent to a certain extent, because there is no need for a DNS server. The
target IP and network segment is already known, and the RCCMD control signals will function accordingly in the event
of a network disturbance close to the DNS server. On the other hand, this method requires fixed IP addresses. If a
DHCP server dynamically manages and reassigns IP addresses according to its function, the CS141 job management
can hold out-dated information about the target IP address - in case of an emergency, the CS141 may send valid
RCCMD commands, but address the wrong target.

Why does the CS141 not communicate its host name to a DNS server, although | have entered the IP address of the server at
the DNS settings?

By system / network design, this is not the task of a CS141. If you set the CS141 to DHCP, it contacts the DHCP server during
the boot process and communicates for the host name it would like to use.

The DHCP server may accept the request, assigns an IP address and, depending on the configuration, will either comply with
the request, i.e. forward the host name to the DNS server. Since a DHCP can also overwrite a host name, the result depends on
the configuration of the network, e.g.:

- The IP address is assigned, but no automatic DNS entry is available.
- The IP address is assigned and the host name request of the CS141 is available via DNS.
- The IP address is assigned and the host name request of the CS141 is overwritten.

Note:

If you reserve or block the IP address within the DHCP server and configure the CS141 to use a manual IP address setup, the
CS141 will not "register" at system start-up: The fact that the CS141 starts with its own IP address and that the reservation in
the DHCP server ensures that the IP address is not assigned elsewhere does not necessarily mean that the DNS server also
automatically gets a lookup entry - this to check is a task of an administrator.
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Wi-Fi Configuration

For this option, Firmware 2.24 or above is required
For this option a CS141 / BACS must provide hardware revision HW161 and a USB port

With the WLAN option, the CS141 offers a flexible extension for integration into network systems. The use of the new USB-
WLAN option depends heavily on the application scenario. First, typical possible applications are discussed.

Example 1: Restricted LAN Access

Customer Network

IMobile Hotspot

e Correnrnniryy,,
% \\‘E\ Service
2N -
LAN: .
Restricted Network! & USBZNANO
LAN Port locked!
No LAN Port Access!
Mobile WiFi Network

Due to ever-increasing cybersecurity requirements, more and more end users are closing their networks. This means immense
additional work on site for technicians from service companies. Via the WiFi dongle, the CS141 or BACS now offers an
independent network interface through which a technician can connect directly if necessary.

The special feature is once configured, a CS141 remembers the Wi-Fi settings even if the USB dongle has been removed. This
means technicians can set up an SSID for a mobile hotspot during setup, and insert the USB dongle at any time later - the CS141
will automatically connect to the mobile hotspot.

Example 2: Using AWFiOn | y fi :

Network

WLAN Only takes two theoretical approaches to how
valuable UPS data can be queried directly without

compromising network security. I%f

In the first approach, the UPS is connected to a
CS141, but for structural reasons there is no LAN

-
socket at the UPS installation site. With the WiFi :ﬂ
dongle you can permanently connect the CS141 to a
L oo : S The CS141 WEBMANAGER
WiFi and in this way transparently integrate it into a provides information via WiFi Optiont: R$232
building management system. #""'Direct Connection

The second approach is based on the fact that many - USBZNANO ”_
users no longer want or are allowed to operate

insecure SNMP solutions that are poorly integrated
into the UPS in their network infrastructure. In this
case, a CS141 serves as an "intermediary” - it can be
connected directly via LAN to the third-party SNMP
card, read out via RFC1628, and then independently
forward this processed data via WLAN.

Option 2: VIA LAN J
RFC1628 SNMP

Note: Maximum flexibility in network design and integration

With the WiFi dongle, the CS141 offers an independent 2nd network interface with which numerous network requirements can be
served. From network separation to redundancy connections, this function offers numerous design options.
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Configuration of the  Wi-Fi-Interface
For this configuration step, open the following menus:

= Devices
of Setup = USB Port Configuration

- System

© About
= Network

& Ethemet
& Wi-Fi 2 Wi-Fi Dongle Configuration

Step 1: Configure the USB-Port

- Click Devices>Setup usB
- At USB, select the option Wi-Fi
- Click Apply to continue

- Insert the W-Fi Dongle into the USB port Usage WiF v
The CS141 automatically accept the Wi-Fi Dongle as valid devices and initialize
the Dongle. LUl Cancel

Step 2: Configure Wi-Fi Dongle

After initializing, the Wi-Fi interface is available at System>Network>Wi-Fi

Configured
IP Configuration DHCP v o} Method to request an IP address
Network Name Trikorder c Name oft he SSID
Password Cc Wi-Fi Access Password
Security WPA2 v ¢ Encryption Method

IP Configuration

To access a Wi-Fi network, the Wi-Fi interface needs a valid IP address. This is usually provided by the infrastructure (e.g. a
WLAN router or via Wi-Fi access point.

Network Name

The network name is the exact SSID that the CS141 should connect to. Technically, the access point can vary also as the network
name is provided. As soon as the entered SSID changes, the CS141 will not use that network ID to connect to.

Password / Securiy

The password stored on the WLAN access point for this SSID - this

. . Active
is not a username. Also select your preferred encryption method.
The CS141 then tries to establish a connection. If this is IP Address 192.168.57.197
address of the Wi-Fi dongle next to the currently assigne ——
address. MAC Address 00:AD:A7:01:C3:AD
Note: Settings are saved permanently until you set the USB

The CS141 remembers the settings. If you now remove the Wi-Fi dongle from the USB port, it will automatically reconnect to that
exact SSID and password the next time you insert the USB dongle, provided the Wi-Fi hotspot was activated and ready BEFORE
inserting the dongle.
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Advanced basic settings

For this configuration step, navigate to the following menu:

= System 3+ Opens the folder System

i T
7 Wizard

£ General % Location settings, contact details, required services

£ Network
& Date & Time

Enter Location settings

Location data can be read by any software supporting this feature. If used in larger installations with many devices, location data
will help to associate installed devices.

Locats vour location name = Enter a physical location the device runs
gocation y i

System Contact admistrator, numbers, .. 2 Enter responsible staff or depariment to be called

Customer Signature

Check Firmware ' = If checked, the C5141 reports firmware updates

Update

Apply will save the settings and restart according services to activate the new settings instantly. Netfinder will find the new name
next to the IP address:

CS141L 1.61 Micht nétig Generex (12) d0-39-72-3b-df-f8 192.168.200.142
BACSKIT_B4 1.60 Micht néitig Generex (12) 00-30-d6-16-b3-4b  192.168.200.204  Allgemeine Anlage 3
C51416L 1.61 Nicht nétig ALTERVAC (32) 00-30-d5-12-6f-56 192.168.200.224
BACSKIT_B4 1.61 Nicht nétig Generex (12) 00-30-d6-12-60-42  192.168.200,225

C5141L 161 Nicht nétig Generex (12) 00-30-d6-12-70-36  192.168.200.231
C5141L 1.60 Nicht nétig Generex (12) 00-30-d6-14-21-3c  192,168.200.232

Regional settings

Region

Language English v =2 Select the language for configuration menus

Temperature: ' gelsius ) Fahrenheit 2 Select temperature measurement scale

Under Language, select your preferred system language. Supported languages are German, English, Chinese (Simple), French,
Spanish, Polish, Portuguese

Under Temperatures, select the unit of measure in which to display the temperatures.

The Difference between Fahrenheit / Celsius

Although initially defined by the freezing point of water (and later melting point of ice), the Celsius scale is officially derived
among Kelvin scale: Zero on the Celsius scale (0 ° C) corresponds to 273.15 K, with a temperature difference of 1 ° C which is
equivalent to a difference of 1° K - the size of the unit in each scale is the similar. Therefore 100 ° C, the previously defined
boiling point of water, equates to 373.15K. Due to the fact the Celsius scale is an interval system, but not a ratio system, means
it follows a relative and not an absolute scale.

This is indicated by the fact that a temperature interval between 20 ° C and 30 ° C is the same as between 30 ° C and 40 ° C,
but essentially 40 ° C does not have twice the air heat energy like 20 ° C. A temperature difference of 1 ° C therefore
corresponds to a temperature difference of 1.8 ° F.

There both scales are used worldwide, it is important to know in advance which measurement scale to use for configuration.
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Note

The CS141 recalculates the values when rescaling the scale and adjusts the settings automatically - but a higher-level system
configured to Fahrenheit will inevitably receive incorrect information from a web manager set to Celsius.

This small problem may lead into a big impact, especially if teams are placed inside an international co-operation.

As an example, on December 12, 1998, the Mars Climate Orbiter has entered as programmed the mars orbit, but 170
kilometers lower than planned. Investigations found the reason for this incident: There was a communication issue between two
different groups of NASA scientists who performed the trajectory calculations - one used inches and the other meters. They

si mply forgot to communicate this small facté:

AThe Aroot cause

é was the failed transl at i o rbasedfnagatign-relaset
mi ssion software A

n

D

Provided services
For this configuration step, navigate to the following menu:

= Sernvices =2 CS141 services overview
of Setup = Basic seftings: Service configuration
= Email

&= Email-Traps

P Anen
The CS141 uses separate system services for communication, which can be started and stopped independently to each other:
This allows activating and deactivating the functions without having to restart the CS141 completely.

While Modbus and SNMP are used as the industry standard inside almost all higher-level monitoring systems, the UNMS server
is only necessary if you use the monitoring software UNMS 2 from GENEREX,

&8 Services > Setup

SNMP Agent web server (@
Modbus Slave UNMS & RCCMD
Trap Service
BACnet Server Rsyslog Client
Serial Trace BACS Viewer

cance

To enable or disable the according service, use the buttons.

Note: Doctrine Change with Firmware 2.14 i Cybersecurity Enhanced!

In accordance with best practice, the default settings were selected in such a way that a quick and uncomplicated integration
into existing systems based on standards was possible. With a view to cybersecurity, this has now been changed. All services
that are not required for the initial setup will be set to "OFF" by default in the factory setting - administrators will have to manually
and deliberately activate functions such as SNMP or remote syslog before they can be used.
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Webserver

To increase security, the configuration by using SSH
console is no longer allowed, the integrated web server is Are you sure you want to disable the Webserver?

the only communication option for configuring the CS141.
Warning! By disabling the Webserver you cannot reach the C5141 with your
Brows 1

Disabling HTTP will restart the device without starting the
web interface. By disabling, no further configuration is
possible. The CS141 therefore issues a direct alert before
disabling this option. Ensure your configuration is done
perfectly - Disabling the HTTP Server cannot be withdrawn
without physical access to the device.

Why is it possible to deactivate this server?

In some cases, it is necessary to ensure a minimum of possible interactions. The CS141 takes care even in this seldom cases:
Depending on its configuration only additional sftp-access is possible in order to download data logs. Therefore, the admin
password can be known without consequences of network security.

Note:

The rescue system on the CS141 has not only saved the last firmware, but also the last configuration before your update.

If you intend to deactivate the http functionality, it is recommended to perform a firmware update before this last configuration
step:

By doing it, you will be able to access the system by its built-in rescue mode.

SNMP

The Simple Network Management Protocol (SNMP) is a network protocol developed by the IETF to monitor and control network
elements from a central station.

The protocol controls communication between the monitored devices and the monitoring station. Thereby SNMP describes the
structure of the data packets that can be sent as well as the entire communication process.

It was designed to ensure that any network-capable device can be implemented into monitoring systems.
Possible tasks of network management using SNMP include:

- monitoring of network components,

- Remote control and remote configuration of network components

- Error detection and error notification.

With its simplicity, modularity and versatility, SNMP has become the standard supported by most management programs as well
as endpoints.

If you want to use SNMP in your network, leave the check mark active for this function.
Modbus

Fieldbuses are bus systems that connect field devices like sensors or actuators inside a complex operating scenario to allow
communication to an according full-automated managing system.

If several communication partners send their information over the same line, it is necessary to ensure communication about
fixed rules:

- who (identifier)
- what (measure, command) and
- when (initiative)

To ensure this communication, there are standardized protocols to be used.

Some historical facts:

The Modbus protocol was launched in 1979 by Gould-Modicon for communicating with its programmable logic controllers and
has become an unofficial standard for industrial usage due to its open protocol standard. Since 1999, fieldbuses have been
standardized worldwide in the IEC 61158 standard (Digital data communication for measurement and control - Fieldbus for use

in industrial control systems). The second generation of fieldbus technology is based on real-time Ethernet.

For more information, pleasere f er t o t he chapt er Motbosdtdblessare appendixechi s manual
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BACnet Server

BACnet (Building Automation and Control Networks) is a network protocol, standardized by ASHRAE, ANSI and ISO 16484-5
for building automation. For more information about the possibilities and configuration, please refer to the chapter "BACnet" in
this manual.

Serial Trace

The CS141 Toolbox provides a tracing tool to monitor and record communication between the CS141 and connected devices.
Since the port 4000 is exclusive required for tracing activities, it must be enabled beforehand. Depending on the web browser,
force https may also be disabled additionally. This communication takes place via port 4000. With this slider, it is possible to
selectively open (on) or close (off) port 4000.

UNMS & RCCMD Trap Service

The UNMS & RCCMD Trap Service was specially developed for communication with the universal network management
software from GENEREX. The powerful successor UNMS 2 communicates with the CS141 via UPSTCP on port 5769. The UPS
server service activates or deactivates the availability to communicate via this port.

RSyslog Client

Remote syslog is a popular method of sending locally stored log files in a standardized format to a central network node, called
a syslog receiver, regardless of the device or manufacturer. This slider enables / disables the Remote syslog service.

BACS Viewer
If running a BACS system, you can use the BACS Viewer software to download the data from the batteries being monitored.

This function opens the necessary SFTP port and enables the agent via which the BACS viewer can connect to the CS141/
BACS WEBMANAGER.

Date and time

For this configuration step, navigate to the following menu:

= System = Opens the folder System:
© About
Z Wizard

& General
& Network

£ Date & Time 2 Time services, Time zone, Current system time...

Surprisingly some system critical duties like logging or running recurring tasks require a reliable realtime clock.
For this reason, the CS141 provides its own system clock but also offers the ability to query external NTP servers. For
maximizing failure security, the CS141 can even set up and read the internal clock of the UPS if supported.

Automatic time adjustment

Current system time  01/16/2018, 03:39 PM 2 Curent system time
Timeserver Address 1 4.128.168.10 SNTP ¥ Test 2 The first time server
Timeserver Address 2 1.podl.nip.org SNTP T Test =2 The second time server
Timeserver Address 3 SNTP ¥ est =2 The third time server
Timezone (UTC+01:00, DST) Amsterdam, Berir 2 Choose the time zone
Synchronize C8141 with Timeserver = Staris the time synch procedure

¥

If the network settings are set correctly and CS141 gets an internet connection, you can use the default server settings. In case
of a local time server inside a closed-up network segment, the CS141 provides to use an IP address instead of name services. If
internal time services are used, we recommend the option to enter an IP address although a DNS-Service is available:

Save entries / abort configuration

If DNS lookup fails, the NTP synchronization will not run.
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Note:

A time server normally provides preformatted time containing information about used time zones. The CS141 calculates the real
system time itself from the time zone setting.

If you operate your own time server, this time zone must be adjusted accordingly.

Pressing Apply will save the settings and restarts the time server service inside the CS141 without rebooting.
As soon as the time service accepted the new settings, the first-time synchronization follows.

Tutorial: How to set up a custom time server

In order to use a custom time server, a PC needs an NTP service.

Important:
Please note in case of using a Microsoft Windows operating system:

Since professional Edition, Windows operating systems offer an integrated NTP service. Unfortunately, this internal NTP service
provided by Microsoft Windows is not compatible for using with CS141.

Numerous freeware tools located on the Web, which can provide this service, too - therefore it is not necessary to use
Microsoft's internal NTP service. These individual providers differ in the points

- User guidance

- Installation

- Pricing for additional features
- Supported Operating Systems

A well-made little tool is NTP for Windows, we exemplify in this manual. Due to the fact this is a freeware tool, the download
source may differ after writing this manual.

Step 1: Download the tool from the Internet:
Possible download sources would be

The download area of the news service heise.de
https://lwww.heise.de/download/product/ntp-fuer-windows-49605/download
Meinberg, provider of this tool:
https://www.meinberg.de/german/sw/ntp.htm

Please note, download links may differ and even change after writing this manual.
After downloading, the tool can be easily installed.
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Step 2: Start the installation routine. The installer guides you through the complete installation:

Choose: Install Location
Plazee review the beense trme before notsling Metwark Time Frotoaal, Choose the Folder in which 1o instal Metwork Time Protocol,

Petwork Time Protocol (Verson 4. 2,8pE) [WYCode: 6, 1 Setup wil install Metwork Time Protacd in the falkewing folder, Ta installin @ d fferent falder,
click Browse and select another folder. Cick Next bo continue.,

This Bnary Instslaton Padwaps indudes software provided by

the NTF project (v, nin.ord), the OpenSSL project (v ooersslord),
Nullsoft: (weww.nss ong) and Meinberg Radio Clocks (s menbern.de]
leas= red this b=t c=refully ard comple tely (soroll down ko read al ferms).

Vou ne=d to egre= io the falowing berms in order to proceed with e installetion: Destination Fakler

] MTP, the Metwark Time Pratonal Reference Impliemen tation
Copyright {c) David L. Mils 1952-2005

If you accept the t=rms of the agreement, chck T Agres to continue. You must accept the Crace required: 4,8MEB
agreemant to install Metwark Time Protocal. space available: 178,368

Bulsaft Tnstell Sysbem w246 Mulleaft Tistal Spstem w246

[ <Back | [ hgies .[ Cancel

- ="
|,ﬂ‘?| Metwork Tirme Protocol Setup: Configuration Options =1l —
Files hawe: been indalled

Choase which features of Netwark Time Profoosl you want ta instal, [ Pleacs spedfy your canfiguration ssttings L 'I
Chadk the companents you want to instzll and uncheck the companante you don't want to Ganfiguraten Al Setirgs
nstal, idc Next to contnue. Location of corfiguration fil:

& L Descriotion i " . 2 N
Select rits bo install: +| Create an nitial canfiguraten fle with the following setings:

B SR el Components| Posiicn o , _ ,
TP Dizemon o G Viant to use predefined puslic MR servers (ses w poal.ntp.org)? Chosse
[] NTP Trals = chsr Hon= -

[#] 1P pacumentay
- [#] Create Stertmen

“You can spedfy up o 3 NTP servers (comma separated) you want bo use:

| Use fastintial sync mode (burst)
Space required: 4.8MB 7| Add local dods as = last resort referznce, Stratum: |12

Mull st netall Syst

Fidsaft Tnstall Spstem w2, 46

< Back Hext + | Gancel

Please note that the features selected and working this example may not match your network. If you are not sure if these
settings are correct or have trouble after installing, refer local system administrator team.

Sciting up NTP scrvice
Phease specify your service settngs

TP Service Settngs

) Create and use a spedal NTP acmount
) s exicting acoount
@) Us= SYSTEM account

|| Start NTP service sutomaticaly

¥ Disahie other Time Services eventuslly install=d {=.g. W32Time, ather NTP fiavours)
(] Start NTF service right after instaliation

7] Allows big initial tmeste {1000 secs)

] Enable Multimedia Tmer =t stertuo

7| Creck Frawsll Settings

Pldisabt Trstall System vz, 45

NTP Tool needs an account to provide time services i Normally you can use this option:
- Use SYSTEM Account

The tool asks to create a configuration file during installation. This is necessary for operation therefore you need to allow it - the
tool will create and configure this file for you.

Note:

After installation, you should restart NTP for Windows using the option Start as administrator. Otherwise, it could cause
problems during operation. If you are not authorized to use this option, please contact your local system administrator.
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Testing the NTP server tool

If the NTP server has started, you can check the functions with an NTP server testing tool. Download another freeware tool from
the following website:

http://www.ntp-time-server.com/ntp-server-tool.html

Please note that this tool only returns correct values if the following 2 conditions are completed:

1. The computer with the NTP time server is in the same network segment like the computer containing the NTP testing
tool.

2. 2.You use a second computer for testing

! NTPTool X

NTP Server |192.168.200.17 -] Repeat D

Sent 2 Elapsed 0 Delay D Clear
Received |2 Recv'd{Sec 0 Exit

Msg 0 192.168.200.17 Mode: 4[server] LI: 0 VN: 3 Stratum: 13 Poll: 8 Precision 0.000977 Refid=127.127.1.0 Delay=0.000 Disp:
Ref time=2017/04/19 09:05:15.543

0Org=2017;04119 09:05:48.802

Rec=201704/19 09:05:31.516

XKmt=2017704{19 09:05:31.540

Sys=2017/04/19 09:05:48.835

Offset=-17.290,Roundtrip delay=0.0560

Msg 1 192.168.200.17 Mode: 4[server] LI: 0 VN: 3 Stratum: 13 Poll: 8 Precision 0.000977 Refid=127.127.1.0 Delay=0.000 Disp-
Ref time=2017{04/19 09:05:15.543

Org=2017/04119 09:06:21.896

Rec=2017704719 09:06:04.617

Xmt=2017/04{19 09:06:04.617

Sys=2017}04/19 09:06:21.897

Offset=-17.280,Roundtrip delay=0.0010

The NTP server in this example is installed on a Windows machine dealing with the IP 192.168.200.17, subnet mask
255.255.255.0. Both the test PC and the CS141 must therefore be located within the corresponding IP address space.
Otherwise, the NTP server service will not work.

Set up time manually

Set System Time Manually

Date & Time 01/16/2018 04:28 PM = Enter Date and Time values manually

Sel System Time 3 Save values and set System time

In some case it may be required to enter time manually. with pressing Set System Time, the CS141 will accept the new values
and overwrite the current system time. The result can be seen instantly under Current System Time. To prevent automatic time
correction, delete NTP Server. Please ensure the UPS does not correct it, too.

Note:

The synchronization with a time server is performed automatically by the operating system inside of the CS141 device.
Therefore, you will not find it in event log files. "Device time synchronized" refers to a special function of the UPS and indicates
the internal clock of the UPS has been readjusted by the CS141.

Exception:

You have changed the settings and restarted the NTP service using the Synchronize with Timeserver function.in this case, the
according user interface subsystem recognizes a manually triggered execution and will insert a log entry.
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User Management
For this configuration step, you need the following menu:

= System = Opens the system tab “System”
© About
of General
sh Network

@ Date & Time
= Scheduler
& Users = User Management

The user management of the CS141 provides a multi-layer adaptation to the respective security requirements of a network.
Administrators can choose between 3 different basic strategies to decide as freely as possible whether and how the login should
be possible:

® Local Authentification Only
(C RADIUS, then Local Authentification
' RADIUS Only

Local Authentication only

In this operating mode, the CS141 uses only the users configured on the respective unit. Changes must be made manually by
an administrator or by the "Super User" on each single device.

RADIUS, then Local authentication

With this setup, a RADIUS server is asked first. If RADIUS is not available, the CS141 checks whether the requested user is
known in the internal (local) user pool.

RADIUS Only

When operating with FRADIUS Onlyomode, the CS141 will completely ignore the internal database - only users and passwords
that are stored at the associated RADIUS server are valid.

Note: Special Role "Super User" admin
User: admin Password: Up to FW2.22: cs141-snmp / From FW2.24: Password registration during initialization

This is the only preset user that cannot be changed or locked. In case of extensive network disruptions, the super user "admin*
allows, in addition to absolute access to all menus, additional tools for comprehensive network diagnostics. Ensure that the
password is appropriately secure!

If you are operating in exclusive RADIUS mode, you can explicitly unlock this user on-site by moving the slide switch to the
center position (configuration mode, IP is then 10.10.10.10 / 24) and restarting the CS141.

For more detailed explanations and further options, please refer to the chapter "When Nothing Else Works" in this manual.
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The internal (local) user management console

Lokale Nutzer

+ Name Role

& @  admin Super User
& o | engineer Engineer
& o | customer Customer
& @ | guest Guest

With the internal (local) user management, usernames, passwords and access levels are specified directly by administrators in
the respective CS141. Apart from the super user "admin”, you can define the usernames and user roles yourself.

Note: Name versus user role i what's the difference?

The CS141 distinguishes between the respective username/password and a pre-configured user role. The user role determines
which menus are displayed to the created username: for example, it is not relevant for a technician to have to make settings on
the mail server or IP address. To avoid misconfigurations, these menus are completely hidden and blocked for the technician
with the corresponding user role "Engineer".

Factory preset users*

The preset users are intended to enable a quick start. They can be adapted by you as required to the respective operating
scenario.

The super user "admin”

User: admin
Default Password: cs141-snmp (Up to FW2.22) / Password registration during initialization (From FW2.24)

This user is unique and cannot be deleted or deactivated. Users with this access level not only have administrative access, but
also receive valuable diagnostic tools for comprehensive network analyses. The super user admin is also the only user with
absolute password control.

The Engineer

User: engineer
Default Password: engineer

The technician has a user account that is limited to his area of responsibility. He has access to the functions that relate to
technical actions. He can customize the available devices, configure them and make the necessary adjustments.

The Customer

User: customer
Default Password: customer

The customer has access to the system monitors and can also view and download the collected log files. The management
functions with which the data can be deleted, among other things, are not accessible.

Guest access

User: guest
Default Password: guest

Guest access allows only viewing of the system monitors without triggering any further functions. The special feature of this user
is that the password prompt can be deactivated if required.

*) Note about the user fAadmino: With version 2.24, t heryidefaults drhak beendslivesed, tharegistoation was changed:
of a personal administrator password is mandatory. This can be changed or adjusted again at any time in configuration mode ("password forgotten")
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Locking user release levels

This menu allows you to deny access to certain
user groups (user roles) across the board. Lock the Engineer Role

Lock the Customer Role
Lock the Guest Role

Note: Cybersecurity Enhanced Default Settings

Using standard users and passwords are always pretty dangerous because they are well-known to be found within a user's
guide. For this reason, all user profiles are generally locked by factory setting, and must be exclusively released by an
administrator. Available options to administrators for securing their devices are described in detail in the CS141 Hardening
Guide section.

Special function: Allow user profile "Anonymous Guestso

To use guest access without a password, set a check mark at Anonymous authentication. This function can be used by a
higher-level monitoring software such as GENEREX's UNMS I, e.g., to display necessary data for monitoring without a
password request.

Optional usAdmirmil £t r a&ther A

+ Name Role

4 o | admin Super User
= @ | | Montgomery Scoit Administrator
(# | @ | engineer Engineer

4 o | customer Customer

The administrator can be set up exclusively by a super user. The "administrator" then offers a slightly graded version of the
super user - it has far-reaching system rights and can perform all the day-to-day tasks of an administrator.

In contrast to the Super User "admin", the Administrator can be managed by a RADIUS server.

Note:

A RADIUS user role "administrator" cannot be called "admin" like the super user - the CS141 will reject this login constellation
on principle to avoid confusion between users and user roles.

How to use guest /anonymous login

Normally, the CS141 only provides information via its web interface if a user successfully logs in - a deep link to view the UPS
monitor directly is treated accordingly:

Unauthorized

After activating Anonymous authentication, it is possible to view the monitoring screens directly i it is even possible to create a
small html page and set up an I-frame to show it inside larger websites or content management systems. This html code may
help you to create the html website:

<html><head></head>

<body>

<center>

<p>I-Frame zu der USV mit der IP xxx </p>

<br><hr><br>

<iframe src="http://<lhre IP>/www/devices/ups/page " height="600" width="850" hame="iFrame" title="IFrame of my
UPS"></iframe>

</center>

</body></htmI>

As a result, the UPS monitoring screen will appear inside your html document:
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= = 1| jiimews

I-Frame zu der USV mit der IP xxx.

Netys PR RT 1700-3300VA 230V

Input i Output
L1: 229V 50Hz L1: 230V 0A 50Hz

Ext. Information Batter = 50% 100% 150%
Device Temp.: 36.0 °C Pos\/r:nage 2710V L1 . L . 0%
Neg.Voltage: 0V
Time: 999 Min
Capacity: 100 %
On Battery: 0 Sec
Possible deep links:
http://10.10.10.10/wwwi/devices/ups /page Opens the UPS monitoring screen
http://10.10.10.10/wwwi/devices/sensor /page Opens the Sensor monitoring screen
http://10.10.10.10/www/devices/bacs /page Opens the BACS monitoring screen.

Keep in mind, this is a session-based I-Frame. For some reasons, a session may be expired, and you need to log in as guest
again. Possible reasons are:

- Web browser settings (e.g. inactivity, no clicks, etc.: Some browsers may quit a session in this case)
- Pre-defined imeout settings
- Session cookie is expired or deleted (e.g. internet security software deletes a session cookie after some time)

Note:

By using the web query directly, you will notice the URL inside your web browser will change. This is because you start a page
request, but the web server on the CS141 responds with a different page and will redirect you automatically: Since the page
behavior is dynamically, the response page may change accordingly. However, the HTML request is standardized with these
three deep links and will be served as long as the Anonymous login is active.

Create, delete and edit local users é

Add a user...

To open the configuration dialogue for creating users, click under "Local users" on +

Then simply create the user and specify the user role:

Add User

Name = Enter a user name in freeform

Role Administrator ¥ = Select the user role for this user
Password = Enter a password
Verify Password = Repeat the password
Show passwaord
< Save settings and close this dialogue

m Cancel = Cancel settings and withdraw

At "User Name", it is possible to freely type any user:

- James T, Kirk
- Joardy LadForge
- User_%@&}lannmaP

However, the CS141 will obey the exact spelling including upper/lower case and spaces.
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Edit a user é

[E4 ) Montgomery Scott Administrator

Click on the edit- symbol to open the according menu:

Edit User

Hame Kk = Change the user's name
Rol Ad i ¥ =% Change the user's role

= Change the current user password
= Repeat the new user password

New Password

Verify Password

= Save settings and close this dialogue
—ance = Cancel settings and withdraw

The user will be changed on the fly. If the user is logged in for the moment, the new settings are active on reboot or logout.

Delete a user é

£ o | Montgomery Scott Administrator

To delete a user, simply click on the recycle bin next to the user. If you delete the user, you are currently using, your username
will become invalid when you log out.

The RADIUS i Server

Firmware 2.02 or higher is required for this function. The necessary firmware update can be downloaded free of charge at
www.generex.de . This function is available directly after the firmware update.

What is RADIUS fi?

RADIUS is the abbreviation for Remote Authentication Dial-In User Service. In principle, the point is that with a growing number
of end devices such as printers, access points, switches, routers, etc. in conjunction with more and more staff that dynamically
access the configuration menus, someday the point is reached where the time required for setting up, deleting and re-encrypting
users becomes time intensive ... With a functioning RADIUS, one can centralize the necessary approvals and no longer have to
maintain users and their approvals locally on the respective end devices.

Roughly speaking, it works like this:

The end device is informed of "its" RADIUS server, where it can ask whether a user exists and which authorization a requested
user holds within the network. The RADIUS server accepts the request, compares its user database and responds accordingly.
As a result, an end device does not have to maintain its own user database, which of course also has to be maintained
exclusively in case of staff or passwords change.

A little more practical:
Imagine the following work order:

15 access points from different manufacturers, on which 3 users must be decrypted, 2 users receive other approvals and 1 user
is added. For the administrator, this means that he has to handle 15*6 users, i.e., he has to change a total of 90 user data, has
to log in exclusively to each end device, and thus, in the worst case, needs 15 passwords and has to choose between "admin",

"administrator”, "root", etc... An immense effort that arises for just 6 users.

With a RADIUS server, there are ultimately only 6 users, which are also stored centrally. In this case, the end devices do not
have to be touched at all, as they ask the RADIUS server who is allowed to log in.

From a certain network size / number of end devices and staff strength onward, it makes sense to consider using RADIUS
servers.
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Configuring a CS141 to use a RADIUS server

Necessary prerequisites:

1. A RADIUS-Server that is running
2. Access data and, if applicable, certificates

3. Network connection for the CS141 and local administrative access ( Super

Step 11 Configure a Radius-Server

v.2026-07-03 FW2.16-2.30

User or

For this configuration tutorial, we use the FreeRADIUS for Windows, as it is relatively easy to set up and is quickly ready for
operation even for inexperienced users. For more in-depth configurations and the RADIUS server you use, please contact the
corresponding technical support for your product. The FreeRADIUS for Windows is available via download from the Internet

(e.g., visit Sourceforge for a downloadlink).

Setting up a RADIUS user__at the server :

In this configuration, we assume that the IP address is well-known, and the RADIUS server is installed in the following directory:

C:\FreeRADIUS.net
In this directory, you will findthe *exe-f i | e t o

Please ensure both, toinstallandt o r un
server program.

start the

RADI US server €

t hi sadpmi ag rsatimeavdsenyu niay run into problems when running the

The necessary configuration files can all be found in the following directory:

C:\FreeRADIUS.net\etc\raddb
Here, the file "users.conf" is particularly interesting.

For best use, | recommend a good code editor like Notepad
2+, Sublime or something like that, they work very well:

Two users have been entered in this example. The following
specifications currently apply to the CS141:

RFC3580

## Also the "eap.conf" MUST be modified to include the follow line:

## "use_tunneled reply = yes"

## the default is "use_tunneled_reply = no"

#% this allow the "Tunnel*" AV's to be passed outside the eap tunnel

## otherwise the switch will NOT see the VLAN to place the port into

#### Comments added by Jeff Reilly ####

testuser User-Password == "testpw"

HansWurst User-Password == "Bitte MitSenfa$l”
Service-Type = Administrative-User,

L. ) Hansi User-Password == "Hansil234&5"
Administrative-User Service-Type = Login-Tser,
I
This is the local CS141 userroleAAd mi ni s.t r at or FreeRADIUS.net-Client  User-Password == "demo”
. rfc3550 User-Password == "demo"
Login-User Tunnel-Type = "VLAN",
Tunnel-Medium-Type = "IEEE-802",
. . . Tunnel-Private-Group-Id = "1",
This is the | ockhkrgne€r$il4l user Reply-Message = "Hells, ta"
Customer, Guest, etc. are currently not supported, they will be added with the next firmware updates.
Note:
Feel free to add as many uses as you want i it is your RADIUS server.
Furthermore, this may be nice to know:
testuser User-Password == "testpw"
The machine account for the CS141: ] . -
HansWurst User-Password == “Bltte_HltSenf&Sl"
.. . Service-Type = Administrative-User
This is the account that the CS141 needs when it wants to P !
log on to the RADIUS server. Without this account, the
CS141 will not be able to ask the RADIUS server for custom Hansi User-Password == "Hansil234&5"
users - the RADIUS server will drop the query without a Service-Type = Login-User,
reason.
User-Fassword == "demo™

However, this account is also specified in the file
"users.conf". In this example, the u s e natns and password
with which the CS141 logs on to the RADIUS server is called:

FreeRADIUS.net-Client
demo

- User:
- Password:

FreeRADIUS.nec—-Client
—_—

rfc3580 User-Password == "demo"
Tunnel-Type = "VLAN",
Tunnel-Medium-Type = "IEEE-3027,
Tunnel-Private—-Group-Id = "1",
Reply-Message = "Hello, %u"
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The Pre-Shared Key (Shared Secret at the C141)

In addition, the CS141 will ask for a "pre-shared key", which
can be found in the file "clients.conf":

In this case the pre-shared key is
"testing456"

And is valid for the network 192.168.150.0/24 - You may
have to adapt this setting to fit to your network. Why you
need this configuration: Only if the CS141 first transmits this
key before the request, the RADIUS server will feel
compelled to process this request. In all other cases, the
RADIUS server will simply drop this request.

From now on, you have all the information needed for the
configuration of the CS141.

v.2026-07-03 FW2.16-2.30

¥ou can now specify one secret f
When a client reguest comes in,
i.e. The entry from the smallest

client 192.168.0.0/2
secret
shortname

= private-network-1

L O R T T T TS

client 192.168.0.0/16 {
secret

(']
i

H
I
4
o
I
o

I
ERS
m
o
g
o
H
L

I
’

shortname
client 172.16.0.0/16 {
secret =
shortnams = private-network-2

client 10.0.0
secret =
shortnams = private-network-3

client 192.168.222.0/24 {

secret
shortname

= testing456
= pricate-network-4

or a network of clients.
the BEST match is chosen.
possible network.

Note:

After each configuration work, do not forget to restart the RADIUS server, otherwise the new configurations will not be available.

The "Debug-Mode":

Before configuring the CS141, ensure that the RADIUS server is correctly configured and started, it can easily be done via the
context menu of the RADIUS icon on the taskbar. Start, Stop, Debug mode, etc. are clearly and directly accessible.

The debug mode comes with a special feature:

On start, a CMD window opens in which the RADIUS server shows what it is currently doing and - very interesting - why a

request was rejected:

B CAWINDOWS\system32\cmd.exe

username
se_sensit

lodule:
detail:

: detailfile
: detailperm

fodule:
istenir
istening

reset 163@1el6ee [2821-

At the end of the start routine, it says "Ready to process requests™:

e

- If the window closes again immediately, then something is wrong in the RADIUS server, probably something is wrong in the

entries you made yourself.

- In any other case, in this window whether and how the test setup serves RADIUS requests.

- To stop the RADIUS server, simply close the debug window and the RADIUS server is "OFF" until the next start, which is very

practical for quick test runs.
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Typical Test Setup for a RADIUS Server

Before we set up the CS141, we should consider how the RADIUS server is to be addressed in the first place:
With the settings made, you can already run a RADIUS server on any PC for test purposes.

If you look at the screenshot above in the section "Preshared Key" again, you will find the following entry (If this is not included,
please add it, make sure that the private network has a sequential number

client 10.0.0.0/8{
secret  =testingl23
shortname = privatsetwork 3

1

So, in this case, the IP address range 10.10.10.0 - 10.10.10.254 is included in the RADIUS - pool, and the RADIUS server will
answer in any case if the computer and the CS141 have a matching IP address.
In this tutorial, you will assign the IP address 10.10.10.12 / 255.255.255.0 to the network adapter of your computer. 1.

1. assoon as you connect a CS141, it is directly accessible in configuration mode (slide switch in the middle) and during
the initial setup via the start IP 10.10.10.10.

2. As soon as you set up the RADIUS function on the CS141, the CS141 will send the request to the IP 10.10.10.12 and
the RADIUS server will respond accordingly.

A
= RADIUS listens on
\ IP:10.10.10.12

P
10.10.10.12

10.10.10.4

XD

Slider: left

Before proceeding to step 2, make sure that

- - the slide switch is in the left position

- - the IP address is set to 10.10.10.4.

- - Your PC to the IP address 10.10.10.12.

- - The RADIUS server is running in debug mode to see what is happening.

Step 2: Setting up the RADIUS Client

When the RADIUS server is running, it will be possible to configure and test the CS141 T —

At RADIUS Servers, click the edit - symbol to open the configuration dialogue. The CS141 Pricrity e

supports up to two RADIUS servers, which are queried one after the other.
(4 Primary 127.0.01

IP address, Port and Shared Secret @  Secondary 127.0.0.1

IP address 127.0.01
IP address of the RADIUS-Server

The Port the RADIUS-Server is listening
The pre-shared key of the RADIS server.

Port 1812

O O O

Shared Secret

[J Show Shared Secret

- IP address: Enter the valid IP address of the RADIUS server.

- Port: Enter the port on which your RADIUS server is currently listening.

- Shared Key: This key is used to authenticate the response of the RADIUS server - without this key, the server
drops a request on principle.

Select your encryption method

Encryption has become a technical standard within modern i

networks. The CS141 therefore supports numerous encryption Use TLS Connection
methods and can thus be adapted to the most diverse EAP Types/Methods TTLS w
requirements within the network infrastructure. Please note that
you may need additional certificates and do more configuration Authentication Method PAP e
work that this example configuration describes.
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If you plan other encryption methods, please refer to the local responsible system administrator.

Setting up Timeouts and Retries

The timeout is set in seconds and defines how long the CS141 waits
until it considers the request is lost. The default value is 30 seconds.

With the Retries, it is possible to set how often the request should be

Timeout[s] 30

Authentication Retries 1

repeated before the CS141 finally gives up and asks the second RADIUS server.

Please note that timeout and retries are working together may lead to users waiting a very long time for a response in case of

RADIUS is not accessible.
The Radius Client User / the machine account

In order to be able to communicate with the RADIUS server, the
CS141 requires its own valid account, via which the CS141 can
connect to the RADIUS server to ask for valid user IDs.

For valid login data, please refer to the responsible system
administrator.

Test, Save and Cancel

Entries can only be saved after all data has been entered correctly
and the connection test to the RADIUS server has been
successful.

Step 3: Handing over the login control

Test the RADIUS Server Configuration.

Please note: You can save the changes only if the test was successful.

User

Password
[ Show Password

1. Switch from Local Authentification Only to RADIUS, then Local Authentification:

O Local Authentification Only
@® RADIUS, then Local Authentification
) RADIUS Only

2. And press dapplyo.

Fromnowon, you will be able to test

your RADIUS configuration.

active and availale. If something is wrong, just disable the RADIUS server for this CS141.

RADIUS with Microsoft NPS and Cisco ISE

Admittedly, this guide goes into a lot of detail about FreeRADIUS, which won't help you much with Microsoft NPS or Cisco ISE,

The difference between Microsoft NPS / Cisco ISE and Freeradius is as follows:

In FreeRADIUS, the user role is stored as a STRING, whereas both the Microsoft NPS and the Cisco ISE work with the

INTEGER:
C5141 Rolle Service-Type (Numerisch) Service-Type (Name)
Administrator g Administrative (Administrative-User)
Engineer 1 Login (Login-User)
Guest 7 7
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RADIUS 802.1X

The basic principle

Normally, there is a network-compatible device on one side that wants to log on to a network. It does not matter whether this is
done via WLAN or "cable". As soon as the connection is established, the device either asks for an IP address from the network
or logs on directly with a manually assigned (static) IP address.

However, with an active Port Access Entitiy, or PAE for short, this is not so "straightforward", as the access requirements are
changed:

A special port to the network is opened exclusively for a network-compatible device (the "Sublicant") if the device can prove its

right to exist in the network. The router does not decide this itself but forwards the sublicant's request to a responsible authority.
In its function as an "authenticator", the router first clarifies whether the requesting device is allowed to access the network at all:

A supplicant needs permission from the responsible server to enter the network at all, and only if the according server agrees will
a port be opened for the client, through which it can then use the network for further communication.

RADIUS

Lapiops

Cs141

Router

Access Points
Machine accounts
[-]

Requested:
Metwark access

Forwarded Request:
Do you know this supplicant?

Database

RADIUS

Laptops

Cs141

Router

Access Points
IMachine Accounts
[.]

Access granted: Answer from RADIUS
Fort Cpen. Yas, this supplicant is Ok

Database

In this way, one ensures in the first instance from a central location - in this case a RADIUS server - that only devices that are
also authorized by the administrator have access to a LAN.

Confiuration of the 802.1X Support
For this configuration step, please update to firmware version 2.06 or higher.

You need the following menu item:

System COpens the Tab fASystemod
© About
of General

i Network

& Security C Configure 802.1X Support

Additional documentation:

- Chapter Alhe RADIUS server i within this document: -> CLICK HERE <-
In this chapter we explain how to set up a basic RADIUS test server and use it to test the functions of the CS141.

- Technical documentation of Switches / Routers used for 802.1x

In addition to a RADIUS server, the operation of EAP requires the use of specially configured hardware. The
configuration instructions can be found in the documentation of the respective device.
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Setting up CS141 for 802.1x

@& System > Security

802.1X
Use 802.1X Enable / Disable 802.1X
Identity ty User and Password as configured within the
Password Asswore RADIUS Server
Show / Hide Password

Ox O

]
w
=
=)
=
el
o
@
2
5
=
Ox

Use TLS Connection

(@]

AP Typesathod TS . Enable / Disable enchryption
pes/Methods

Authentication Method PAP M

(@]

Choose the encryption method

m cancel

The CS141 uses a machine account to log on to the network as a sublicant. Depending on the network, an encryption method
can also be selected to increase communication between all participants.

Note:

Which encryption method you need to use, depends largely on your network - this information can be obtained from the
administrator responsible for your network

The release level as a guest is already completely sufficient:

Trinity r-Password == "cs161-snmp”
Service-Type = Login-User,

Armageddon User-Password == "cs161l-snmp™
Service-Type = Administrative-User,

#Rainer_7Zufall User-Password == "Trifft_immer™
# Service-Type = Administrative-User,

C5141-Client User-P

rfc358e User-Password == "demo”
Tunnel-Type = "VLAN",
Tunnel-Medium-Type = "IEEE-882",
Tunnel-Private-Group-Id = "1™,
Reply-Message = "Hello,

TLSi certificate-based access without user and password

In fully automated networks, it is also common for the infrastructure systems to authenticate themselves without additional user
and password having to be entered. The advantage of TLS-based access lies not only in scalability but also in central
administration and the reduction of local configuration errors, as the certificate can be exchanged using drag'n‘drop. This makes
it possible, for example, to globally block the guest or engineer user and to use 802.1X PAE.

& System > Security

802.1X

Use 802.1X
Use TLS Connection

EAP Types/Methods TS v

Please upload the supplicant pem File

Since 802.1X PAE represents access control to a n-émustdek, unf ortune
created by the responsible administrator. The TLS file must be created in PEM format and consists of 3 elements. It is important
that the exact order must be followed, otherwise the certificate will not work as expected:
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I f a supplicant.pem file is availabl e, use drag and ddop The pl ace

CS141 will automatically import the memory and restart needed services.

Test PAE functionality

Connect the CS141 with a 802.1X PAE i secured router or switch port. The according RADIUS server should log and allow a
login attempt, and the CS141 should be available via LAN.

For a valid certificate, please refer to your local system administrator or IT department.

Note: Follow the official RADIUS configuration manuals

The CS141 manual provides a small manual to set up a RADIUS for testing purposes i the setup described in this manual can
also be used to test PAE. Not included is configuring a RADIUS server for Linux or Windows to use TLS-based access, as this
is beyond the scope of this guide. If you need a complete test server, please refer to your local IT department.

Il s there a relationship between PAE and RADIUS configuration

There is no relationship between these two setting: 802.1X PAE is an independent function with which you can generally define
the devicebs access to a network. You therefore do not have
is sufficient that the CS141 is generally authorized to use a port for 802.1X: By doing so, it is possibe configuring the device to

meet the requirenments

Use General access limitation via RADIUS 802.1X port acces.

Running the CS141 with only locally configured user restrictions.

Running with RADIUS users only

Running generally RADIUS users only but using local users in case of no RADIUS is available

apow

Detailed configuration instructions for the RADIUS server can be found in the chapter "RADIUS server" in this manual.
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Advanced system overview
For this configuration step, navigate to the following menu:

= System = Opens the folder System:

© About 2 System overview

©f General
&h Network
@ Date & Time

v.2026-07-03 FW2.16-2.30

After completing all basic settings, the advanced system overview will list available information about your CS14.

The system overview is divided into several sections:

System overview

Name C31415C
Version CS141-SHNMP V1.65.12 180319
License Pro Edition

Manufacturer Generex

UP § Model Mo UPS model defined

Location
Time 2000-01-01 01:44:44 (UTC) Coordinated Universal Time
Uptime 0 days, 0 hours, 6 minutes, 55 seconds

LN L T T T I

CS 141 Webmanager version

Current firmware
Used license key
OEM-manufacturer

Configured UPS
Location of the device

Current system time and used time zone

Uptime since last reboot

If there are questions or some issues during installation, our technical support will help as fast as possible. Please note, our

support needs at least following information:
- Firmware
- UPS model and type
- Uptime since last reboot

Network settings

The network settings show the current configuration:

Network
MAC Address 00-30-d6-14-21-3c | € MAC-Address of yourCS141
IP Address  192.168.200.113 ¢ Configured IP Address
Subnet Mask 255.255.255.0 C Configured Subnet Mask
Gateway 192.168.200.1 @ Configured Gateway
DNS Server  192.165.200.3 C Configured DNS-Server

MAC address: The Media Access Control is a worldwide unique address to identify a network device. This
address is given by the manufacturer and cannot be changed.

IP-Address: Shows current IP address assigned to this device. In configuration mode, the default IP
10.10.10.10 is set, even if the IP address configured by administrators differs.

Gateway: Defines the network device that is allowed to accept and serve requests to the Internet. By
default, the configuration mode uses IP 10.10.10.1

DNS The DNS server provides the translation of names and IP addresses into reachable destinations
within networks. In configuration mode, it is the IP 10.10.10.1
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Connectivity

Connectivity

(@]

Devices UPS Devices according to COM 1

(@]

Services Webserver, UNMS Server, SNIMP Agent, Modbus Slave, Pipe Through Services this CS141 device provides

Connectivity allows a general overview of the options the CS141 currently provides.

The Devices field simply shows that a UPS is hardware-compatible with the CS141, but it does not specify which model is
supported. In contrast, Services describes the software services that are installed and running on the CS141 to allow it to
communicate with external hardware and software.

Switch to operating mode

After completing basic configurations, move the slider to the desired position or set the DIP switches accordingly to enable
regular operating mode. After reboot, the device will run in desired mode. if necessary, the device can fall back to configuration
mode by setting DIP Switches or sliding switch into configuration mode. Note that the current switch position will generally take
effect after rebooting CS141.

The table below shows the regular operation modes available to the CS141 family.

Sliding switch to center position / DIP switch 1+2 OFF:

1 ON
After booting, the CS141 will run in configuration mode. Hard-coded default IP ﬂ H
address 10.10.10.10 is active. 12

Sliding switch to right position  / DIP 1 OFF + DIP 2 ON:

U

After booting DHCP is active and IP address will be assigned automatically. To
identify assigned IP address check MAC address of CS 141.

Sliding switch to left position / DIP 1 to ON + DIP 2 OFF

U

After booting, manually configured network settings will take effect.

How to determine the slider position in case of a remote connection

For this option, you need firmware 2.20 or above

At the left navigation menu, click: System > Network:

Network switch ]

The network settings are determined by the user's configuration.

The position of the sliding switch is visualized by a small graphic and a small comment to illustrate the current operating state of
the according CS141.

In general, there are three different options to restart the device:

Option 11 the cold boot

Briefly disconnect power by pulling the power plug or removing the card from the slot. The device will then boot to the
appropriate operating state with the new hardware setting.
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Option 2 - Reboot by software

For this step, please switch to the following menu:

= System = System tab: System

€ About
& General
i Network

@ Date & Time
= Scheduler

& Users
f Tools = Toolbox: Perform a software reboot

The toolbox is restricted for administration usage only.

After login as hard-coded user admin using default password
cs141-snmp, you will be allowed to use the toolbox with extended
support features. Please note: The default password is only
active in case of no other password was set.

Afterwards it is possible to us the CS141 reboot option.

v.2026-07-03 FW2.16-2.30

Reboot

Cs141

Reboot

In both cases the UPS will not be restarted, but it only affects the CS141 - your power supply is ensured.

Option 3 (CS141HW161 only)

With 2022 onwards, the Slot Cards of the CS141HW161 introduced a Reset button:

CS141HW161 SC

- CS141HW161 SCM

- CS141HW161 BSC

- CS141HW161 MINI / R2

To restart these Webmanager modules just push the reset button i this will not delete your current saved configuration, it will

reboot the WEBMANAGER directly:

- Put the sliding switch into the position of the intended operation mode

- Press the Reset Button

The CS141HW161 will reboot and take over your desired hardware setting.
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System notifications

Setting up email services
For this configuration step, navigate to the following menu:

= Senvices 2 System tab: Services
o8 Setup

= Email <  Mail-settings
= Email-Traps
£ SNMP Agent

The CS141 provides a variety of options to interact with the environment, external devices, and the network itself.
For this, the necessary services must be configured.

One basic feature is the automatic notification via email and email traps. Due to the fact the CS141 does not provide a complete
mail server, a valid email account must be configured.

& Services = Email

Fassword

[PT— = Defines the mail server to be used
SMTP Part 24 = Defines the port for mail services
Connection Security if available . = Mail encryption
Sender Email Address = Mail address of the sender
Use EMail Authentication & = User authentication if required
Username = User
= Password
-

Verity Password

Re-enter password for verification

Mail server

Enter the mail server to be used.
To ensure maximum flexibility, the CS141 allows the use of either an appropriate IP address or the URL of an external mail
provider. Administrators can choose between using an external provider or their own mail servers.

Note:

The fact, your CS141 has a connection to the Internet to access external accounts of large mail providers does not mean an
external provider will allow a usage for free. Sometimes they start to block service mails without stating reasons or failure
message. It just stops working. In this case, it may be necessary to switch to another provider.

SMTP Port
Defines the port used by a mail client to communicate with the mail server. Basically, the ports are standardized. In some cases,

administrators need to choose own ports configurations to ensure communication. The necessary access data must be obtained
from the local administrator.

Connection Security

Select the encryption type used by the CS141 for sending the emails:

None no encryption required
If available STARTTLS
Force encryption SSL/TLS

Sender Email Address

Enter the mail address to be shown as the sender

Email authentication i_user and password

Depending on its configuration, email servers either use the e-mail address as their username or their own user ID and
password to receive e-mails.

For the valid access data, please contact the local network supervisor.
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Advanced Error Log Options

The CS141 offers the option of automatically sending an email when the most important events occur. The "most important
events" are dynamic and depend on the selected UPS, rectifier or transfer switch model and the optional devices connected to
the CS141 / BACS (BACS, SENSORMANAGER, etc.).

The "most important events" are fixed, cannot be deleted or added and correspond to those of the "Email Trap / RCCMD Trap"
default configuration:

A Gerdte > USV > Ereignisse
> O+ | - Ereignis Jobs Log E- ¥ EMail Trap RCCMD | RCCMD RCCMD Kommande | UPS AUX X RCCMD Trap woL SMs BACS
Mail Shutdown  Nachricht Shutdown senden  senden
enthalt... enthalt...
> [ 1 Stromausiall 1 0 1 0 0 0 0 0 1 0 0 0

Note: Configuring system events

For detailed instructions on configuring events, please refer to the chapter UPS event handling located in this manual

With this manual, determine the event conditions that will trigger an E-Mail:

Advanced

Format

Database Interface Format

Log Abvays

w

=< Select the E-Mail format
= Select E-Mail Logging behavior

Automatically send an EMail

Format

Far the most important events On scheduled Jobs

= Select the Trigger of E-Mails
= Enter the E-Mail receivers

Receivers

Customer-specific email format i a solution for recording for customized database systems
Log
This configuration provides log record conditions for automated e-mails:

Choose between:

Errors only Emails indicating malfunctions are recorded in the event log.
Always Each email is recorded as fisentdo in the event | og
Never The emails are sent but not recorded in the event log.

Automatically send an Email

Define whether this function should send an email exclusively for the fixed system events or also for planned tasks (scheduler
action) such as the weekly configured battery test.

Receivers

Enter one or more recipients (Mailaddress1@YourMailService.de,Mailaddress2@YourMailService.de,...). As soon as the
respective event occurs, a corresponding email is triggered to these email recipients.

Apply / Cancel

Click Apply to confirm settings to and restart the email sending service. With Cancel, withdraw all settings.
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Test mail settings

This function will be available after successfully saving mail configuration. It allows to send a test mail to any valid mail address
to test the connectivity:

Tost EMall Settings 4 = (Open/Close Test Email Seftings
To =2 Receiver der Mail
Subject =2 Subject
Message =2 Text body of the mail.

With the test fuction, the CS141 will send an Email to a mail receiver of your choice. By doing so, it is possible to test both:
Sender and Receiver of a Mail Job.

Mail error message

Connection refused

Server Error (420): connect Connection refused (code: 25)

This error indicates CS141 cannot establish a connection to the mail server it
(o | is configured to.

The reasons for this behavior can vary, some reasons may be:
- wrong encryption type

- wrong or closed ports

- DNS / Gateway settings are wrong

... or the fact, a mail provider does not allow this kind of mail traffic.

Problems with the mail server?

If you use your own mail server, you can usually take a look at the incoming mail log. In general, the reason for rejecting an e-
mail is also mentioned there. For online providers, however, the situation looks different:

You usually have no influence on the server and also no insight into the mail log.
As a result, you do everything right, but it still does not work, and you cannot figure out why....
There are a couple of reasons, here are some examples:

1. The provider prohibits such service mails. The server simply rejects them automatically.

2. The mailing account must be confirmed manually. The email from unknown resources will be rejected until the user of
the account validates the according sending device.

3. The frequency of mail is interpreted as spam. Mail providers react very fast and deny mails from this device even if
they allow it in general.

4. Credentials are confirmed and working as expected, but the mail server's virus guard considers the mail used as a
virus carrier. Depending on the server settings, the behavior may differ.

Note:

In the case of an Office 365 account, one of these cases may apply. When configuring, ensure to use the correct port and
encryption method!

SMTP: Server: SMTP.office365.com / Port: 587 / Encryption: STARTTLS

IMAP: Server: Outlook.office365.com / Port: 993 / Encryption: SSL / TLS

POP: Server: Outlook.office365.com / Port: 995 / Encryption: SSL / TLS
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Tutorial: Setting up the mail notifications for a UPS event

After you have set up the e-mail client, you must tell the CS141 when it should send you an e-mail. To do this, open the events
menu under Devices>UPS:

& UPS Monitor A Devices » UPS > Events
= Devices > D -+ Event Jobs
S ; ;
% Setup contains... contains...
= UPS
al Pawerfail 3 1
£ Setup + . o
A Evenis > O @  Power restored 3 1
# Functions > O mw || System shutdown 1 1
» Services > O+ i} UPSMAN started 1 1
> System > (O + || @  UPS connection lost 3 1
> Logfie )
> |O 4+ || @ | UPS connection restored 3 1
& Logout admin
> M . & |IPS Batterv Old 1 1

All possible system events for the selected UPS model are listed witin in the system events overview - from here, it is possible to
define what should happen if a certain event occurs. If you want to receive an e-mail for the event "Power failure", click on + to
add the corresponding job. At the drop-down menu, select the job "E-mail" to get the according job dialogue.

Job [Email ~]
Parameter
Receiver d
Subject
Text Message
P

Insert System Input voltage L1 in V v insert
Variables

O Eventlog

O] Datalog

Receiver

Under Receiver, define, who should receive a mail. You can also enter multiple addresses separated by commas:

Scotty@enginroom.intra, McCoy@sickbay.intra, kirk@...

Subject

Enter a subject that will later appear in your email program as the subject line.

Text

This is a free form text field. Feel free to type anything that may be important for this mail, e.g. a code block for filtering

functions, references to further documentation, important telephone numbers, location information, security guidelines (e.g. gas,
acid, etc.), access controls, etc.
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Insert System Variables

System variables are so-called "wildcards" that are replaced in the mail by the currently available values. With this option, it is
possible to place the most relevant and latest measurement data in one mail that may help technical staff with evaluation of the
incident.

Eventlog / Datalog

If desired, the CS141 can also attach the internal event log that was available until the e-mail was sent. The data log shows the
discharge/charge data of the UPS,

Note:

Using the timing function, it is possible to assign different mails to an event with an accurate time delay for an accurate mail
documentation of the incident.

Email-Traps

Mail trap messages are automatically generated by industrial systems for information and status reports. Retrieved and
evaluated by a corresponding recipient they are very useful inside semi- or fully-automated infrastructures. The difference to a
normal email is that there is no option to enter custom text or define a different recipient.

A valid mail account must be deposited to send mail traps.

For details, please refer to the Chapter Configuring UPS

In some cases, administrators need to use different mail accounts i if they choose to one Email account, CS141 offers to copy
registration data directly from standard mail configuration:

copy from Email

"Copy from Email" duplicates your mail account data for Mail trap services. The only manual task is confirming passwords. In
case of an alternative mail account is in use, specify the according access data.

Tutorial: Email -Traps
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Trap messages are a very popular way to automatically get information from a network.

Email Trap information are typically only useful for the UNMS Il system.

The email content includes:

MAC address
UPS model
UPS location
IP address
IPv6 address
Actual event

=A =4 =8 =449

as well as a .json and a .xml file in the attachment.

The concept provides that a device sends its status in the form of a standardized data packet as soon as its status changes.
Among other things, the transmitted data strongly depends on the device and its function.

The key feature of a trap message:

The type of trap-messaging is unidirectional - the packet is sent and there is no acknowledgment of receipt. If the device can
send the packet, the task is completed. Since the messages are sent only in case of status changes, the destinated monitoring
tool normally assumes that the last received status received is valid. Especially in weaker networks or in networks, where many
messages of this kind are sent. This is an advantage as soon as either a large number of devices have to be monitored or the
network is poorly developed:

Both the required computing power and the amount of status data inside a network can be minimized:

by -
|9 ™~

cs14t

The CS141 is capable of sending trap messages to monitoring software like UNMS |l in order to indicate a status change of a
UPS. If a network grows and for technical reasons, some segments cannot provide a permanent network connection until
expensive major network installation works will be done é

Standort ohne permanente Anbindung Uberwachungszentrale

i Router

Does the argument of better connectivity justify the costs of a network implementation or is there a better solution?
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With Email-Traps, the CS141 offers an interesting way to meet this situation:

Standort ohne permanente Anbindung Uberwachungszentrale

Nachrichien via Email

Router Router

A CS141 uses the e-mail function to send an according message if the system status changes - a timestamp ensures that an
outdated data package will be noticed but not used for the current system status monitoring. The mail server holds the e-mail
until a connection is possible - and forwards this mail to a custom e-mail address a UNMS Il can access.

The UNMS Il is the recipient. It will look for incoming mails and handle them like trap messages.

Note:

The advantage is the fact that local connection options can be used to ensure basic communication between a device and a
monitoring system. The focus is set on ensuring communication - the communication speed depends on the local infrastructure
that is available:

The UNMS Il displays incoming information directly on arrival but cannot determine when a valid e-mail arrives from a remote
system.

How many mail addresses are possible with Mailtraps?

There are 2 different ways of looking at-
1. The mail distributor / vendor

The UNMS connects to a mailbox, downloads the mail intended for it, and deletes them from the server. A UNMS
key provides two installations within a network:

Once is a blind or dummy system for the configuration work, and a "production s y s t. &hisfoption provides
testing the configurations extensively before using on the production system via backup/restore functions. Now, if
both UNMS packages access the same e-mail mailbox, the general uptime and the time of incoming e-mails will
decide which of the two UNMS installations will fetch the e-mail and delete it from the e-mail server.

As a result, e-mails seem to "disappear” from the view of the productive system. The remedy here is a
distribution list:

The mail server receives the mail at unms@beispieladresse.net and then distributes it to two different mail
addresses:

UNMS 1 "Dummy" fetches its mails exclusively from unmsl@beispieladresse.net

UNMS 2 "Production” fetches its mails exclusively from unms2@beispieladresse.net
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This scenario is interesting if service contracts exist, and there is the need to receive UPS data in parallel to

serving maintenance contracts:

Advanced

Subject

EMail to mail1@intra test mail2@enterpi
Heartbeat Period 6 Hours v
5 Minutes v

Period in Case of Alarm

m Cancel = Test EMail-Traps

To use this function, just configure at E-Mail to: maill@receiverl.com,mail2@receiver2.com,....

In this way, the service provider and the customer can refer to the same data situation and plan corresponding

maintenance windows together.

Which of the two possibilities should be used in this case depends on the operating scenario of the UNMS / CS141

combinations.

Modbus

Field buses are bus systems that connect field devices like sensors or actuators to communicate with a parent automation

device.

If several communication participants send their information through the same line, it is necessary to determine who (identifier)
will send what (measure, command) at a specified time (initiative). To ensure this communication, standardized protocols will be

used.

The Modbus protocol was launched in 1979 by Gould-Modicon for communicating with their own programmable logic controllers

and has become an unofficial standard in the industry due to the fact it is an open protocol.

Since 1999, fieldbuses have been standardized worldwide in the IEC 61158 standard (Digital data communication for
measurement and control - Fieldbus for use in industrial control systems). The second generation of fieldbus technology is

based on real-time Ethernet.

Modbus providing devices

Modbus is a protocol for serial communication. The data is transmitted using 16-bit registers (integer) or data byte status

information.

Using Modbus has many advantages:

- The basic structure of Modbus has never really changed to ensure best compatibility over the years. The number of

unified devices provides a stable platform for integration, maintenance and configuration.

- This open protocol has been established as an unofficial standard in many industrial machines worldwide. As long as

a device supports Modbus, it can usually be integrated into an existing Modbus network.

Modbus can be used as single-master protocol

The master controls the entire transmission and monitors accidental occurring timeouts. The connected slave devices may only
send telegrams if requested by the master. For remote control and monitoring of equipment, the Modbus interface in each

CSl4lcanread measuringds,

event s, dasatwihin the masterlave prodgotol. o n

and

Note:

If certain measured values appear to be missing, this is not necessarily an error. Especially when it comes to special functions, it
may be that the UPS reports them to the CS141 via SNMP, but no Modbus address has been assigned to them by the

manufacturer.In such cases, the CS141 wil/l respond

n the web in

the configuration, send messages, RCCMD commands, etc. However, this status cannot be queried via Modbus
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Difference between CS141 Modbus and CS141 Professional

Each device of the CS41 family is capable of handling Modbus
over IP. The Modbus devices have an RS485 interface instead
of the standard mini-DIN connector for sensors, specially
designed for Modbus infrastructures.

Modbus Pin assignment

As a default, a Modbus plug is installed on delivery. The plug
can be removed and later simply assembled to ensure a fast
and intuitive wiring procedure.

Please note the plug alignment:

Before wiring, ensure the terminal strips are above of the cable slots - not below them.

By doing so, the following PIN assignment can be used:

Terminal strip PIN Description
1 GND
- 2 RS485 A+
3
3 RS485 B -

To insert an appropriate cable, pull back the spring mechanism - the clamp will automatically lock the cable at the desired
position.

The Modbus Terminator-PIN

Another difference with the CS141 Professional: The CS141
Modbus adapter can drive a real RS485 Modbus protocol - not
only Modbus over IP. In the case of operating within a real
Modbus environment, you can easily integrate the CS141 Modbus
adapter.

Since Modbus expects termination resistors on both the first and
last devices in the bus network, the CS141 Modbus offers an
optional 120-ohm resistor that can be enabled by setting a PIN.

As a default, this PIN is set to OFF - the CS141 is configured not
to be the last device within the Modbus network. If required, this
pin can be set manually.

Note:

In general, the CS141 MODBUS will query the UPS via SNMP and provide appropriate MODBUS addresses and values. Due to
this fact, the UPS can be queried via MODBUS. Technically, the UPS is not connected to the Modbus network natively.
However, the Modbus controller will not be able to recognize this fact.

Modbus tiber RS485, RS232 und Modbus over IP

As mentioned, all devices of the CS141 family can master MODBUS queries - the difference is in the details: While the CS141
Modbus version comes with an RS485 interface for native integration into a modbus infrastructure, the CS141 professional
version uses a point-to-point connection via RS232 and provides the information via Modbus over IP:

Since Modbus via RS232 is usually used when you want to transfer Modbus data from the UPS to another system or special
monitoring software, No terminating resistors are necessary for this connection type.

Due to this fact, the hardware layout of the boards changes if compared:
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CS141 / HW161 Modbus CS141 / HW161 Professional

If compared to each other, the CS141 Modbus can be easily distinguished from the CS141 Professional.

Since the external interface and the query via LAN can interfere with each other caused by differences in query timing, the
parallel use of Modbus over IP and via internal interfaces is not possible - you need to choose between the query options. With
these operating conditions Modbus over IP is available:

1. The external Modbus interface has been explicitly deactivated on the CS141-SCM /LM - since this interface is an
exclusive BUS interface, it is therefore a dedicated menu:

= Dewices

CoM1
of Setup
= UPs Device JPS N
comz = COM 2 set to none
— . The external Modbus interface is disabled and
Device ModuS St Madbus over IP can be used.
e Modbus Slave Com 2 set to Modbus Slave
o Setup . )
) Modbus over IP is disabled and the external
B EMail , .
Device none N interface is enabled.

W EMail-Traps

O SMNMP Agent
@ Modbus Cance

The CS141 Professional uses a multifunctional Mini-DIN connector. Modbus over RS-232 is therefore just one of several
connection options that can be selected.

of Devices > Setup

com1
Device uPs v
comz2
A Events = COM 2 set to Modbus Slave
epin none v
# Functions Device 1 o Modbus over IP is disabled, Modbus over
A Custom Thresholds GSM Medem R5232 is active. The management card can be
> Sensors coMs Modbus Slave connect to an external device for Modbus
. Pipe Through queries.
RN Device Sensor
o Setup ' ' COM2 set to any other setting
= EMail Modbus over IP is active and provides Modbus
= EMail-Traps m Cancel data via network.

& SNMP Agent
& Modbus
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Please note:

Depending on the scope of function, the CS141 will provide different menu entries. In addition to the device setup, the Modbus
service must be enabled:

& UPS Monitor of Services > Setup
= Devices
< Setup snvpagent (T
= UPs modbus siave (L = The Modbus agent can be enabled or disabled
© Setup BACnet Server independentpy to the rest of the configuration of the C5141.
A Events If the agent is disabled, Modbus queries will not be answered
# Functions:
A Custom Thresholds Cance!

- Sefvices
©f Selup

Modbus function codes

The CS141 supports the following function codes:

01H - Read Coils

02H - Read Discrete Inputs
03H - Read Holding Registers
04H - Read Input Registers
O5H - Write Single Coil

Please note that the actual function codes depend on the UPS connected to the CS141, because the UPS must support
commands of this type. In general, the functions 03H and 04H are normally supported by standard UPS systems, whereby the
CS141 makes no difference between these two functions. Since the CS141 supports polling speeds of up to 38400 baud, it can
be flexibly integrated into an existing system.

Modbus error codes

Except for broadcast messages, where the master device sends a request to slave devices, a master always expects a unique
and valid response from the according requested slave. If the reply does not meet the specifications, the packet is discarded with
a corresponding error message.

The following possible events may occur when a master device requests data from its slaves:
1. The slave responds accordingly with a valid data packet.
The Master will react accordingly.

2. The slave device does not receive the request from the master.

This event occurs, for example, in the event of a communication error. Since the request was not answered from the
master's point of view, the master reacts with a corresponding timeout.

3. Messages from the master or the slave are invalid

This phenomenon typically indicates that termination resistors have been forgotten or not properly set,. Data is sent,
but there are clearly errors in parity, LRC or CRC within the data packet. Since invalid packets are dropped by devices,
the slave will usually reject to respond. The master generally responds to an invalid or faulty reply with a corresponding
timeout message.

4. The request a slave receives is valid, but cannot answer

If the slave unit receives a request without a communication error, but a readout is not possible due to e.g. a non-
existent register, the slave units' response is a specific exception message to inform the master unit about the reason
for the error.

Possible error codes coming with a CS141

0  02H legal Data Address
The data address provided in the valid request cannot be processed due to an invalid or non-existent
address.

o  O3H lllegal Data Value
A value that was included in the request is not a permissible value for the slave.
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o  06H Slave device busy
The slave has received a valid request but is currently busy with a time-intensive or time-critical process.
Sinee-ofthisfactDue to this, the CS141 is for the moment netableunable to process the request - the
master will not declare a timeout but will repeat the request at a later time again.

How to configure Modbus
For this configuration step, navigate to the following menu:

- Services System tab: Services
f Setup

= Email

Basic settings: service configuration

Mail-settings

& Email-Traps
& SNMP Agent
£ Modbus

Mail-Traps settings

SNMP agent

I I

Modbus agent

Since Modbus is standardized, the basic configuration is intuitive to handle. To configure the Modbus agent, go to services and
open Modbus.

& Services = Modbus

TGP Port 502 = Port 502: Standardized Modbus address

¥

Max Connections 10 Maximum concurrent device access

Slave Address 1 =2 Modbus-1D od this device

COM2 (R5232 | R5485)

Baud Rate 38400 v = Data transfer speed
Parity n v < Panty-Bit
Stop Bit 1 v =< Stop-Bit
m Cancel 2 Save ! Abort

TCP Port 502

The TCP port 502 is a static port setting within the Modbus standard that cannot be changed or customized without leaving
standards - This port value is hardcoded inside the CS141 source code.

Slave Address

The Modbus slave is the ID that makes a Modbus device addressable. The Slave ID mentioned by a master's query will cause
this device to answer. This ID may be customized but only can exist once inside a Modbus network.

Note: Avoid doubled Modbus -1 D6 s

If a Modbus slave address is assigned more than once, this will not result in a so-called network short circuit i instead, both
addressed devices will respond, causing the Modbus master to display misleading data. In case of a doubled ID, assign a free
address.

Baud Rate

The baud rate defines the data transmission speed for Modbus queries and answers. Please note that the polling speed through
the master must be identical to the answering speed configured at the slave to avoid communication lost issues.

Parity

When transmitting data in the form of a bit stream, the parity bit will ensure an error detection can be performed.

The value of the parity bit is calculated by the transmitter and communicated to the receiver accordingly. The receiver of the
data stream uses the same mathematical algorithm to verify valid data and find corrupt data packets. Thereby Sender and

receiver must therefore agree beforehand on how to perform the parity calculation:

The parity calculation can be interpreted as even or odd.
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Example: even parity

If devices agree to calculate with even parity, the number of all "1 bits" will be counted within the data word. The task of the
parity bit is to set the result to an even number:

Therefore, if the number of bits to be checked within a data packet is even, the parity bit must be transferred as 0, otherwise the
total count will be not an even value. Differently configured devices would therefore declare an odd or an even value valid and
discard other data packets accordingly as invalid.

The CS141 offers three options:

n No parity control
o] Odd parity control
e Even parity control

By default, the CS141 is shipped with the value n for no parity check.

Stop Bit

A stop bit defines the end of a data word within a data stream and is used in asynchronous data transfer:

Usually, a corresponding start bit is sent before a data word transmission starts. Start/Stop bits allow a receiving device to
recognize the beginning as well as the end of a data word inside a data stream. In principle, it is also a high signal, but the level
of the signal differs from the subsequent data word.

At the end, depending on the configuration, one or two stop bits are set to determine the explicit end of this data word. As a
consequence, no valid data word can be present between stop bits and the next start bit:

The receiving device will recognize these data as discardable and ignores them accordingly.

If data transfer issues cause a synchronization lost, the device will look for predefined bit chains for re-synchronization.

Note:
If more than one Modbus device is on the same ID, they will all start sending data to serve the master's query.

Amongst other things, the start and stop bits within the network will begin cross talking, causing problems with the assignment of
valid and invalid data packets.

The Stop Bit function defines whether the CS141 should send one or two corresponding stop bits
Apply/Cancel

This function saves the entered data and restarts the corresponding services on the fly. A complete reboot of the CS411 is not
necessary:

- Apply: Save changes and restart the service as required
- Cancel: Withdraw settings and return to current state.

Note:
The standard UPS Modbus addresses can be found in the appendix of this manual.

The CS141 uses a valid Modbus reading range from 0-65535. Some Programs like "Modbus Poll" use the same range. Other
Modbus polling clients may use 1 - 65536 - in this case, you need to correct this by adding 1 to the original value.
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Using Modbus over IP and Modbus RS 232/485 simultanously

As a standard, the CS141 is configured to use either Modbus over IP or Modbus over RS 232 / 485 to serve a modbus master
to ensure both, a fast and a stable connection without any timeouts:

- If the hardware interface is disabled or assigned to other devices, Modbus over IP will start.
- If COM 2 (or the Modbus interface) is enabled, Modbus over IP will be automatically disabled by design.

For technical reasons, it may be necessary to use both operating modes in parallel - in this case the CS141 can be configured
to serve both connection methods at the same time.

How to use Modbus over IP and Modbus RS 232 / 485 simultaneously

Note:

In some cases, queries running in parallel from different signal sources may cause a timing problem - caused by sporadic time
lags, a Modbus master will incorrectly report a timeout. If you are using the simultaneous Modbus operation mode, please
ensure to adapt the master's time window so the CS141 has enough time to send an answer.

To activate the Simultan Modbus Request Mode, these menus must be configured:

= Devices
&8 Setup
> UPS
Services
o8 Setup

Set COM 2 to fiModbuso
For the CS141 SCM, activate the Modbus Interface
For the CS141 SC/ L, enable Modbus R232

o o (x

(@]

Enable the Modbus service

= EMail

= EMail-Traps
£ SNMP Agent
& Modbus

(@]

Configure the interface

Step 1: Activate the hardware interface

At Devices, select Modbus at COM 2.

Step 2: Prepare the Modbus Service

At Services > Setup, set the fModb.Whaitseorheisecondsgandenabld thelsayvice. o OFF and
Pl ease note, the service will only start with click on fAApplyo.

Step 3: Configure the interface

At Services>Modbus, search for fActivate TCP/IP and Serial simultaneously:

Activate TCP/IP and Serial simultaneously

To be used with caution:

In this mode, extermal TCP/IP requests and also serial requests are served simultaneously,

which can lead to loss of some answers on one of or both interfaces.

Therefore, this mode is deactivated by default, and either only TCP/IP or only serial requests are
answered.

If “Modbus” is configured on COM2, “TCF/IP” is automatically deactivated and “Serial” is activated;
otherwise “TCP/IP” is activated and “Serial” is deactivated.

Click apply to confirm the settings. The CS141 will restart the service into simltanous operating mode.
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Short t utorial: How MODBUS addressing works

When you take a look at the numbers you will notice that this number may tell you ultimately everything. The difficulty is to
interprete the number to identify a unique problem and without further explanation, this is a little bit difficult ...

Before you start...

Modbus slaves use a HEX value to send information to a modbus master. After receiving this HEX value, it will be converted
into a decimal number. Each HEX value or decimal value stands for a very specific UPS status, which can be interpreted
accordingly if a modbus list is available (That's why you need a "MODBUS LIST", you will find these lists in the appendix of this
manual).

Example:
UPS_SB_OUTPUT_ACT = 0X0004 -> 4 = Inverter on = UPS OK

The query takes place by a pre-configured time window configured at the master. If the slave gets a valid request, it will answer
accordingly- in this case 0X0004. This means everything is fine with the UPS.

After some time, the master queries again and receives the following answer:

UPS_SB_BACKUP_MODE = 0x0008 -> 8 battery power

On request, the Modbus slave replies with timis status: AThe UPS
If the reason is an known error status, the CS141 will provide information about the reason, too:

UPS_SB_INVERTER_FAILURE = 0x0200 -> 512 Inverter Error

For the sake of simplicity and to shorten answers, the modbus slave adds the two HEX values and sends a single collective status
report.

As a consequence, the decimal system status jumps from 4 to 524: 4 [inverter on], 8 [system on battery] + 512 [inverter error] on
request. Since each status can only exist once a time, a unique status report can be interpreted from the result

How does it work in practice - a logical numerical example

As an example, the Modbus master asks the CS141 at address 109 for a status value and receives the number 56. This number
does not mean anything at first, unless the correct list for the interpretation of the number has been stored for address 109. In this
case, this list provides all required information about general status information coming with address 109 to interpret the "number
56"

UPS Status Hex-Value Dec-Value Description

UPS_SB_BYPASS_MODE 0x0001 1 The Bypass is presently engaged on the UPS

UPS_SB_SHUTDOWN 0x0002 2 The entire UPS has shutdown as commanded

UPS_SB_OUTPUT_ACT 0x0004 4 Normal State, the output is on

UPS_SB_BACKUP_MODE 0x0008 ) The UPS is drawing power from the batteries

UPS_SB_BATTERY_LOW 0x0010 16 The remaining battery run-time is low

UPS_SB_OVER_TEMP 0x0020 32 A temperature is out of tolerance

UPS_SB_TEST ACT 0x0040 64 Atest is in progress

UPS_SB_INPUT_HIGH 0x0080 128 An input condition is out of tolerance r

UPS SB OUTPUT HIGH 0x0100 256 The output load exceeds the UPS output
- - capacity

UPS_SB_INVERTER_FAILURE 0x0200 512 Inverter error

UPS SB BATTERY BAD 0x0400 1024 One or more batteries have been determined
- - to require replacement

UPS_SB_ECO_MODE 0x0800 2048 eco - bypass

UPS_SB_INVERTER_WARN 0x1000 4096 eco - bypass

UPS_SB_UPS_FAILED 0x2000 8192 A general fault in the UPS has been detected
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UPS_SB_COMM_LOST

0x4000

16384

A problem has been encountered in the

communicat

ion to the UPS

UPS_SB_DVG_ALARM

0x8000

32768

SiteManager/SiteMonitor

1. The Testin Progress status will use a count 64, this status cannot be.
2. Since the value of the answer is an even number, the status "1" is dropped..

3. The values 2, 4, 8, 16 and 32 are specified within the modbus list and may only be used once.

- Since 2+4+8+16 is not 56, status 32 must be included (56-32=24)

- Furthermore, 2+4+8 is not 24, therefore the next value we are looking for, is 16 (24-16=8)

- Finally 2+4 is not 8, the last valid available number must be 8.

Because all other combinations are invalid, the current system status can be found within 32 /16 /8 i all three numbers can be

found within the modbus list as seen above.

Other device, same procedure: The GENEREX BACS:Modbus list

As seen in the figure on the right, the
basic principle is similar:

BACS_STATE_NONE

*4 — Address 1000 MODBUS/SNMP

(hexadecimal)

0x0000

(decimal)

In the end, the configured Modbus
list decides about available
addresses and how to use the
values coming with them.

By the way, in some cases, it is
necessary to use mathematical
formulas for calculating a usable
value from a Modbus number. If
necessary, it will be explained with
the Modbus list coming from a
vendor.

Current and Voltage values

Current and voltage are measured

BACS_STATE_RUNNING

0x0001

BACS_STATE_CONMECTED
BACS_ STATE_MODULE_LOST

BACS_STATE_DISCHARGING

0x0002

0x0004

0x0008

BACS_STATE_CHARGING

Ox0010

BACS_STATE_DISCHARGING_STOPPED

BACS_STATE_FLOAT_CHARGING

0x0020

Ox0040

BACS_STATE_EQUALISATION

0x0080

BACS_STATE_SYSTEM_FAILURE

BACS_STATE_VOLTAGE_OUTOFRANGE

BACS_STATE_RESISTOR-OUTOFRANGE
BACS_STATE_MODULE-ADDRESSING
BACS_STATE_MODULE-SEARCHING
BACS_STATE_MODULE-INITIALIZING

BACS_STATE_MODULE-POLLING

0x0100

0x0200

BACS_STATE_TEMPERATURE_OUTOFRANGE 0x0400

0x0E00

Ox1000

0x2000

0x4000

0x2000

8192

File Edit Connection Setup Functions Display View
P play
Window Help - |5 %

DEEE|x|F[E 21005061516 22 23 |0

TXEGHT: ID=1:F=03: SR =1000ms

L1 Alias i 01000

e ||~ |a|uv|[s|w|[me o

16384

32768

For Help, press F1. 62154.236.125: 502

values, but the interpretation of the

number follows the same principles. Once both, the register and the meaning of the value, is known, the returned number can be

easily evaluated to determine a requested system status.

Keep in mind to follow the instructions how a number is to be interpreted and refer to the documentation to convert numbers into
measurement data. If in doubt, please contact the technical support of the according device.

SNMP

For this configuration step, navigate to the following menu:

= Services
o Setup
= Email

& Email-Traps
£ SNMP Agent
£ Modbus

= System tab: Services

= SNMP agent configuration dialog

Developed by the IETF the Simple Network Management Protocol is designed for monitoring and controlling network elements
from a central station. The protocol controls the communication traffic between monitored devices and monitoring stations:

SNMP describes the structure of the data packets that can be sent as well as the entire communication process. The CS141
can fully be integrated into a network with SNMP monitoring. The built-in SNMP agent regulates both - receiving and sending

corresponding requests.
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SNMP Version w3 (3 = ‘ersion number

SHNMP Communities

+ Address Community Permission - CDI'IﬁgUfEd users and
groups

SNMP Trap Receivers

+ Address Community

Note:

SNMP V1.0 is not officially supported by the CS141. We recommend the use version 2.0 upward. However, since V1.0 is largely
included in V2.0, the CS141 will respond to SNMP-V1 r equests, but wusing V1.0 will be

The CS141 supports SNMP v2 as well as SNMP v3

SNMP Version OF ROK:

SNMP v2 works on behalf of legitimating an IP address inside user communities, SNMP v3 is based on direct user permissions
with name and password.

Configuring SNMP V2:

The overview shows all configured communities:

SNMP Communities

=+ Address Community Permission

To configure new SNMP permissions, click +

Add Community
P Address: f P address required = |P address of the authorized device
Community public = Community name for access authorization
Permission Readonly  * = Access authorization type
m Cance 2 Save changes / Abort configuration
IP address

Under IP Address, enter the IP address of the authorized computer to allow access to the CS141 device via SNMP v2. Thereby
the name of the community defines the authorization group.
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Permission
Defines permissions during access:
Read only Devices dealing inside this permission group have read-only permissions

Read/Write Devices dealing inside this authorization group can read and write /delete data packets.

Set up trap receivers
Set up trap receivers

What are SNMP traps for?

In principle, an agent monitoring a system can unsolicited send a so-called trap packet to its management station should this be
required. Among other things, the status of the monitored device is communicated. On the other hand, the agent can receive
and process service requests from his manager. There are two ports required by default:

Port 161 Required by the agent on the device to receive the requests
Port 162 Required by the management station to receive messages

If these ports are blocked, the communication will not work.
Configuring trap receivers on the CS141

The advantage of the trap messages is that the CS141 can automatically inform about changes in the UPS.

SNMP Trap Receivers

+ Address Community

Apply Cancel

To add a new trap receiver, click +,

. . ) Add Trap Receiver
Since trap messages are sent exclusively to inform about status

changes, no read / write operations permissions are required.

. . . - = L required
Enter the recipient's IP address as well as a valid community. IP Address: IP aadress required

Communit public
With the Save button, CS141 takes over the settings and the Y .

SNMP agent will be restarted. The CS141 will not need to be
rebooted.
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Trap receiver test

The newly set-up trap receivers can then be tested:

For an SMNP test, each device of the CS141 product family provides a practical test tool to check if the trap receiver is online
and available: Simply select a trap from the list of available traps and click on the test button.

Your receiver should first display the trap and then remove it from the list of active system events.

SNMP-Traps testen

Select a device and a corresponding trap to send to the receiver(s) defined above.
Ein TrapAlarmEntryAdded und ein TrapAlarmEntryRemoved werden gesendet.
Bitte beachten Sie; Um die neu hinzugefigten Empfanger zu testen, ist es erforderlich, die Konfiguration zu speichern.

Gerat usy v
Trap AlarmBatteryBad v
Oid 136121331631

Test

Tipp:

Trap messages are automatically generated messages that do not request confirmation - a device that sends trap messages
generally does not know whether the messages have arrived. Consequently, it will not be possible to log any information about
receipt.

Configuring SNMP v3

The overview shows all configured users:

SNMP User

=+ User Access

Since SNMPV3 is user-based, you need to configure single users instead of communities. Click + to configure a new user:

Add User
User: My_User = Add user name
Permission Readonly ¥ =2 Toggle Readfwrite permission
Security Level Mo Security ¥ < Access confrol to C5141
gcurity Leve 0 Security
Cancel m = Save changes / Abort configuration
User

SNMP v3 dispenses with the possibility of setting up authorized IP addresses and user groups. Administrators need to add a
local user inside the CS141 device.

Read-only / Read Write
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As a standard, any user gets permission for both - reading and writing. In some cases, this may not be allowed by
administrators. To prevent SNMP users from writing data, activate the option Read only

SNMP v3: Security Level description

Authentication

Defines security level and password control to access the CS141 device using SNMP v3:

No security no passwords or encryption is required
Authenticities Single password request.
Authentication and Privacy The connection is additionally encrypted, and two passwords are required.
= Algorithm # MDS
5 SHA Password for user-level data access
< Maximum password length: 16 characters
Password
= | Privacy % DES Privacy Enhanced: The connection is encrypted
2 | aigorithm AES Maximum Password length: 16 characters
2
E Privacy
Password

MD5 i Message-Digest Algorythm

With this method, a 128-bit hash value is generated from a message (e.g. a password), which can be used to check the
transmission for correctness relatively easily. The advantage is the low computing power required for the process.

SHA'i Secure Hash Algorythm

Basically, it does the same thing, is a little more flexible, but proceeds differently. This method refers to a group of standardized
cryptological hash functions that calculate ahas value that cannot be traced back to the end.

Which of the two methods you must select for authentication depends on the specifications of the respective network operator.
Privacy Options

In addition to the authentication, you can encrypt the data transmission via the privacy options:

DES i Data Encryption Standard

DES is a very widely used standard that uses a symmetric encryption algorithm. An identical key is used for both encryption and
decryption.

AES i Advanced Encryption Standard

AES is also widely used and belongs to the symmetric encryption methods. As the successor to DES, however, it has the
advantage that it is more flexible, and the hash value cannot be calculated back. However, since other algorithms are used
here, it is not possible to decrypt DES-encrypted data with AES.

Which methods should | set?

The respective encryption methods differ fundamentally and are not compatible with each other. Since all methods with their
concepts are largely considered "secure” at the current state, the specifications of the respective network advertising operator in
which you want to integrate the CS141 must be observed for the correct settings. The following combinations are possible:

- MD5 / DES
- MD5 / AES
- SHA /DES
- SHA/ AES

You will receive the necessary access data from the responsible network supervisor / administrator.

Note:

Please note that in addition to the correct access data, the encryption type must also be identical, otherwise no connection will
be established.
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Configure TRAP receiver dealing with SNMP v3

To set up a trap receiver dealing with SNMP v3, you need to create a suitable user. This user can then be selected as the trap
recipient in SNMP v3.

Add Trap Receiver

IP Address: 192.168.200.17

User ~ | User required

The SNMP v3 Engine ID

The engine ID is used by SNMPv3 agents to uniquely identify a device.
The CS141 uses its own MAC address with the prefix Network
80.00.1F.88.03.[XXX] by default.

The MAC address can be found clearly under System>About: MAC Address e
. . L Hostname 3141
As an example, the Engine ID for this CS141 device is:
Domain localdomain
80.00.1F.88.03.00.30.D6.16.BB.D4
Timeserver Address 1 0_pool.ntp.org
Timeserver Address 2 1.pocl.ntp.org

Trap receiver test
After configuration work is done, use the test function to test the SNMP v3 trap receiver:

To do this, simply select the desired trap and press the test button.

Test SNMP Traps

Select a device and a corresponding trap to send to the receiver(s) defined above.
A TrapAlarmEntryAdded and a TrapAlarmEntryRemoved will be sent.
Please note: To test newly added receivers, you must save the configuration first.

Device upes v
Trap AlarmBatteryBad v
Qid 1.3.6.1.2.1.33.1.6.31

Test

The test message should be displayed immediately at the corresponding receiving system after pressing the test button.

Note:

As with SNMP v2, the trap messages are automatically generated messages that do not request confirmation - a device that
sends trap messages, generally does not know whether the messages have arrived. Consequently, it will not be possible to log
any information about a receipt.
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Restarting SNMP _agent

This function is available up to firmware 1.78. With firmware 1.80, this feature is an automated background process. No
configuration is required.

For this configuration step, navigate to the following menu:

Services = System tab: Services

@ Setup = Basic settings: Service configuration

&= Email

& Email-Traps

Within a specific and non-standard operating environment, the SNMP agent may stop responding as expected. The CS141
therefore provides a sub system to ensure the SNMP agent is running and alive.

Recovery

Service Action Delay [Min]

SNMP Agent Mo Action v 1

In case of the SNMP agent suddenly dies, these options are available:

No action the recovery service will not bother the SNMP agent with something like restarting.
Restart the recovery service will restart the SNMP agent if it does not answer.

Delay [Min] time delay until the Recovery service will restart the agent.

Note:

In some cases, SNMP v1 queries may cause a hang up of the SNMP agent. Although not officially supported, the CS141 can
work with the appropriate SNMP v.1 queries. The agent recovery service ensures that the agent is automatically restarted in
case of doubt.

SNMP MIB File

A MIB (Management Information Base) is essentially a catalog |4 serices - sNmMP Agent
or directory that contains all the information that can be queried
about a network device using SNMP. This information is required
by management systems, and as soon as specific
customizations and extensions have been made to a device, it is
advisable to request the MIB from the respective device
manufacturer. The current MIB file for GENEREX products can
be found either on www.generex.de in the download area or,
tailored to the respective firmware, at Services > SNMP Agent

SNMP Version @2 O3
Device MIB ¥ UFS MIB % BACS MIB

SNMP Communities

directly when selecting the SNMP version. No IP Restrictions
Read only Community public
An overview of available OIDs is also available in the appendix Read/Write Community private

of this manual.

Al UPS MIB: The CS141 UPS MIB File.
T BACS MIB: The BACS MIB extention if a GENEREX BACS
isin use.
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BACNET

With firmware release 1.88, the official BACnet standard is supported. You will find this menu only after running an update to at
least this firmware version.

Some facts about BACnet
Historical facts about BACnet

In 1987, the American Society of Heating Refrigeration and AirConditioning Engineering - known as ASHRAE - founded the
standard project committee SPC2 135P - members of this committee included companies like Andover Controls, Honeywell,
Johnson Controls, Trane and many others. The thankless task of this convened committee was to define a communication
protocol for the monitoring, regulation and energy management of buildings. However, in December 1995 and after some back
and forth as well as several submitted designs a solution was found: BACnet was adopted as the ASHRAE / ANSI standard by
the American National Standards Institute. Just three years later, the standard was initially adopted by Europe as DIN V ENV
1805-1. BACnet has become one of the most widely used standards in America and thanks to its flexibility, extensive building
management, automation can be implemented and easily expanded by new devices.

The future of BACnet: BACnet over IP
With BACnet over IP, BACnet goes on:

Existing IT infrastructures can be used, which significantly reduces costs for implementation. Ultimately, you only need a few
BACnet-compatible network infrastructure devices like routers and switches with today's standard RJ45 ports.

Requirements

BACnet over IP is based on existing TCP / IP structures but extends these by a lot of functions that are required in building
automation. It is important that a BACnet device only works if the corresponding infrastructure supports routing the BACnet
extended protocol - for example, routers and switches must also be able to handle BACnet over IP. Alternatively, BACnet-
compatible routers must be installed to connect BACnet segments with each via common network hardware. For the exact
configuration of the existing BACnet infrastructure, please contact your local system administrator.

Required ports to use BACnet over IP
BACnet uses the UDP protocol and usually these standard ports:

- 47808 or 47809

Note:

Unlike e.g. Modbus, the standard ports do not follow standards in port binding. Due to this fact, BACnet does not specify any
port that must be used for devices:

You can set up any port for your BACnet system your IT infrastructure uses. However, more modern BACnet port objects
require support in the areas 47808 - 47823 (OXBACO - OXBACF) and for the dynamic port areas 49152 - 65535

Please refer to your local system administrator for the correct port settings.
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CS141 BACNET settings

For this configuration step, you need the following menus:

= Services 2 System Tab: Services
of Setup = Enable / Disable BACnet over IP

= EMail
= EMail-Traps
& SNMP Agent

€ Modbus

& BACnet 2 Configuration menu: BACnet
€@ RCCMD

@ Webserver

BACnet over | P does n-cdme eoofiguation wanktis remdiredt Tio do this poped the menu services and
click on BACnet. The following configuration menu will be presented:

& Services > BACnet
Device ID 1 = Defines the device ID of the Bacnet device
Network 1D 1 =< Identifies a device as part of a specific network.
APDU Timeout 3000 < Timeout in milliseconds waiting for a response
Device Description CS$141 BACnet Device = Clear description of the type of BACnet device
Device Location Device Location = Define the location
Model Name Device model name = Define UPS name, BACS system, unit number, etc.
Object Name C5141 BACnet Device = Object name in your BACnet management software
UDF Fort 47808 = UDP port used
m Cance = Save / Cancel

Device ID

The Device ID is a unique, unsigned decimal number assigned to each BACnet device within a network. Its value is usually
between 0 and 4,194,302. Every device in a BACnet network must have a unique Device ID, regardless of which physical network
segment it is in. Even devices that communicate via MS/TP and therefore have a MAC address need a unique device ID in order
to be clearly identifiable in the BACnet network.

MS/TP devices often communicate with BACnet/IP devices via a gateway, with the Device ID serving as the primary identification.

Network ID

The Network ID is a unique identifier within an IP network that indicates which network segment a device belongs to. It is
comparable to the zip code of an address, which determines the location. Each device on an IP network requires a unique IP
address, which consists of the Network ID and the Host ID. The Network ID defines the network area, while the Host ID identifies
the device within this area.

It is important that Network IDs are unique within a network to ensure correct communication between devices. If a device is
moved to a different network segment, the Network ID usually also needs to be adjusted. Network IDs are assigned either statically
by a network administrator or dynamically via the Dynamic Host Configuration Protocol (DHCP).

APDU Timeout

APDU are the "Application Layer Protocol Data Units", the current data packet that is running through your BACnet network.
The timeout is the time in milliseconds that the CS141 waits before assuming the loss of a data packet. Why the data packed is
lost, can be very different and depends on the network setup.

Device Description

Enter a small description of the function of this device. When querying the CS141 with a BACnet browser, this information is
displayed as "device description".

Device Location

Enter the physical location of the device. In case of problems, you will know where this device is installed.
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Model Name

This is a free text description of the connected devices, e.g. the UPS or the registration number of a BACS system, etc. This
field can be used to provide additional information for technical staff via BACnet.

UDP Port

As a default setting, the CS141 uses port 47808.However, since BACnet does not have any port restrictions caused by
standards, you may assign a port of your choice to fit the CS141 to your existing IT infrastructure

Enable / Disable BACnet

After configuration work is done, enable/disable BACnet support at Services> Configuration by setting the slider for BACnet to
ON. The CS141 will enable the corresponding service and start providing BACnet data as configured.

Remote SYSLOG

What is Remote Syslog?

With an organically growing network, the number of devices that create locally stored log files grows. Since each device follows
his own method to provide local log file data, it is a big problem to collect and centralize these data for network error analyzes.
Remote Syslog follows the idea that as many systems as possible not only manage their log files locally, but also store them in
a standardized data format on a central syslog server:

By doing so, higher level management systems are able to automatically access the files, search for problems and errors within
a network and, if necessary, to initiate appropriate measures.

Rsyslog configuration inside the CS141
For this configuration step, you need the following menus:

= Services = System tab: Services
of Setup 2 Enable / Disable the rsyslog service
EMail
&= EMail-Traps
£ SNMP Agent

& Modbus
& BACnet
£ RCCMD

£ Rsyslog = Rsyslog configuration menu

Rsyslogdoes not wor k -B8oma donfigufation woek isbequirad. To do this, open the menu services and click on
Setup to start the initial configuration:

o} Services > Setup
SNMP Agent Web Server ‘
Modbus Slave UNMS & RCCMD
Trap Service
BACnet Server Rsyslog Client ‘
Serial Trace BACS Viewer
Apply Cancel

To make the basic settings, click on "RSyslog" under Services. You can define up to two different Syslog receivers by clicking
e

Remote-SyslLog-Server

+ |P-Adresse Port Protocol Nur TLS-Verbindungen akz... Abgelaufene TLS-Zertifikat...
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The configuration dialogue:

Add Syslog Server

Remote syslog server IP = Add the target IP: Define the syslog server.
Remote syslog server port 601 = Define the port the server is listening.
Protocol TCP v = Which communication protocol is in use?
Acceptonly TLS connections | = Is TLS connection standard?

Reject expired TLS certificates 3 Shall expired certificates be regected by default?

m Ca " CEI

The menumenus explaind in detail

Remote syslog server IP

With Remote Syslog, the CS141 sends its status messages from the event log file in real time directly to an IP address, where
an RSyslog server receives the information and distributes it accordingly on its hard drive. Please note that you cannot define
directories or "network drives". For the valid IP address please refer to the local network administrator.

Remote syslog server port

In addition to the IP address, a remote syslog server normally uses a predefined port for listening status logs. The default port
for using rsyslog is 601. Since this is not an official standard port for rsyslog, the port for the used server may differ. If
necessary, refer to the local administrator and change the port setting according to the requirements of the network.

Accept only TLS connection / Reject expired TLS certificates

The CS141 can be advised to use encrypted communication only. If checked, the CS141 will reject expired certificates for
communication. These functions are only available if you have imported a valid certificate. Please note that with the use of TLS
encryption, further configuration on the corresponding syslog server is necessary.

Note:

The options "Accept TLS connections only" and "Reject expired certificates" are explicitly enabled as soon as a corresponding
syslog certificate has been uploaded.
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Importing a TLS i certificate for RSYSLOG

What kind of TLS certificate is needed?

Note:

The short tutorial "Creating a *.pem file" in this manual shows you how to create a valid certificate. All you need to do is rename
the certificate into rsyslog.pem . To read the according chapter, click on the following link. This link will forward you to the
according chapter:

-> Click to read the Tutorial <-

A pem file is required for operation with TLS encryption. Make sure that both the rsyslog server and the CS141 use the same
certificate, otherwise the encrypted communication cannot take place.

At the CS141, upload and install the certificate Upload TLS Certificate for rsyslog
by placing the file at the upload box:

) . PO PEM file <no file selected:
Place thefilevi a dragdédnédrop ) ;
Drop rsyslog.pem File here

upload. i i i
p D e The order of the items in rsyslog.pem is

N important!
If the certificate has been successfully
uploaded, the CS141 will show a ~ooelsa] ) [RAMIHIE [Emaees
. [rsyslog private key]
corresponding message. —----END RSA PRIVATE KEY-----
After installing the certificate, these additional -~~~ -BEGIN CERTIFICATE-———-
functions are available: [rsyslog certificate]

-----END CERTIFICATE-----

- Accept only TLS connection
- Reject expired TLS certificates

Activate the check boxes and save the
configuration. Upload

The CS141 takes over your settings and automatically restart the necessary syslog service.

Check list: If the communication with the rsyslog server does not start

1. Check IP address and server port

Larger and well-secured networks may have restricted port access on network devices like managable switches.
Consequently, communication is not possible. Please check the internal firewall of the server as well as any 3rd party
security solution if the CS141 is allowed to communicate and check the IP address and port setting whether they are
correct.

2. Check network infrastructure

So-called V-LANS are often used in larger networks. Physical ports located on the same switch are stitched to a
restricted instance and seperated from other ports of the switch. As a consequence, your server may be logically in a
complete other network segment but connected to the same switch as the CS141. If your server is in a different
network segment, no communication can take place. Check if all routers and switches are connected and configured
as required.

3. Check the certificate(s)

Damaged and incorrectly created certificates (pem-files) mean that no communication can take place. Also make sure
that the sender and recipient use matching *.pem files, otherwise TLS will not work.

About the use of S YSLOG

What is the basic idea behind remote syslog?

Anyone who has to manage large networks will find that, especially in the event of a fault, many networked devices produce
numerous log files and thus also reveal information about the origin and, of course, the course of a network fault. When
evaluating the data, one quickly runs into problems like:

organically grown structures have a lot of different network devices in use

Log files are not standardized, each manufacturer follows its own ideas.

The local storage space of the network devices is limited, with very different consequences

Depending on the manufacturer, there are software tools that allow analysis, but the tool is limited to "its" network
products

pPwNPE
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5. Many devices come with many passwords which, in the worst case, also must be entered individually because radius
functions are either not implemented at all or a radius server is not available due to the network malfunction.

This list can be extended at will, but in short: in this case, data evaluation will take an unnecessarily long time, and just collecting
and preparing data (e.g., copying from a custom tool, downloading and opening local log files and manually entering it into a
database) will take most of the time.

The solution here is "remote syslog", a function that a good device like the professional CS141 should naturally support:

The idea is that the locally stored log files are also transmitted as a standardized format to a central data log collector - the so-
called syslog server. The syslog server simply receives these data and provides them for 3rd party diagnostic software to decide
what shall happen after automatic evaluation.

What do | achieve with that?

In addition to saving a great deal of time otherwise spent collecting data for evaluation, you gain access to virtually unlimited
storage capacity. All devices of the CS141 product family offer plenty of space for storing system events locally. When this
memory is exhausted, the oldest entry is deleted, and the newest entry is added. With Syslog, you can also transmit the status
messages directly to an external server and thus collect uninterrupted event chains over an almost unlimited period.

Why is there no CS141 syslog list of things that will be transmitted?

This would be very difficult, as the CS141 supports more than 1000 UPS models from almost all manufacturers on the market,
and, depending on the type, can also have additional building management functions. Since many manufacturers and suppliers
now use their own terminology for "their" functions, there are no standardized entries available. The CS141 therefore takes its
own event log as a blueprint: as soon as you activate remote syslog, everything that is written in there is automatically
forwarded as a system status to a syslog server in almost real time. If the syslog server is not available, this is noted accordingly
in the CS141 locally. By doing so, you will never again lose a system status message.

Why is it fial mosto real time?

If the entry appears in the event log by any internal operating system Time Category  Message
service, the syslog service in CS141 tries to send the entry once to a central
collector. If this is not possible, e.g., because the central collector cannot be
reached due to a malfunction, the entry is saved locally but not sent again.
Instead, a note appears in the event log for this period that there is a

08/02/2021, 03:44:43 pm ~ Event UPSMAN on N. O. contact has started

08/02/2021, 03:44:12 pm ~ System CS141SC V2,01 - OEM 29

malfunction 08/02/2021, 03:43:07 pm ~ System Connecting to remote syslog server failed
’ 08/02/2021, 08:58:06 am  Event RCCMD Trap 'Powerfail on N. O. contact restored
Is it possible to edit the log entries to get a general log file logic for my 0BI0RI2021, 085806 o | Bvent P Powerrestored
dlagnOSth programso 08/02/2021, 08:57:48 am  Event Input bad
R b ErE e Yes, all log files that depend on a system event can be adapted by adding or editing the job
log. As an example, just open the "power failure" event and edit the job "log" to match
oo I — Avour" syslog search filter options.
Parameter If, as in the example on the right, you change the job "Log" so that "syslog_USV_15"
- = appears first, then exactly THAT will also be transmitted to the syslog server, as it will be
seectues putvotage v| | selec written as a job in the local event log when executed.
o Which text you use afterwards is entirely up to you. In this way, you can also equip assign
o ey once any available analogue and digital inputs with a job and provide a unique "diagnosis code"
 arer seconds so that you can easily find and assign the corresponding error messages afterwards.
afer| seconds, repeat all CS141 adapts this exactly to your specifications:
100 SECONAS
After seconds on Battery . . . . . ..
at seconds remaining time Whatever is written in the event log, is transmitted exactly as it is.
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UPS Configuration

General COM Port setting

For this configuration step, navigate to the following menu:

= Devices = System Tab: Devices
& Setup = COM-Port Settings
- UPS

& Setup

& Events

& Functions

& Custom Thresholds

Depending on the design and model, the CS141 provides up to three additional COM ports fulfilling different functions. Please
note in some cases sub menus will appear to specify functions of devices connected to CS141. To start configuration, go to
Devices and press Setup.

& Devices = Setup Ensure UPS is selected at COM 1:
COM1

As a standard, COML1 the setting UPS should be selected. If not, open the drop-down

Device " menu and select UPS.
upPs
o By pressing Apply this selection will be saved and the CS141 will start required
Device Sensor v services to communicate with the UPS:
Type SensorManz ¥

Keep in mind by activating this function, a dummy is set first - this is necessary to allow

coms general access to the corresponding sub menus.

Device neng

m Cancel

The CS141 will display the current starting phase as well as the success of the activation at the upper task bar.

UPS: (L Restarlng c UPS service start up routine in progress

LA Cc The UPS feature finished booting, the UPS menu accessible

Please note that only a dummy without a function has been started at this point, even if a UPS is apparently connected and in
operation:

@& USV Monitor

No UPS model defined

Status:No UPS model defined
USV QOutput aktiv

=
L=
" =

Eingang
L1: 230V 50Hz _I_ »
Ext. Information Batterie 50% 100% 150%
Gerat Temp.: n/a Spannung NIA L1 I 100 %

Zeit: 6 Min

Kapazitat: 100 %

Batteriebetrieb: 0 Sec
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UPS pipe through function

The COM port 2 is flexible and provides to connect various devices
to fulfill different functionalities:

- Sensors
- Modbus
- External modems
- UPS Signal piping

As a part of the UPS configuration, the CS141 offers a Pipe-Through
function that enhances UPS signal handling:

With this function, he signal received from the UPS on COM port 1
can be forwarded one-to-one to COM port 2.. Due to this fact
administrators can harmonize emergency shutdown solutions even if
they need to use two different and physically separated networks:

Physically separated network resources can be managed for their
own and use simultaneously the same UPS solution.

The configuration of Pipe Through is done on the Web Manager
connected to the UPS. The second Web Manager is configured as
described on COM 1 but is connected to the COM2 port of the first
Web Manager instead of the UPS.

v.2026-07-03 FW2.16-2.30

] Devices = Setup

COM1

comz

COM3

Device

Device

Device

Cancel

Ups L

| Pipe Through ¥ |

none

Sensor

GSEM Modem
Modbus Slave
Pipe Through

LAN 1 LAN 2
Server Server
RCCMD RCCMD
|UPS
Note:

When using the pipe-through function, be sure to set the correct COM2 port to Pipe Through. Furthermore, set the same UPS

with identical values on both CS141s.

All other settings may differ.
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Configuration of a UPS
For this configuration step, navigate to the following menus:

= Devices = System Tab: Devices
£ Setup
= UPS = System Tab: UPS Settings
£ Setup = Basic UPS setup

A Events

# Functions

A Custom Thresholds
> Sensors

Proceed to submenu UPS and click on Setup to enter the basic UPS configuration menu. This configuration dialog allows to
choose the UPS your CS141 is installed to T recommended values will be entered automatically by selecting a UPS:

# Devices = UPS = Setup

Remaining time the UPS shall shut down itself.

Model Mo UPS model defined * | = Choose UPS model
Power (VA) 500 = NMaximum output provided by the UPS
Load (VA) 500 = Waximum load provided by the UPS
Hold Time (min) = Time window the UPS ensure emergency
Recharge Time (h) 5 = Time needed for a complete charge cycle
Bewd Aoty | 24T " = Data transmition speed
Cable Type _f-'-'P*r ’ 2 Cable tob e used|
ups1d = 2 If necessary, define a UPS ID
B It D
iy instalebon Bete 9 Installation date of the batteries.
Battery too old after 45 months
_ - . = Battery change notification
System Shutdown Time 5 minutes
>
>

Save settings / Abort configuration process

In some cases, the UPS protocol does not provide the appropriate data. The CS141 will, based on the data situation,
independently calculate the corresponding battery life runtime. In general, these settings do not need to be changed if you can
select a UPS model directly from the list - optimized configuration settings will be displayed after selecting the UPS.

if your UPS operates with a system configuration that differs to the basic model, it is possible that you need to adjust these
default values: In this case, please refer to your local UPS dealer or the UPS manufacturer of the UPS to get the correct values.

Entering wrong values may cause serious system failures

Note:

By default, OEM ID 12 / GENEREX SYSTEMS is set. If you want to use a UPS from a manufacturer that is not listed, take a
look at the download area of www.generex.de - Search for the firmware for your UPS and install it as a regular firmware update.

Afterwards the corresponding UPS models are available.
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Adjustable information about the installed UPS
Model

Defines listed default setting of a UPS including the corresponding communication protocol. When your UPS is listed and
communication has been established, telemetry of the UPS typically provides all the necessary data that the CS141 needs to
calculate and display autonomy times.

Please note that changing the UPS model will also reset the

Do you want to save your current configuration? configuration of the UPS events. The CS141 therefore offers the
Your UPS event configuration will be lost if you don't save it. possibility to create a corresponding backup of the event
configuration beforehand:

_ Cancel: Do not make any changes to the system
Don'tsave || Save Do not save: Continue without backup
Save: Create a Backup of the event handling

Power (VA)

Defines the maximum power in VA the selected UPS in can provide. Exceeding the maximum may cause the UPS getting
damaged or even destroyed

Load (VA)

This value defines the maximum load connected to the UPS. Even if the possibility is given, exceeding the power VA value can
damage or destroy the UPS as well as the installed batteries.

The maximum possible value is less or equal to the value entered at Power (VA).
Hold Time (min)

If main power fails, the batteries of a UPS will ensure this operating time if 100% load is used. The real-life uptime is determined
dynamically by the percent of usage: of you use 50% the hold time will raise accordingly.

Recharge Time

Estimated time window for a complete charge cycle..

Note:

Behind the values of power (VA), load (VA), holding time and battery charging time, a mathematical formula is stored - this will
allow the CS141 to calculate independently battery operating time and trigger corresponding system events. Thus, allow to use
the CS141 even if the UPS protocol cannot provide real-time data - as an example, if a UPS only communicates via switchable
contacts or only basic operating states can be detected.

Baud Rate

Different protocols provide different speeds of data transmission. The baud rate defines the speed at which data can be sent
and received. An incorrect baud rate can cause communication problems between the CS141 and the UPS.

Cable Type

UPS manufacturers sometimes use specially designed cables for their models. In addition to these in-house developments,
there are standardized cable types. These cable types can be used to map different functions and switching states.

UPS-ID

I f | arge UPS systems use more than one UPS module, these modul es
something like a broadcast to allow the CS141 search and manage capability to figure out the number of UPS modules. If you

change this value, you only get the exact module with this special ID. Otherwise the CS141 will manage all available modules

and display them at the monitoring screen.

Battery installation date

The lifespan of batteries running inside a UPS is limited - regular battery maintenance also requires replacement. In order to
keep track of larger installations, you may enter the date when the batteries start into operation.

Battery too old after

The CS141 automatically generates maintenance notifications when the service life of installed batteries expires. This time
window in months is internal calculated with an avarage value of 30 days / month timer, regardless of additional date/time
settings. Default time windows is 48 months. If necessary, adjust to the respective recommended maintenance period.

System shutdown time
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In principle, the system shutdown time is the last emergency shutdown event that will be executed just before the UPS itself will
shut down itself to prevent battery damage. This value can be used to trigger the according system event. Please note that this
value is an emergency shutdown i it is not suitable to ensure a regular system shutdown.

Apply / Cancel

Apply allows you to save and restart the UPS service on the CS141. Cancel will abort the configuration process and withdraw all
settings 1 they need to be entered again.

Battery Health Level feature
Battery Health Level(%) 20 v

The battery health level will be automatically provided by CS141 inside the UPS configuration menu if the UPS connected to the
CS141 principally carries out battery testing but does not return a reporting value for "Battery test passed / faulty". Thus, the
result needs to be determined by comparing two measurements:

Before the battery test starts, the battery voltage will be recorded. This value will be compared with the battery voltage to be
found after finishing the battery test. The Battery Health Level (%) setting defines the maximum percentage deviation these two
values may differ. On exceeding this value, a battery failure will be displayed.

The default setting for this test is 10% deviation - but can be specified with a custom value between 5% and 30%.

Feature: The RFC1628 UPS interface

In some cases, UPS manufacturers supply systems that the CS141 cannot communicate with. As an example, known problems
are the card does not fit to the slot, or that the data stream sent by the UPS is not compatible formatted:

UPS manufacturers have installed their own SNMP card, which offers similar functions but may not be compatible with your
flexible and powerful GENEREX software environment. To ensure compatibility, the CS141 Web Manager offers the option to
connect to any card via SNMP. The condition is that the RFC 1628 MIB is supported by the target card. In order to use this
function, it is first necessary to configure a corresponding SNMP Agent at the target UPS.

After that, enter the access data in the CS141 UPS menu. The CS141 will then restart the required services and establish a
connection to the destination device.

\‘ Internet
~ [ —
BACS-Bus RCCMD
_
I RCCMD
-
Battery bank s 4
ok
Sensors I
VM Ware -V-Center l
RCCMD (o5t 5) -
LY —
Ccs141
1. Disconnect COM 1 2. Configure RFC 1628 UPS Interface 3. Use any SNMP-Card with CS141
LAN
Model SNMP UPS-RFC 1628 com ¥
SNMP Version 18203
IP Address 1921682 1
Community public|
Cancel
i APC
§ Smart Card
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Setting up the target SNMP card with SNMP v2

& Devites = UPS > Setup
Model SNMP UPS-RFC 1628 compliant v = Choose UPS model
SNMP Version 1203 2 Select SNMP Version
IP Address = |P-Adresse oft he destination
Commurity pubiic =2  Select SNMP Community
Cance < Save settings / abord configuration dialog

Model

Choose SNMP UPS-RFC 128 compliant as UPS model

SNMP-Version

Depending on the configuration of your target SNMP card, choose SNMP version 1 or 2
SNMP Community

Enter the SNMP Community configured at target SNMP card

Apply/ /ICancel

Abort will withdraw all settings, save will restart required services. After restarting the services CS141 will automatically establish
a communication to target SNMP card.

Note:
What is the difference between the RF1628 UPS interface and the APC Smart Network?

In principle, the APC card can handle the RFC1628 standard - you will be able to query basic information about the UPS.
However, the APC cards often uses their own OIDs. These OIDs are specific to AP and not conform to the RFC1628 standards.

Therefore, it is recommended to use the APC Smart network setting instead of RFC1628 interface.

Setting up the destination card using SNMP v3 at CS141

% Devices > UPS > Setup
Model SNMP UPS-RFC 1628 compliant v = Choose UPS model
SNMP Version 10283 = Choose / change SNMP Version
IP Address = IP address of the target system
User =2 SNMP User
Security Level and Privacy ¥ = Encryption method
Auth Algorithm
Auth Password 2 MD5/SHA password
Brivacy Algorithm * DES AES
Privacy Password = ES/AES password
- Cancel = Apply / abort

The CS141 supports SNMP v1, v2, and v3 in this mode.
Enter the access data for the destination card according to your configuration and click Apply

UPS connection via USB

For this function, firmware 2.26 or later is required.
Hardware: CS141HW161 with USB port

UPS systems increasingly require a USB interface for communication. With firmware 2.26, the CS141 now also offers the option
of integrating UPS systems directly into an existing network via USB.

Note: First activate USB or set up the UPS?

The USB port and the UPS model selection are largely independent of each other - you are free to decide whether you first
activate the USB port or connect and set up the UPS:

In any case, the UPS will only provide data once both settings have been carried out
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The configuration will be carried out in two steps, the configuration order is thereby not relevant:

1. Setting up the UPS model

Open the menu:
Devices>UPS>Setup
Select the UPS model that is connected.
The CS141 will automatically load the
recommended values. Click Apply to save
the UPS model setup.

2. Switching to USB-Mode
Now, open the system menrdemenu:

Devices>Setup.

Enable the USB interface, and slide the
switch for UPS to ON position.

The CS141 will disable the serial interface (COM 1 is
set to finoneod) and enabl e

v.2026-07-03 FW2.16-2.30

£ Devices > UPS > Setup

Model AN v
Power (VA) 800
Load (VA) 800
Hold Time (min) 3
Recharge Time (h) g
Baud Rate 2400 v
Gable Type Serial v
UPS Id 0
Battery Installation Date (BID) 01.01.2024
Battery too old after 48 months
System Shutdown Time 3 minutes
UPS DatalLog Rate 3 minutes
m Cancel
USB T nteriace or T he UPS.

Please note: Simultaneous operation (USB and serial connection at the same time) with different devices is technically not

provided by the UPS system itself!

UPS with Center Tap

Note:

The CS141 will provide this function in case of using a UPS with center tap support.

Wh at Gester @ap®d

Modern UPS systems divide their single battery pack into two symmetrical pack parts and use a center tap. By using a center

tap, they increase the nominal efficiency:

Battery string: negative

Battery string: positive

e

+ -
I

Main Power in

UPS Power Out

Measurement difference and charge difference

The measurement when using a center tap is basically a way of looking at it:

Network
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You measure from the UPS to the center tap and then on the other side from the center tap back to the UPS. Since the batteries
all remain connected in series, two phenomena can be noticed when there are voltage problems: If a battery has a problem on
the negative string, the general voltage for all batteries will decrease.

The individual measurements of the string will show mor details:

1. The total voltage for all batteries drops.
2. Measured from the UPS to the center tap at the negative string will indicate the missing string voltage.
3. Measured from the center tap back to the UPS on the positive side shows that all batteries work as desired.

Ideally, a UPS can indicate in which battery site a problem could generally exist itself in which battery site a problem could
generally exist.

Where the problems with the UPS start

A UPS has limited diagnostic capabilities in this context. Although it can detect variations in measurement data, its ability to
interpret this data is constrained:

Since batteries age individually even with the same type of use, the measurement data of the two strings will drift apart at the
latest with the natural aging process. As soon as a certain threshold value is exceeded, a UPS system reports a general battery
fault, but usually too late:

It is no longer possible to estimate how many batteries have hidden defects due to the imbalance. Most of the time the UPS fails
due to the hidden drifting process in an unfortunate moment.

The CS141 can monitor precisely these fihidden drift processeso anc
questionable values. This provides maintenance personnel with valuable lead time to carry out necessary service work before a
critical failure occurs.
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CS141 settings
For this setting, you need to use a UPS with a center tap.

For setting up this special function, navigate to the following menus:

= Devices 2 System Tab: Devices
& Setup
= UPS 2 System Tab: UPS Seftings
& Setup

A Events =2 Event Configuration
# Functions

A Custom Thresholds = Custom Thresholds — Custom defined UPS events

This configuration menu is a little bit unusual: On the one hand it is a UPS menu, on the other hand there is a limited purpose in
how to use this function. Therefore, it was filed under the custom thresholds.

Note:

This configuration only makes sense if you explicitly use a UPS with a center tap. Since we are anticipating something at this
point, we will only deal with this one aspect of the custom thresholds at this point - further information can be found in this
manual in the chapter "Custom Thresholds".

First click on Custom Thresholds in the UPS configuration menu and enable this function:

(LU

Battery voltage out of range 0 )
UPS Temperature out of range 0 “C
Input voltage P-N out of range 0 W
Seconds on Battery greater than & 0 5
Battery Autonomy less than ¥ 0 m
Battery charge less than v 0 Yo
I ¥ Battery symmetry greater than ¥ 0 W I
pos./neg. String
OQutput load less than v 10 %

This option enables the monitoring of the general voltage difference - The CS141 looks at both string voltages and determines
the general difference between them. If the argument “greater than" applies, an alarm condition exists. This alarm condition is a
UPS event to which jobs can be assigned to.

Choose your alarm notification state:

You can choose between triggering a single alarm event or enabling a two-stage response with a warning followed by an alarm.
If you only want a single note, just activate the warning state. Otherwise use warning and alarm notification. Please note that the
alarm condition always represents the escalated system state of the warning.

Warningit he Ayell ow al erth

If enabled, the CS141 issues a warning as soon as the two lines have left the configured voltage range. This warning is active
as long as the problem persists. Since the voltage drift is a dynamic process, you may receive the warnings in certain phases of
use and need to decide if further evaluation of the information is necessary.

Alarmit he Ared alertd

The alarm can be switched independently of a warning - so if you want to have a warning first and then an alarm, the alarm
value must be higher than for the warning (e.g. with a 3 volt drift, the warning is active, an alarm is triggered at 5 volt).
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Adding a job

Since these are user defined UPS events, they are displayed like standard UPS events in the system. To do this, click on the
UPS "Events" menu.

=| | 4 | @ | Battery symmetry pos./neg. String Threshold Warning On 1 1 0 0
Job Typ Wann Parameter
& @ | » | Log Einmal, sofort {"text":"Information: Battery symmetry pos./neg. String Threshold Warning On"}
a4
| 4 || @ | Battery symmetry pos./neg. String Threshold Warning Off 1 1 0 0
[ 4 || @ | Battery symmetry pos./neg. String Threshold Alarm On 1 1 0 0
0| 4 || @ | Battery symmetry pos./neg. String Threshold Alarm Off 1 1 0 0

The activated custom thresholds can be found as events in the UPS list. As a default, only a log entry configured. Click +t

add a new job. Please note that some jobs include external accessories, software clients or further configurations such as need
an accessible mail server.

Note:

A detailed description how to configure the event control handling can be found in this manual in the chapter Event handling

UPS-Monitor: Checking UPS Settings

& UPS Monitor 2  Realtime UPS monitoring screen

@& Sensor Monitor =2  Realtime sensor monitoring screen

If all settings have been entered correctly, administrators can check the UPS's current status in real time by using the UPS
monitor. Although the representation may differ depending on the manufacturer and model, some data such as the selected
model will be displayed.:

Model : XANTO S 700 (Mod.12) Date Time Event -
ups P TEST RCCMD Shutdown to 192.155.200.17,192.155.200.143:6003. - Failed: Host not
Nominal 02008018 187240 ng. 152 165.200.17,192.165.200.143
Medel: D2/0518 12:11:18  Information: UPS had more than 90% load
02/0818 18:11:18  Information: UPS had more than 50% load
02/0818 18:10:44 Warning-Input AG overvoltage.
. 3
Mains Input
Voltage: 230 v UPS Chart
Frequency: 50.0 Hz
auency Input| | Output| |Battery
Batte Input Voltage Input Frequency Autonomy time
Status:
Test-Status: e oo
Autonomy time: & Min
Capacity: 100 % 250 -
Voltage: 3999 v 0
&0
Qutput o0 50
Voltage: 9998 v -
Frequency: -9899.0 Hz
Load: 100 % a0
150 s0
20
a5
" [
40 o
20V 500 Hx & Min
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Overview 1 the col or code

UPS: ( TestInProgress BACS: @ Communications Lost GSM Medem: ' Communications Lost

Sensor:  OK

The upper status bar offers an overview of all connected devices. The color scheme is based on the typical colors of a traffic
light. In general, a distinction is made between 4 different system states, which are correspondingly highlighted with a color
code. What exactly applies is described in a short text next to the marker.

The colors of the markers will change as followed:

1. Initialization phase of devices and services

The services are currently starting to search for devices. This notice can be seen both, when commissioning
[ additional modules or when restarting the CS141 for some reasons, as an example a reboot caused by a firmware
update.

C The initialization phase has been completed and no device was found. A blue marker means that the connection was
never established. Please check wiring and operating state of the according devices. In some cases, you also may
check your configuration work.

2. Notifications and alarm conditions during normal operating mode

(_ Devices and alarms are within the specified parameters, everything OK.

) There is an event that deviates from normal operation and should be observed, e.g. A running UPS test,
¢ temperatures reach remarkable values, initialization of devices and services is carried out after a restart, etc.

c, A device reports an alarm state or the conditions for a configured alarm behavior have been met. Communication
Lost with a red marker means that an existing connection to a device has broken down.
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UPS functions
For this configuration step, navigate to the following menu:

= Devices 2 System Tab: Devices

& Setup
= UPS = System Tab: UPS Menu

& Setup
& Events
£ Functions = Advanced UPS functions

& Custom Thresholds

The UPS Functions menu contains options to perform test sequences or to configure built-in special functions a UPS may
provide. Depending on the UPS model selected, the scope of functions as well as the functions layout screen may differ. For a
complete list of functions via UPS front buttons and available remote screen, refer to the UPS manual and the according vendor.

The following functions represent typical menu entries:

UPS Test

Start Custom Test Custom Test  Duration[Min] 3 =2 UPS test with a custom defined runtime
Start Battery Test Battery Test = Standard battery test

Start Full Test Full Test = Full test until batteries are depleted

Start Self Test Self Test = Starts a self-test of the UPS

Start Cancel Test Cancel Test = [f possible, abort a triggered test

Custom Test
The Custom Test is an on-battery function test using a self-defined time in minutes.
Battery Test

The battery test checks whether the UPS waorks properly, and the batteries take over. This test usually takes about 15 seconds.
This test will not show how long the batteries will be able to take over.

Full Test

The Full Test will test the batteries until they are depleted. This test can take a long time depending on power and load. The
CS141 also accurately measures and determines the runtime under load. Please note UPS systems require a stable load of at
least 25% to perform a full test.

Self test

With this test, the UPS checks its own electrical functionality

Note:

In some cases, a UPS command may seem to fail or an error message may appear. This behavior is based on the fact a UPS
receives and confirms a command, but without doing it until pre-conditions are fulfilled. As an example, there must be a
minimum charge for a particular battery test - otherwise the UPS returns an error message as a result. This result will be logged
accordingly as "error". In reverse cases, it is possible the UPS sends a positive feedback despite errors but indicates an error on
the front display itself.

Due to these facts in sometimes the behavior of a UPS system is unique and for some cases unfortunately not predictable.
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UPS Control settings

Depending on design and model, some UPS systems support additional functions to be used for verifying the performance of
the UPS. The scope of functionality and configuration possibilities varies considerably and depends on both the manufacturer as
well as the model to be used.

Typical functions a UPS may provide:

UPS Control
Shutdown Restore Shutdown[Sec] &0 Restore[Sec] 120
Shutdown with Duration | Shutdown[Sec] &0
Switch off UPS Cancel Shutdown Toggle Buzzer

Switchable output

Depending on the design, some UPS systems support switchable output ports.

Toggle the outlets

Note:

Depending on the performance class, UPS systems are equipped differently. Due to this fact, the scope of functions varies.

Event handling

For this configuration step, navigate to the following menu:

= Devices = System tab: Devices
&8 Setup
= UPS =2 System menu: UPS
& Setup

A Events = Event handling configuration dialog
# Functions
A Custom Thresholds

There are many incidents that may require the operation of a UPS. In other cases, devices connected to the UPS may be
harmed by different events.

These events could be as an example

- the failure of the main power supply,

- the restoration of the main power supply,

- a defect from inside the UPS prevents taking over to autonomous battery mode
- batteries are depleted and main power is still missing

As a full-fledged manager, the CS141 has the ability to respond to incidents independently, inform responsible personal and
even manage event chains to provide a complete shutdown solution inside complex interdependent networks.
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What is the intention of a job for an event?

System events are highly dependent on the UPS model to be used and vary in both - designation as well as abundance of
possibilities. Furthermore, administrators will find interesting conceptional issues according to the interplay of events and
counter-events:

An event receives an action, a job. This job will be executed when the event occurs. These jobs differ in central role as well as
its direct function:

- Information
These jobs can be executed as often as desired and only fulfill the purpose of the information. Depending on the configuration,

information can be sent once or cyclically as long as an event is pending - the nature of the event does not matter. Depending
on the individual configuration, there are different possible szenarios available:

1. The job will not take effect because the general system state changed beforehand.
2. The job will no longer repeated because the system event is no longer active / pending.

- Action

These jobs are designed to switch, trigger, start emergency routines, etc. These jobs are triggered as soon as an event occurs.
They differ from information jobs due to the fact administrators have to terminate these jobs by using corresponding counter-
rotating jobs. In some cases, there are counter-events to be used, others need to be configured manually.

Note:
It is important to understand the difference

As long as a power failure is pending, the CS141 is configured to send an e-mail with log files every 5 minutes. Once the event
power failure is no longer pending, the CS141 will stop sending mails. On the other hand, a job to close potential-free contact as
soon as a power failure is detected is executed. This cannot be reverted - even if the main power comes back,

the contact remains in closed position. If a warning light is switched via this contact, it would light up until this contact is
deliberately opened. A counter-job is needed in case of main power returns.

The following example shows why it is important to understand the difference:

If the temperature sensor measures critical temperatures, the CS141 will send e-mails and simultaneously close the contact of
an air conditioner. As soon as the temperature drops below the critical level, CS141 stops sending e-mails - but the air
conditioner needs to run until the temperature has returned to normal condition. This will not work if the contact automatically
opens in case of critical temperature is no longer given:

You need to use an active job to switch off the air conditioning system as soon as a certain temperature has been reached.

It becomes problematic if a power failure causes two UPS systems running on separate power input circuits to send a server
shutdown command:

As soon as both systems send a valid shutdown command, the server shuts down immediately - even if both UPS systems
report a power failure time-separated. If they do not cancel the shutdown command after their respective individual problems
were resolved, the server will shut down due the fact, both UPS systems seem to report problems.

Event handling: Defining a job
The jobs can be configured at any time.
In order to test a job, two conditions need to be adjusted according to the job:

1. Jobs according to e-mails require valid e-mail account data
2. Jobs based on the TCP / IP settings require a valid network configuration

Before continuing, ensure that all access data is available for configuration, network settings are correct, and that the CS141 is
in the regular operating mode inside your network.
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Managing jobs
Under Devices, open the UPS submenu and go to Events.
Please note that both the functions as well as designation will differ by usage of different UPS systems.

These are the icons the CS141 provides:

— C Open /close tables
#| ¢ Edit an existing job
> ¢ Test an existing job

Symbols providing double- functions:

C delete
c Checkbox to select multiple jobs or events
| C Add a job

Note:

Dual function symbols have two different meanings:
Depending on where you serve them, they refer to ALL events or to a specific event or job. This dual functionality allows you to
add a specific event to specific or all system events without the need of entering each job individually.

Setting up a job

Managing jobs for a system event always follows the same rules - as an example, the following system events are selected:

+ @ | Powerfail 3 1 0 1 0
+ @ @ Power restored 3 1 0 1 0

Select > to open the job table:

= + @ | Powerfail 3 1 0 1 0 0
Job Type When Parameter
& @ | » | Log Periodic all 100s, immediately | {"text""Powerfail"}
# | @ | P | RCCMD Trap Once, immediately {"text™:"Powerfail on #MODEL . Autonomietime FAUTONOMTIME min."}
# @ P | EMail Trap Once, immediately o

For the event Power failure, a total of 3 jobs are already configured. These jobs were loaded as a recommended default
configuration when selecting a UPS. To change or remove, just click on the corresponding icon.

The CS141 allows to delete all jobs within a system
event: _ _ _ - | 3 @ | Powerfail
By doing so, activate the checkbox in the line for
power failure and press the symbol for deleting

events. After pressing all jobs associated with this one event will be deleted from the list.
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Note:

Deleted jobs cannot be retrieved, they must be recreated or restored by using a backup. To prevent accidental deletion,
administrators will be prompted to confirm their decision to delete all entries inside an event...

To add a job to the power failure event, press + at the event line. This will trigger the configuration dialog who will guide you
through configuration process.

The following jobs are currently available:

Log Inserts a free definable message into the event log.

Email* CS141 will send an email.

Email Trap* CS141 will send Trap Mails

RCCMD Shutdown* CS141 will transmit a shutdown signal to one or more RCCMD clients.
RCCMD Message* CS141 will send an RCCMD message to one or more RCCMD clients.
RCCMD Execute* CS141 will send a command to execute a custom file.

REMOTE COMMAND** Sends a Command/Control Signal to a remote CS141/BACS/SITEMANAGER to trigger an action
UPS Shutdown*** Turn off UPS

AUX** CS141 will trigger external relays.

Buzzer** If a buzzer is connected, CS141 can activate it by using this job.

RCCMD Trap* CS141 will send an RCCMD trap message.

Send WOL Wake On LAN - The CS141 will send so-called magic packet to a network device.

Send SMS** If a GSM modem is connected, CS141 will be able to send SMS.

AUX: Switch Outlets*** As an example, the UPS can be instructed to disconnect the live outlets after a full discharge of
the batteries and run a time-delayed release to guarantee a minimum charge of the batteries..

WAKEUP If two UPS are running in redundancy mode, this custom RCCMD command can be used to

withdraw an RCCMD shutdown command

* Additional software may be necessary.
ki This feature may require additional equipment and accessories.
Fkk This function is only available to a limited extent: although some UPS systems fundamentally support the functionality,

they respond very differently to this job:
Some UPS systems accept and confirm this job but ultimately decide themselves about execution and timing.
Tutorial: Remote Command

Conditions to be met for using this function:

1. The sending device needs at least firmware 2.12
2. The receiving device must support the respective function and be able to provide the required peripheral devices.

"Remote Command" is a very powerful tool that allows all devices
of the CS141 product family to exchange information directly and
communicate to contact-controlled management systems, enabling
extensive networking within building management systems and to

Parameter

Host

exchange and respond to a switching status directly via the Fert 42
network: Verify
. Certificate

User

For example, a CS141 BSC does not provide external interfaces. Password
i iti i O show Password
With Remote Command, it is now possible to program the relays

of a SITEMANAGER, the outputs of a SENSORMANAGER or Remote
CON_R_AUX4 directly and thus automate a complex control Port ALY 1 .
system - all devices are now capable to coordinate each other via Number

LAN and contact wires and thus even most complex Command SetHigh (Cn) v

environmental control and monitoring is possible.
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How exactly does this job work?

With the command "Remote Command", the CS141 / BACS can communicate via LAN with other devices of the CS141 product
family and directly program supported devices like a GSM modem or Outputs ..

w
=
o
=
w
[ia

Popular problem:

The UPS and thus the CS141 are
isolated in the middle of the dead zone in
the basement. That's actually not
uncommon in case of a UPS or battery

However, there are other CS141s in the

- building, eg with a ON_R_AUX_4 or With "Remote Command", a CS141 /
system. Although you often still have even SITEMANAGER, that can manage BACS can communicate with any other
access via LAN, communication outputs and a GSM modem. Let's say, CS141 device and program interface
bepo_mes difficult with contact-controlled luckily both devices are connected via modules directly. This capability
building management systems. the LAN. effectively eliminates communication

blind spots within the network.

Actions are reserved for administrators: requirements and reservation clauses

The operating principle illustrates the power of this function as follows: There are numerous possibilities for integration into

existing building management systems including modern server infrastructures. To meet these custom specifications, this job
can be configured accordingly.

Parameter
Host nstname P address = Target IP / hostname of the device that
Port s shall trlggfer a.n action N
_ » = Communication port for this job

Verity Certificate 2 Is the certificate of the sender valid?
User

= Enter user and password: Only
Password sword administrative users are allowed to use

(0 Show Password this job!

= Show password
Remote Command AUX v = Define the function you want to trigger
Port Number AUX 1 v

= = Additional parameters, depending on

Command Set High (On) v

the function

In this screenshot, you can see that Outlet 1 has been switched in this case:

The target device will set the AUX outputt ol (@N)g and then execute the jobs assigned

to this local system event. - 4g<. ........ ,
ny

Even this little job provides many features for your network, e.g.:

1. inform a contact-controlled management system without pulling new contact
wires.

2. configure to this event a complete autonomic reaction behaviour, e.g. briefly
close output 2, then reset both contacts to their original state, etc.

3. In companion with RCCMD, create internal message Jobs to display pop-up
windows with system instructions for administrators.

4. trigger aumatic scripts and initiate preparatory server shutdown measures.

5. And do much more...

o REMOTE
COMBAND

Note: Any number of individual actions possible

Each CS141 is capable to contact a various number of other devices of the CS141 product family, and thus trigger actions
accordingly. Due to this capability, a CS141 can combine both LAN- and contact-based communication methods.
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Tutoria: WOL -The AMagi @ Packet

What i s tHaket’AMagi ¢

In principle, the "Magic Packet" is a standardized data packet containing 4xFF. This data packet is sent directly to the MAC
address of a network card. Most modern network interface cards support this basic function natively, but for more network
functionality, an operating system is usually mandatory.

Preconditions to be met for setting up a working WOL system restart:

1. Depending on your network configuration, these ports must be open:

Port 77 UDP
Port 91 UDP

2. Operating system and/or the hardware of the according target system must be configured to handle WOL-Signals.
Where is the configuration made on the target system?
In principle, there are two basic scenarios:
Configuration work at the operating system
It is possible to specify whether the operating system allows the "Magic Packet". If allowed, the operating system can
be configured to wake up from hibernation mode. The condition is, however, that the operating system is still running at
this point, albeit in some kind of deep-sleep mode. If the hardware is turned off physically or a complete power loss
happens, the hibernation state of the operating system is gone with the power loss.
Configuration work at the BIOS
In the BIOS setting, the reception of the "Magic Packet" is controlled directly via hardware settings - the network card
itself manages the reception and starts the hardware. However, as soon as the computer is just in a hibernation mode,
the hardware is not responsible to manage a restart - the hibernated operating system must trigger and manage the

wake-up. The network card will only start the hardware via WOL in case of a complete power loss during hibernation
mode.

Note:

Virtualized systems are a little bit awkward, because the network interfaces are normally virtualized: The Possibility to pass a
WOL signal through a physical network interface in order to start a virtual machine depends on the scope of functions the
virtualization solution itself provides. If in doubt, please contact the technical support of the corresponding virtualization solution.

OK, é but whichcaredautP ngs must be

That depends on what you want to achieve.

If your (physical) computer normally needs to wake up from hybernation mode, the network options of the operating

system must be configured to manage WOL packets. When the computer is usually switched off, powering up is

managed by the hardware. You need to configure the hardware:

If you want to ensure an identical result in both cases, then it is recommended to carry out both settings accordingly
3. Setting up the CS141

All devices of the CS141 family use colons as separators for the MAC address values.:

Example:

Job Send WOL v
Parameter
Port 9

MAC-Address

Password

Create multiple single jobs to power up different devices via WOL. It is not possible to set up one job with different MAC
addresses.
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Note:

Since the WOL signal is sent to the MAC address of a network card, the IP address and the subnet mask do not matter, as they
are used by higher system authorities. These higher network authorities must be up and running first. The port only becomes
interesting in case the WOL signal has to be routed across networks by a router to other network nodes. Usually port 7 or port 9
is used for this function, but you have to keep in mind that the ports are managed by the system administrator of the network
and can be freely adapted to his preferences and security approvals. In other cases, it is possible that the network hardware
may use a hard coded port number and blocks all other signals as a kind of intrusion. In case your WOL-Signal does not work,
check the local IT infrastructure if the WOL signal was filtered or blocked by other network devices.

UPS Shutdown definition

Why is the job UPS shutdown sometimes more complex than expected?

A UPS performs a UPS shutdown to protect the batteries from a deep discharge. The UPS is physically shut down and turned
off. The timing of this action, or how the UPS responds to an action triggered by a scheduler or via UPS functions, varies even
between models from the same manufacturer in addition, each manufacturer uses its own definitions to protect batteries. But
due to the fact the UPS has been physically turned off, counter events cannot be configured.

Configuring UPS Shutdown

Job LIPS Shutdowr v <2 Choose the job

Farameter

Time delay until system shutdown
Time delay until system restart

Shutdown Time

Restore Time

LN

Type Togale shutdown type

Shutdown time in seconds

Determines the duration the UPS remains operational before it shuts down automatically.

Restore time in seconds

When the main power supply is restored, the UPS waits for the preset value in seconds until it starts up again.
Type

With this setting the UPS will be turned off or turn on. Two different settings are possible:

1 The UPS switches off the outputs but remains in operational mode.
2 The UPS shuts down and turns off completely until main power is restored.

How to use the UPS Shutdown job
This job is not designed to simultaneously represent several different aspects of a more complex system shutdown. Depending
on the shutdown scenario, there may be multiple individual shutdown jobs depending on the parameters and required time
settings.
As an example, it is possible to use different jobs to complete the following sequence:

- Switch off outputs after 3 minutes

- Shutdown the UPS after 4 minutes

- Turn on the UPS 2 minutes after the main power supply is restored

- Activate the outputs 15 minutes later

Note that the shutdown time and the restore time must be correctly nested for both jobs.

In this case, enter either a 1 or a 2 depending on the desired event.

Search and display jobs

Event Jobs Log EMail EMail Trap RCCMD Shutdown RCCMD Message R

contains...

The Search function is a quick method to find jobs configured within events.
The CS141 provides two basic options:
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Event containsé
Search for a UPS event. By typing a part of an event all events according to the text fragment are listed.
Jobs

Lists events containing a number of jobs defined by this value. As an example, if you want to know how many events contain 3
jobs, enter 3. All events containing this number of jobs will be listed.

Configur e a Job

Press T at an event to open the job configuration dialog.

Job Log \

Different jobs provide different parameters to be configured

Example 1: Log i Enter the text the CS141 supposed to show at Event Log

Parameter

Text

Example 2: RCCMD execute i Due to the fact RCCMD needs IP address data, the parameters will change.

Parameter

1P Broadcast

Port 6003

Command |

Note:

The parameters adapt dynamically to fit to the according job. If the job type does not support a parameter, it will not be provided
for configuration.
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Wildcard parameters: Additional information about the system state

Parameter

Text
Select UPS Params

Host

Port

Message

|- Output voltage L1 in WV v| select

Input voltage L1 inV
Input voltage L2 in
Input voltage L3 in WV
Input current L2 in A

Input current L3 in A

Input frequency L1 in Hz

Input frequency L2 in Hz

Input frequency L3 in Hz

Qutput frequency L1 in Hz

O Immediately, output frequency L2 in Hz
T

Cutout freauency L3 in Hz

Choose the desired status information parameter and press select.

The CS141 will automatically insert the corresponding function in the text field. Select as many parameters as wanted one after
the other. In case of a corresponding function cannot be served because the according function is not supported by the UPS,
the message will show NA for not available.

Job timing

The CS141 provides many system events a job can be assigned to. Some jobs allow to configure advanced timing:

Timing

Immediately, once

After seconds

After seconds, repeat all seconds
After seconds on Battery

At seconds remaining time

Immediately, once

After XXX seconds:

Repeat all XXX seconds:

After XXX seconds on battery:

At XXX seconds remaining time:

as soon as an event happens, this job is executed at once and not repeated.

The CS141 will wait a pre-defined time in seconds and then execute the job. If the event
is no longer active before time is up, the job will not be executed.

The job is repeated cyclically until the event no longer is no longer active.

The event forces the UPS will switch to autonomous mode. The job will be executed if
the UPS remains a pre-defined time in this state. For example, if 300 seconds are set,
this job will only be executed if the UPS operates in autonomous reaches 300 seconds.

The job is executed when the remaining UPS operating time is reached or undershot.
Note based on the current load this time value becomes flexible.

Copyright of the European Union is effective (Copyright EU) (c) 2026 GENEREX Systems GmbH, Hamburg, Germany, All rights reserv9ed
TEL +49(40)22692910 - EMAIL generex@generex.de - WEB www.generex.de (This and all other product datasheets are available for download.)

104


mailto:generex@generex.de
http://www.generex.de/

v.2026-07-03 FW2.16-2.30

Time management of jobs

The time management of jobs to be performed is difficult since one has to distinguish conceptually between two different points
of view. The following example according to the event power failure illustrates the differences:

In case of a power outage, the UPS will take over the power distribution and protect the servers until ...

1. The batteries are depleted
2. Main power is available again

As soon as the UPS runs into autonomous mode, it will start two different timers:
A linearly advancing time in seconds starting at 0.

If a job is to be executed after 45 seconds, it will only be executed if the event is pending for at least 45 seconds. If the event is
terminated before, consequently, the job is not executed.

A relative clock that counts backwards depending on the connected load currently used.
This becomes tricky if the UPS operates with a load of 100%

If some of the machines connected to the UPS will be shut down after 3 minutes and cause the load to drop to 50%, it will take
effect this way: Because of the dropping load, the clock would jump from 4 minutes to 7.5 minutes.

Both methods to count come with specific advantages and disadvantages:
The first counter gives a clear time window to subsequent jobs but ignores the actual remaining time of the UPS:

If there are several small power failures in a row, a server shutdown would not work with a time delay of 5 minutes if battery
power is left to ensure power for a maximum of 4 minutes.

The second counter is difficult to calculate and varies depending on the current load. Consequently, there may be a time lag to
execute configured tasks: 5 minutes remaining time cannot be achieved over a longer period of time if the circumstances
increase the remaining time for example, some systems will be shut down at 7 minutes remaining time. On the other hand, a
predetermined sequence of events can get mixed up as soon as the circumstances reduce UPS uptime and cause normally
sequentially configured jobs to be triggered simultaneously.

Note:

Basically, a shutdown using remaining time is useful, since the actually existing battery charge can be included. If a special
order must be observed for jobs, it makes sense to use the linearly forwarding clock for scheduling.

Adding jobs to several events

Under certain circumstances, a configuration requires multiple events to be assigned to the same job. To do this, select each
event individually, and define the job for it.

To speed up the process select the events that should receive the same
> + ‘ Event job. Then click on the upper +.
contains... ) o o
By doing so, the same job is created inside the selected events.
> |« . @  Powerfail
> + o | Power restored
> - @ | System shutdown
> @ . @  UPSMAN started
> | @ . @ | UPS connection lost
Activating the checkbox at the top row will advice the CS141 to add a job
> | ‘ Event Jobs
. is to all events. To start the job configuration dialog, click +.
contains...
Delete a job

If system events are no longer used inside a configuration, administrators should remove these jobs to prevent unexpected
incidents.:

Delete a job

Open event tab by clicking >
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w

- @ + @ | Powerfail
' Job Type When Choose the job you want to do delete and press the small trash icon. The job
s m » | Log Periodic all 100s, immediately will be deleted immediately.

# o | » | RCCMD Trap Once, immediately

Delete all jobs within an event

- @ + @ | Powerfal To delete all jobs inside an event, select the checkbox of the desired event
‘ ' Job Type e tab. Thgn press the s_maII tra}sh icon. By doing so, all jot_)s listed inside this
event will be deleted immediately. Accidentally deleted jobs need to be
configured again.

o

# W » | Log Periodic all 100s, immediately

# | @ | » | RCCMD Trap Once, immediately

Note:

The CS141 allows to add, edit and delete any job. The event list itself is hard-coded and depends to the UPS you are using.
Events cannot be deleted or edited by any user.

Counter events

Some jobs must be explicitly withdrawn when an adverse event occurs:

- Informing responsible staff / issuing "all-clear" messages
- Further actions
- Advised server shutdowns

The configuration of a counter job follows the same process as creating a regular job.. According to this context, for some jobs
time management plays a significant role:

Since the UPS returns from autonomous mode to normal mode, it will take a lot of time to recharge the batteries in order to run
all jobs as configured.

Example scenario:

Due to a power failure the UPS has switched to autonomous mode and will hold all connected devices for 60 minutes at 100%
load.

With 30 minutes remaining, many computers automatically shut down, reducing the load to 20%.
The remaining time will be corrected upwards accordingly.

Because all systems were set to shut down at 5 minutes remaining, and the power failure ended at 6 minutes, normal operation
resumed.

In this case, the CS141 can restart all computers that were shut down to protect the remaining time via Wake on LAN (WOL).
CS141 provides with WOL a unique option for automated network restarts according to the relative UPS charge after a power
failure. In this scenario, if all connected computers were to be restarted automatically, this means that the UPS could withstand
20% load for 6 minutes at the next power failure - but 100% load must be delivered. Since this cannot work, the WOL packet
must be delayed in time to give the UPS the ability to charge a minimum of batteries.

Note:

It is possible to create up to 50 jobs per event. In some cases, individual jobs may contradict each other or accidentally undo
desired jobs by using counter jobs.

Copyright of the European Union is effective (Copyright EU) (c) 2026 GENEREX Systems GmbH, Hamburg, Germany, All rights reserv9ed
TEL +49(40)22692910 - EMAIL generex@generex.de - WEB www.generex.de (This and all other product datasheets are available for download.)

106



mailto:generex@generex.de
http://www.generex.de/

v.2026-07-03 FW2.16-2.30

Custom Thresholds

For this configuration step, proceed to the following menus:

= Devices = System tab: Devices
of Setup
= UPS
& Setup

= System menu: UPS

A Events < Ewvent handling configuration dialog
# Functions
Qe N WG 2 Custom defined system event configuration dialog

In some cases, UPS models allow you to customize Min Max
the limits for some UPS-specific events. Battery Voltage out of range 0 0

Input voltage P-N out of range a W o W
The CS141 supports these features if the UPS UPS Temperature — 0 c
provides such an option. Otherwise, you will be UPS Autanomy e . 0 "
informed by a corresponding system message. Battery Charge o S 0 .

Qutput Load

The configuration is done via two menus: Battery Symmetry

. Pas. /Neg.

- Custom Thresholds to define and
customize settings

- vent menu to assign jobs

Seconds on Battery greater than b o 5

+ @ || Battery voltage Threshold Warning Low Cn
+ @y | Battery voltage Threshold Warning Low Off

- fr | Battery voltage Threshold Warning High On

Differences between Warning and Alarm Levels

The Custom Thresholds are identical for Warning and Alarm Levels - but they are listed separately in the UPS event menu.
Furthermore, they will be listed inside log files as a Warning or Alarm.

This allows to configure warning and alarm behavior containing different values.
These conditions can be set up:

out of range the event i regardless of alarm or warning - is triggered if the measured value falls below or exceeds
entered values.

less than the event - regardless of alarm or warning - is triggered if the measured value falls below configured values.

greater than the event - regardless of alarm or warning - is triggered if measured value exceeds configured values.

Example: How to configure UPS temperature Custom Thresholds

Electrical devices operate safely between a minimum and a maximum temperature grade. Running a device exceeding these
conditions may cause issues. These issues may vary starting from simple defects up to acute fire hazards.

In order to be able to intervene in time, therefore, a predetermined temperature value must be compared with the measured
temperatures.

As an example, the manufacturer of a device specifies the "safe operating temperature” between +5 °C and +39 °C:

The CS141 can be configured to warn if these values will be exceeded i the condition out of range first defines the safe
temperature range.

As mentioned, two menus are required to configure Custom Thresholds:
- Custom Thresholds:

The first setting is made under Custom Thresholds where the appropriate values are set.
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Warning Levels
Min Max
Battery Voltage out of range 0 v 0 W
Input voltage P-N out of range 0 W 0 W
¥/ UPS Temperature out of range 10 “C 34 C
UPS Autonomy lsee than 0 m

Enabling the checkbox UPS Temperature will include measuring values according to the UPS. For the argument out of range
you need to specify both - the lowest temperature value and the highest temperature value.

Note:

Since this is the warning, it should be sent before reaching critical values. Due to the fact the minimum of + 5° C and a
maximum of + 39 °C is predefined by manufacturer, the values for warning levels must be corrected accordingly. In this example
the decision is made to use 5°C:

Save your entries and move to the next menu:

- UPS events

Search for temperature threshold entries in the UPS events i after enabling at custom thresholds, these menu items will be
displayed at the UPS events:

? o @  UPS Temperature Threshold Warning Low On 1 1 0 0 {
b2 o @ | UPS Temperature Threshold Warning Low Off 1 1 0 0 {
> + @ | YUPS Temperature Threshold Warning High On 1 1 0 0 |
? - @ | UPS Temperature Threshold Warning High Off 1 1 0 0 {

Since Custom Thresholds can be configured like regular UPS events, all jobs are available. If necessary, counter jobs can be
defined according to temperature.

Setting up Alarm Levels

Alarm Levels
Min Max
Battery Voltage out of range 0 W 0
Input voltage P-N out of range 0 0
</ UPS Temperature out of range 6 °C 38 °C
LIPS Autanamu n m

The alarm levels represent an escalation level and, if necessary, should trigger emergency measures, the values must be
adjusted accordingly to warning levels.

> e @ | UPS Temperature Threshold Alarm Low On 1 1 0 0 {
> e @ | UPS Temperature Threshold Alarm Low Off 1 1 0 0 {
> - @ | UPS Temperature Threshold Alarm High On 1 1 0 0 ]
> - @ | UPS Temperature Threshold Alarm High Off 1 1 0 0 {

Please note, since the condition for an alarm is fulfilled in addition to existing warning levels, configured jobs can be executed in
parallel, overlap or even contradict or cancel each other out.
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This excerpt is an example. Depending on the UPS model and manufacturer, the list may vary in both naming and functionality.
The sample list below displays the custom threshold list of the XANTO 2000R from the manufacturer Online:

Battery Voltage
Input voltage P-N
UPS Temperature
UPS Autonomy
Battery Charge
Output Load

Battery Symmetry
Pos./Neg.

Seconds on Battery

Min Max

out of range 0 v 0 v
out of range 0 v 0 v
out of range 0 c 0 c

less than 0 m

less than 0 %

less than 0 %
greater than 0 v
greater than 0 =

Battery Voltage out of range XX Vi XXV

Input voltage P-N out of range XX Vi XXV

UPS Temperature out of range XX°C 1 XX°C

UPS Autonomy less than XX m

Battery Charge less than XX %

Output load less than XX %

Battery Symmetry Pos./Neg. greater than

Seconds on Battery greater than XX s

Batteries are sensitive to voltages, high voltages and deep discharges can
permanently damage them. This value can be used to warn in good time
when the entered range is left.

On request, some UPS systems offer measurement data of the input voltage.
This value can be used to implement an alarm response to voltage dips or
overvoltage on the main power input.

Some UPS systems provide internal temperature sensors to measure device
temperature values. This value can be used to define an additional alarm
behavior based on the temperature values that the UPS supplies.

in some cases, it may be useful to define additional alarm behavior about the
remaining time a UPS ensures emergency power in autonomous mode - as
an example if defined jobs depend on a configured time delay

and due to several short power outages in a row, time is available.

An emergency behavior scenario could be an alarm-triggered shutdown of
systems.

If a UPS comes back from autonomous operation to normal mode, it will
automatically start to recharge the batteries. This may last some time. In case
of several short power failures in sequence, an additional early warning
behavior can be defined using this value.

Some UPS systems provide real-time measurements of the current load.

In case of the UPS switches to autonomy mode, normally non-vital systems
will be shut down as soon as possible. Due to the fact that the output load
differs when systems will be shut down, this value can be useful for
confirmation or advisory behavior.

Some UPS systems use the positive and the negative half wave of AC to
charge batteries. This setting defines the alarm behavior if the positive and
negative battery strings are not loaded evenly.

In some cases, a voltage drop is recorded, for example when large industrial
plants are put into operation. In some cases, it may happen that a UPS
switches to autonomous mode for one or several seconds. With this value, an
additional warning could be realized to verify a "genuine autonomy case".

Note:

Pay close attention to the arguments associated with the thresholds:

Greater than, less than, in range, out of range - since arguments are taken literally as a condition, the warning and alarm
behavior will be done according to the configuration:

As an example, if the output load warning is less than 67%, it will also issue a warning if it drops to 43%. On the other hand,
67% will not warn due to the fact the value has to be below 67%
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Tutorial: Custom Thresholds

Problem description

Although the CS141 recognizes the UPS correctly, contactors are to be activated via potential-free contacts. This shall switch off
external devices as soon as the charge of the batteries drops below a configured value.

This configuration can be realized indirectly:

If a CON_R_AUX4 is connected to CS141, the potential-free outputs can be used to control the contactors - it is possible to

v.2026-07-03 FW2.16-2.30

switch through (ON) and block (OFF). This will allow to implement the control of the contactors without tricky issues.

It will be difficult if the UPS does not offer suitable events:

As a consequence, these events are not displayed inside the
UPS event menu. Using Custom Thresholds will allow this
configuration:

Warning Levels

Min

Battery Voltage out of range 0 v 0
Input voltage P-N out of range 0 v 0
The key to this configuration is the fact this function depicts a UPS Temperature autofrange 0 < (o
user definable job as a UPS event: uPS Autonomy iess than 0 m
I ¥ Battery Charge less than 0 % I
Setting 71% for Warning Levels and 61% for Alarm Levels, you Output Load greater than 0 %
can subsequently assign appropriate behavior in the UPS Battery Symmetry greater than 0 v
events: Fosmes.
Seconds on Battery greater than 0 s
- if the battery charge drops to 70%, the first devices Alarm Levels
are switched off. i e
- If the battery charge drops to 60%, the next devices Battery voitage st ange N D '
are turned off. The counter events are set to Warning Input voltage P-N outof range v 0 v
OFF or Alarm OFF. UPS Temperature c [o c

out of range
UPS Autonomy less than -

As the batteries are charging, the devices should start after | # eaery cnarge

battery charge reaches similar values for shutdown.

less than M

Output Load greater than M

ENET BN CHEGHENE]

Battery Symmetry
Pos./Neg.

greater than v

- From 61% the first device list will be switched on
- From 71% the second device list will be switched on.

Seconds on Battery

Cancel

greaterthan v 0 B

Since there is no AND connection to the Power Fail, there are
basically two possibilities to run these jobs:

1. Once
2. Repeat as long as the event is active

Note you have a difference of 1% between ON and OFF. Due to the fact the value needs to drop below the values, it is
technically not possible to switch exactly ON and OFF at 70% or 60%. A decision is needed whether you wish to switch ON the
devices at 60/70% or OFF

You need to define your jobs exactly:

Turning off the same devices at 70% and to ON position at 61% could cause conflicts between events and jobs, devices should
therefore be consistently configured separately

What will happen between 0% i 71%

Depending on the configuration, independent to any power fail the devices will stay off, shutdown or restart between 0% and
71% battery charge. Above 71% the devices will run as long as no power fail will cause the battery charge to drop at 70%. Since
the current load has no influence on the percentage of battery load, the flexible remaining time does not affect this setting. The
percentages of the current battery charge are basically used.

Note:

A detailed description of the CON_R_AUX4 can be found at chapter Sensors

CS141 as RCCMD Server device

What is RCCMD?

RCCMD (Remote Console Command) is the world's most successful shutdown client for heterogeneous networks and is the
safest way to initiate a variety of messages and shutdown sequences from the UPS. The RCCMD clients listen on port 6003 for
an RCCMD server, which is generally part of a UPSMAN software, a CS141 or RCCMD-licensed UPS manager

An RCCMD server controls the RCCMD clients in the network in the event of a UPS alarm. The range of functions ranges from
notices and notifications to an orderly shutdown of a multiple server environment where mutual dependencies must be
considered.
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Note:

The RCCMD client is not freeware; a separate license is available and can be obtained worldwide from licensed resellers, OEM
partners or directly ordered at www.generex.de. The license itself is unlimitedly valid, the service scope includes 2 years of free
updates from the date of purchase.

Available RCCMD commands for the CS141

As mentioned, CS141 provides an RCCMD server.

The RCCMD commands are defined as jobs via the system events. There are four different categories available:

Job

Parameter

Text

Timing

Add Job to Event System shutdown

Log v
EMail
EMail Trap

RCCMD Shutdown
RCCMD Message
RCCMD Execute
UPS Shutdown

RCCMD Trap

Send WOL

| senasms

Immediately, once

After
After
After
At

o JE

seconds
seconds, repeat all seconds
seconds on Battery

seconds remaining time

C RCCMD Shutdown

The RCCMD shutdown sends a signal to an RCCMD client. The
RCCMD client advice the server to initiate the shutdown sequence.

Cc RCCMD Message

An RCCMD message is a notification text that can be sent to an
RCCMD receiver. This text will be displayed on the screen using a
separate message box.

Cc RCCMD Execute

If scripts have to be executed in advance for a shutdown, they can
be triggered by using the execute command. RCCMD offers not only
ready-made commands but also the possibility to start own scripts.

c RCCMD Trap
Trap messages are pure informational messages that can be sent to

RCCMD clients. The client receives these text messages and
displays them inside a pop-up message box.

Note:

An initiated RCCMD shutdown cannot be withdrawn. However, within the RCCMD client, you can also define so-called
redundancies and limit IP addresses that are authorized to send an RCCMD signals. By doing so, as an example, two UPSs
need to advise a server shutdown. In this case the RCCMD execute wakeup will withdraw a server shutdown command.
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Configure an RCCMD-Job

RCCMD uses IP addressing to communicate within a network as well as a single network segment.

the following parameters can be adjusted:

Add Job to Event Powerfail

Job RCCMD Shutdov  * = Job selection
Parameter
IP Broadcast = Send Broadcast messages
= |P address of a chent
Port 6003 = Configured port to be used
Timing = Job timing
- Immediately, once
After seconds
After seconds, repaat all
seconds
After seconds on
Battary
At seconds remaining time
Cancel = Save settings/ abort configuration

Set up IP address for RCCMD
Broadcast messages

Activating this checkbox will trigger an RCCMD broadcast job to be sent. Each RCCMD client installed in this network segment
is addressed and responds by shutting down and turning off the computer. There is no distinction between host, virtual machine,
single server or workstation.

Limiting IP addressing

A broadcast message is not always the best method for shutting down networks...

To address a particular machine within your network, enter the IP address of the device. In fact, only addressed computer -
physically or virtual devices - will receive the RCCMD message.

The CS141 provides both:

creating a single job for each RCCMD client as well as combining several IP addresses to create a device group job.

Parameter
IP Broadcast
192.168.3.1
Port 5003 Parameter
IP Broadcast
é One ] ob one | P address K 19216831192165318195168345]
' Port 6003

é s e v e-ndaresses ® configure a group job.
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For several IP addresses, please ensure the correct syntax: 192.168.3.1,192.168.3.18, ...

The IP addresses will be written without space between the individual entries. Otherwise, you will receive a corresponding error
message.

Note:

Broadcast messages and individual IP addressed, or collective addressed messages are mutually exclusive: You can configure
the RCCMD client to accept commands by single IP addresses. But the client cannot be configured to differentiate between a
broadcast message and a single message. If you want to shut down devices and device groups first and then send a broadcast,
you need to create several jobs with a corresponding time delay.

Port selection

As a default port, RCCMD uses port 6003. The
RCCMD client is listening on this port for a valid Parameter
RCCMD command.

. . IP Broadcast
If your RCCMD client has been assigned a

different port during installation and
configuration, ensure sender and receiver are Port 6003
using the same ports.

RCCMD Job Timing

The CS141 provides many system events a job can be assigned to. Some jobs allow to configure advanced timing:

Timing
. Immediately, once
After seconds
After seconds, repeat all seconds
After seconds on Battery
At seconds remaining time

- Immediately, once
The job runs immediately when the event occurs.
- After XXX seconds:

The CS141 waits a preset time before executing the job. If the circumstances change and the job would then be
obsolete, it will no longer be carried out

- Repeat all XXX seconds
The job is started after a preset time and then repeated cyclically until the event is no longer pending or the
circumstances make it impossible to execute - for example, if the UPS batteries are exhausted and the UPS has
switched itself off to prevent deep discharge.
- After XXX seconds on battery
The job will only be executed when the UPS is running on battery in autonomous mode for a preset value in seconds.
- At XXX seconds remaining time

The CS141 only executes this job when the general remaining running time has reached a certain value in seconds.
Since the value can shift with a real load attached, it is possible that this condition can be achieved several times. This
happens, for example, when the general load drops due to a machine being shut down and the remaining running
time is again above the set value.
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RCCMD commands

Der RCCMD Shutdown

Parameter

IP Broadcast
192.166.3.1

Port 6003

The RCCMD shutdown is predefined and advices the addressed RCCMD client to shut down the operating system and turn off
the device. Adjustable options include broadcast, sending to individual IP addresses and the port used for RCCMD.

The RCCMD Message

Parameter
Text Am Brunnen, vor dem Tore, da steht ein...
IP Broadcast
192.168.3.15
Port 5003

The RCCMD message is a text message that can be defined freely. The text box automatically shifts with the entered text as
soon as you reach the right margin. This message will then appear as an alert on a computer the RCCMD client is installed to.
RCCMD also displays a warning box on the taskbar.

RCCMD Executes

Parameter

IP Broadcast
192.168.3.1

Port 6003

Command hallowelt bat

An extensive feature within RCCMD is the possibility to run own executables and batch files on a target computer.

This function is useful if scripts have to be executed right before a shutdown is triggered. It is necessary to move the file to be
executed to the installation directory of the RCCMD client. Afterwards, the CS141 provides to execute this script directly.

Note:

The screenshot shows the command helloworld.bat has been entered. In this case, the RCCMD client on the PC with the IP
address 192.168.3.1 would try to start the file hallowelt.bat directly. If you want to use other directories, you need to specify
them accordingly:

C:\skript\helloworld.bat

Please note, it is tricky to run a script on a PC that shall trigger scripts on a third device.
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RCCMD Traps

RCCMD traps are pure messages that are intended to inform about the current status of the UPS. A special data packet is
generated, which can be received, read and interpreted by the corresponding programme.

Setting up Trap parameters

Parameter

Text Message

Select UPS Params | Output voltage L1in Vv v | select
Host Input voltage L1 in V

Input voltage L2 in WV

Input voltage L3 in V

Port
Input current L2 in A

Input current L3 in A

Input frequency L1 in Hz
Timing Input frequency L2 in Hz
Input frequency L3 in Hz
- Cutput frequency L1 in Hz
@ Immediately, oytput frequency L2 in Hz
~ . Outout freguency L3 in Hz

Select the desired parameter and press Select. The CS141 will automatically insert the corresponding function in the text field.

You can select as many parameters as you like one after the other. If the corresponding function cannot be sent because the
UPS cannot provide this data or the necessary additional hardware is not connected, the message is inserted accordingly with a
NA (Not Available) instead of the value.

Tutorial: Case study about us ing the event handling
The entire event handling process starts with a crucial question:
What do | want to achieve in the first place?

The problem is that with increasing complexity, correspondingly complex process chains can arise, which - and this is a catch -
can also contradict each other. A good example of this would be a computer that simply restarts itself after a malfunction, even if
it has been switched off manually. The CS141 can also send a so-called "magic packet”, either time-controlled or when certain
events have occurred:

Example:

1. Incase of the UPS charge is less than 30%, the computers should be switched off.
The configuration would be able to be mapped both, via the Custom Thresholds as well as depending on remaining
uptime.

2. Ifthe charge is more than 70%, the computers should be switched on automatically.
This configuration can easily be mapped via the custom thresholds.

The difficulties start the moment a repeat function is set up in the job timing to, for example, 180 seconds. The configuration
would change its character accordingly:

As soon as 29% or less charge is in the UPS, all computers would be shut down every 3 minutes - Which is correct, because
nothing is supposed to be switched on anymore. The trigger is less than 30%, so mathematically from 29%... If any user actually
wants to simply switch on his computer again, the thing simply goes off again.

Conversely, however, it is difficult to have the computers switch on every 3 minutes because there is more than 70% charge,
mathematically from 71%. In this case, the CS141 would switch on all affected computers every 3 minutes until the frame
condition was no longer fulfilled. The computers would receive the start command via Wake On LAN every 3 minutes at the
latest and consequently implement it. For the user in front of the computer, this would be a phenomenon that is very difficult to
explain:

He has finished work and presses shutdown on his "Windows". And the computer has the cheek to start up again about 1-3
minutes later at the latest and then runs all night.
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From a configuration point of view, item 1 may of course be repeated every 180 seconds, while item 2 must be configured as a
one-time event.

The subtle difference between relative and absolute - Planning the shutdown time

To avoid such confusion, it is essential to plan the shutdown and, if necessary, the system start-up accordingly.

Min Max
© Konfiguration Battery voltage out of range 0 v 0 v
A Ereignisse UPS Temperature out of range 0 (o] 0 c
# Funktionen Input voltage P-N out of range 0 v 0 v
A Custom Thresholds Seconds on Battery greaterthan v 0 s
> Dienste Battery Autonomy less than T 0 m
= Sysiem
~ ¥ Battery charge less than v 30 %
9 Uber
& Allgemein Output load greater than v 0 %

if in use, batteries lose their charge and if a battery only has 56% charge left after main power returns, well, this is foremost an
absolute fact. Another argument is:

- Battery charge less than 30%
When the measured value of the battery charge drops below 30%, the event is pending.

Relative to this, it is possible to calculate how long the batteries would last - to do this, take the current consumption and
compare it with the maximum value at 100% capacity.

Simple speaking:
Idealised, we assume that 10 computers generate 100% load and about 1 hour of uptime can be guaranteed:
- - 10 computers can be supplied by the UPS for 1 hour

0  50% can be count as 30 minutes more /less
0  25% can be count as 15 Minuten more /less

And you may say, at about 30% charge, there is about 16 i 20 Minutes remaining uptime in case of all computers stay alive.
Now, if you decide at 50% battery charge to switch off 5 computers, the entire calculation will change:

- The battery charge is still at 50%, this is a fact
- In mathematical terms, however, only half would be consumed, which would pull the remaining time available back up

by the corresponding value.

In practice, one could now calculate: If all computers were running for half an hour and then you switched off 5 of 10 computers,
the remaining computers could still run for about an hour because the load has halved. The battery charge doesn't care in this
case: the value continues to fall in any case - just correspondingly slower, because less is consumed.

So if one is planning a shutdown now, one can proceed as follows:

After 5 Minutes, switch off computers

Switch off computers, of 25 minutes are left

At XXX % battery charge, shut down all computers

At the UPS Event batteries depleted, at once shut down the entire network

PwhPE

As you can see, there are many scenarios and interesting points of view to carry out a server shutdown timing.
- Maximize the computer usage
After 60 minutes, all computer are off.
- Shutdown depending on priority

The unimportant devices are shut down immediately so that important devices can work longer. Depending on the
number of devices shut down, the available runtime changes dynamically.

- Staggered shutdown to carry out a compromise between uptime and possible runtime

The computers are shut down in staggered sequences so that the most important devices are running until the end
and the total outage is as low as possible.
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In this tutorial, the staggered shutdown is chosen because it best explains the possibilities and options.

Main power fail, Second 0

Add Job to Event Powerfail

Job R dessag:

Parameter

Host

Port

Zeitpunit

Sofort, einmalige Ausfiihrung
Mach Sekunden

Mach Sekunden, wisgernols ale
MNach Sekunden auf Batterie

Bei Sekunden Restiaufzeit

Text Achiung, Stromaustall, EDV wird in Kirze

sekunden

Main Power Fail, Minute 5

Add Job to Event Powerfail

Job RCCMD Message

Parameter

Text hre Gerate werden in 3 Minuten
Host Broadeast

825192 16826

Zeitpunke

Sofort, einmalige Ausfiihrung
®  Nacn 500 |Sekunden
Nach Sekunden, wiederhole alle
Nacn seunaen aur Bauenie

Bel Sekuncien Restiautzeit

Sekunden

Main Power Fail, Minute 8

Add Job to Event Powerfail

Job RCCMD Shuldown

Parameter

Host Broadeast
19216825192 168.26
Port

Zeitpunkt

Sofert, sinmalige Ausfiihrung
MNach 480 Sekunden
O Nach 480

Nach Sekunden auf Batterie

Bai Sekunden Restiaufzeit

Sekunden, wiederhols alle 30

Sekunden

Part 2 i _important devices

Die USV Ubernimmt, es sollten aber alle Nutzer informiert werden:

Since, in this case, an RCCMD client is installed on all computers, select the job RCCMD
Message and have it executed at the time "Immediately, one-time execution".

This means: Immediately after the power failure has been detected, all RCCMD clients
are informed about the problem via broadcast. (Remember to enable UDP support for
RCCMD or a broadcast will not work)

At first, nothing happens because the UPS can supply all devices with power.

The unimportant devices shall be shut down

If the power failure has not been removed after 300 seconds, the next job is
triggered. A notice for the two computers with the IP addresses 192.168.2.5 and
192.168.2.6 that these devices will be shut down in 3 minutes.

This provides the users enough time to save their data.

If the power failure is over in the next few minutes, this shutdown will not be carried
out.

The CS141 gets serious:

After 480 seconds or 8 minutes of power fail, the first computers are switched off by
RCCMD commands.

The computers receive the signal and shut down the operating systems and then
switch off completely. Consequently, the required power decreases and can be fed
to other devices with higher priority, which can thus run longer.

As the administrator knows "his" users internally, he also sets up that the shutdown
is repeated every 30 seconds until the end of the power failure. If a user turns his
computer back on, it is switched off again as soon as possible after the start.

The first 10 minutes were allocated, 8 minutes to initiate the shutdown, and 2 minutes to carry out a shutdown. Mathematically,
50 minutes remained. However, since two loads have now been disconnected from the mains, there is less load on the UPS,
valuable time that can be added back mathematically. In this case, the CS141 calculates how much time remains for the
remaining computers and corrects the value upwards.
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The next 3 computers should run for a long time, but not exceed a maximum time:

Add Job to Event Powerfail They are to be shut down as soon as the UPS can only guarantee 30 minutes.

son RCEMD Shutdown ; Mathematically: 20 minutes + the time that comes from the units that have already
been switched off.

Parameter

Host Broadeast The peculiarity here is in the observation:

Fort ; The computers in Part 1 were programmed by stopwatch. If the UPS gives up

before then, the units will fail.

Zeitpunkt
sofort. einmalige Austihrung With the important units we want to prevent this, so we go by the determined
Nach 480 Sekunden, wiederhole alle 30 Sekunden remalnlng tlme

Nach Sekunden auf Batterie

® B 1800 | sekunden Restiautzei This counter will work differently - when the power failure occurs, the maximum
runtime is determined in relation to the load and then counts down dynamically to
0. If the load changes, the available runtime is dynamically corrected up and down.

In this case:

These devices would normally have 30 minutes before shutting down. Due to the fact, other devices were switched off
independently for this job after 10 minutes, the timer is adjusted upwards. As a consequence, these computers will stay alive
longer than "30" minutes.

Main Power Fail, after 34/35 Minutes

The next devices were shut down automatically. The remaining battery charge should be about 50%, but only half of the
computers are still running. The remaining time is thus corrected upwards again based on the following calculation:

If all devices were now on, the UPS would last 30 minutes.

However, since half of the devices are switched off, half of the value calculated for the entire runtime is corrected upwards again
- so there is a (mathematical) total of around 60 minutes available for the remaining devices.

Due to the fact, the whole shutdown thing happened in sequences, the total running time of 60 minutes is stretched far forward:

- 8 - 10 Minutes at full load
- 20-25 minutes because of excluding nonessential computers
- 60 Minutes remaining time for the core computers left

So, the normal case has been stretched from 60 minutes to theoretically over 90 minutes - and after 60 minutes you still have
half an hour before things really get critical. Of Course, it must be admitted, that this is an idealized calculation and estimations,
but not absolute numbers. But they show what a UPS can do if the configuration is well-doneé

Under Powerfalil there are 4 different jobs that automatically structure a time-controlled shutdown. These could now theoretically
run until the Batteries depleted event (not recommended, is the last sign of life from the UPS) occurs and then a final RCCMD
job is configured for the shutdown of the remaining devices.

Why this calculation should be viewed with caution

At first everything looks fine, but what if now there are several power outages lasting no less than 6-7 minutes in total? In this
case, this would have fatal effects on time management:

1. The two least important computers would get a warning every time, but never shut down
2. The UPS would run at full load all the time, and then shut down the three more important devices
3. The operating reality does not fit the expectations at 50% UPS charge.

The reason is that one job uses a counter that is reset to 0 each time main power returns, while the other job uses a counter that
takes depends on the calculated remaining based on the current load. As soon as the remaining 30 minutes of running time
have been reached, the 3 important devices are immediately shut down, while the least important devices were only warned.
Taken to the extreme, it can even happen that the two least important computers run to the point of total power failure, stealing
valuable minutes and seconds from the core systems that would have taken them to shut down.

Especially in the last few minutes of operation of a UPS, when it reports batteries depleted, it is noticeable whether 5 or 7
devices are running. Batteries depleted means the UPS will switch off to prevent battery damages - it is not clear how long a
UPS will grant uptime at this operating state. This is annoying because you are guaranteed to have tried the optimal emergency
shutdown and know that it should work, and then this "hiccup" occurs in the main power connection during the last few minutes
of operation.
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Part 3: Information and backup shutdown

This is where the custom thresholds come into play as a second network for information and shutdown: The custom thresholds
do not work with any time information, but with real measured values.

C  Ifthe battery still has 50% charge, then that is a fact...
C  How quickly this 50% is used up is not part of this configuration method.

In principle, the custom thresholds have two states

- On: The conditions are met, the warning or alarm is pending.
- Off: The conditions are not (no longer) met, the warning or alarm is off.

The event is the change between two states:

- It will be switched ON.
- It wil be switched OFF.

The key point is that you have to think about how to handle the warning beforehand:

Battery Autonomy less than ¥ 0 m
¥/ Battery charge less than r 41 Yo
Pyt e s el marm st e - (i oy

Taking "less than" as an argument, the warning or alarm will be turned on when the value falls below a certain value. Using
"greater than" as an argument will turn on the alarm because a value has been exceeded.

We want to prevent the last few minutes of operation of the UPS from only running the computers that are really supposed to be
running, so it must be ensured that both unimportant computers are switched off and - because it is possible - also to be
informed about the current state of charge

Under Custom Thresholds, enable Battery charge with the argument less than 41%. So as soon as the 40% is displayed, there
is an active warning, which is automatically displayed in the UPS events:

= -+ @ | Battery charge in Percent Threshold Waming Cn 1 1 0 0 0
Job Typ Wann Parameter
# W »  Log Einmal, sofort {"text"-"Information: Battery charge in Percent Threshold Warning On"}
= -+ @ | Battery charge in Percent Threshold Warning Off 1 1 0 0 0
Job Typ Wann Parameter
# W »  Log Einmal, sofort {"text"-"Information: Battery charge in Percent Threshold Warning Of"}
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Jobs that must be configured:

The general warning

First of all, you can create a mail job here:

‘Sekunden

Add Job to Event Battery charge in Percent Threshold Warning
on
Job EMail
Parameter
Empfanger notfall@meinedomain.de
Text wamung! 40% USV-Ladung Restiaufzei]
Verwende Text als Betreff
Ereignisprotokoll
Datalog
Zeitpunkt
O Sofort, einmalige Ausfihrung
Nach Sekunden
Nach Sekunden, wiederhole alle
Nach Sekunden auf Batterie
Bei Sekunden Restlaufzeit

v.2026-07-03 FW2.16-2.30

This is a strong reminder that the 40% charge UPS slowly needs to be taken
seriously. This warning is just an information:

The point is that the staff is

- Be informed

- The issue remains traceable

- There is a life sign from the UPS
- Any event logs are backed up
And so

forthe

You can also set a log entry here as a job, which indicates that all devices
have been shut down correctly, or what is due next, e.g. Log entry: 40%
charge remaining in the UPS -starting core system shutdown.

The next job ensures in this case that only what is supposed to run stays alive:

Force immediate shutdown of non-essential computers:

On

Job RCCMD Shutdown

Parameter

Host Broadeast

192.16825.192 168 26
Port 6003
Zeitpunkt
O Sofort, einmalige Ausfihrung

Nach Sekunden
Nach Sekunden, wiederhole alle
Nach Sekunden auf Batterie
Bei Sekunden Restlaufzeit

Add Job to Event Battery charge in Percent Threshold Warning

Sekunden

This job is created in order to switch off the unimportant computers at 40%
remaining runtime and to divert the available emergency energy to the
remaining devices accordingly. In principle, this is the same job that was
also triggered with Powerfail, but the conditions differ. This shutdown is
triggered restrictively because the battery capacity has dropped to 40% and
represents therefore a second shutdown condition:

Condition 1: There must be a power failure for at least 8 minutes. This
shutdown instruction will be repeated every 30 seconds until the issue is
resolved.

Condition 2: Because the Battery capacity drops to 40%, computers shut
down.

If you want to inform your users at this point why this happened, you could
first send an RCCMD message with the note:

Power failure, 30 seconds until shutdown and delay the RCCMD shutdown
job accordingly, based on the previous model.

The computers classified as more important are shut down over the remaining runtime of the UPS. If the worst comes to the
worst and the regular shutdown sequence fails, it can happen that these are the first to be shut down. In any case, you can be
sure that with a 40% charge everything should now work again as planned - it was originally planned and calculated for a

remaining charge of 50%.

The finale: The core servers

These devices have not been considered further so far - they would currently run until the UPS performs its own shutdown and
the emergency power fails. The consequences of this action would vary greatly depending on the server, from data loss to
software and operating system corruption. In this case, there are beneath the standard Job with timing different ideas to
preparing for this (they shall run until the last seconds):

1. About Battery weak/depleted/low (the exact term depends on the UPS)

This is a status issued by the UPS indicating that the batteries are about to run out. It is difficult to predict when a UPS
will actually stop operating after this status has been issued; Because of it's nature, a CS141 should only use this for
information and logging or some quick action.
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2. Viathe custom threshold Alarm battery charge less than xx %

The warning has already been used, to ensure that all devices are in the correct operating state, you can activate the alarm

state here to plan your own shutdown based on the charge percentage.

Both options lead to the goal, but are very different:

Option 1: is not recommended, since a UPS is very unreliable in the last few minutes, since it decides for itself when the point is

reached, since it will switch off. However, if you know your server and how the react to a sudden death issue, you may give it a

try.

Option 2 is plannable because the UPS Battery charge state is a fix system status.

In our example, we decide to use the custom thresholds and first take the Battery charge less than 15% alarm - mathematically,

this would mean that the computers in this constellation would continue to run for about 30 minutes:

I-lHII.:I_" HHI.UIIUIIIJ' == LITZTT o T
#| Battery charge less than v 13 %o
Output load areater than ¥ 0 i

Now you have to think about the following.

How many minutes do the servers take to shut down?

How much time should be available as a buffer?

Do certain scripts have to be run before the shutdown can be initiated?
If scripts need to run, how long do they take?

Bl e

Such a list can be very long and may have to be created individually for each device.
Ideally, we start from this consideration:

- Each server takes 3-4 minutes to shut down

-One server needs a dAkill scripto that takes 6 minutes to run.
- 5 minutes reservation for unexpected things should be included.
From this it follows:
1. The kill script and its server need 10 minutes to shut down + 5 minutes reserve = 15 minutes before the end, the
shutdown must be started at the latest
2. The other servers should be shut down 10 minutes before the end.
So you do a rough calculation: 15% = 30 minutes, 7% = 15 minutes so the last shutdown sequences start somewhere at 12%.
Battery Autonomy less than ¥ 0 m
¥/ Battery charge less than v 13| %o
([ TRL I A0l WP T T | P o | ey - al 114
So as soon as the 13% is left, the alarm is active. The alarm area can now be found in the UPS event menu:
- + @ | Battery charge in Percent Threshold Alarm On 1 1 0 0 0
Job Type When Parameter
S o |» | Log Once, immediately {"text""Information: Battery charge in Percent Threshold Alarm On'}

> 4+ | @ | Battery charge in Percent Threshold Alarm Off 1 1 0
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Command 1:The kill scriot

Add Job to Event Battery charge in Percent Threshold Alarm On

Job RCCMD Execute M

Parameter

Host Broadcast

Port

Command ykillerskript baf

Timing

0 Immediately, once

After 180 seconds
After seconds, repeat all seconds
After seconds on Battery
At seconds remaining time

ﬂ cancel

Command 2: Die last shutdowns

Add Job to Event Battery charge in Percent Threshold Alarm ©n

Job RCCMD Shutdown v

Parameter

Host Broadcast

192.168.2.11,192.168.2.12,192.168.2.13,...

Port 6003

Timing

Immediately, once

O After| 180| seconds
After seconds, repeat all seconds
After seconds on Battery
At seconds remaining time

E cancel

v.2026-07-03 FW2.16-2.30

With this command, the kill script is started directly on a target
computer, just copy it into the RCCMD installation directory:

In this case, the RCCMD client checks whether the file exists and
starts it with the local administrator rights that are in this directory.

The operating system starts the batch file accordingly as a
background process - you will normally not notice anything in the
frontend.

To ensure that no second command interrupts the script and shuts
down the computer, this script should ideally run a shutdown script
itself as its last action.

Accordingly, the last command must of course not be a broadcast
but must be passed to the last 4 computers.

This shutdown is aimed at the last 4 servers that are still running:

It is important that the Battery charge in Percent Threshold Alarm is
on.

One of the 5 servers comes with its own shutdown and takes about
10 minutes, in this case the others have been instructed to shut
down with a delay of 3 minutes (180) seconds via a collective job.

Mathematically, all servers shut down shortly before the end of the
UPS autonomy time.

The event handling is a very powerful tool to carry out complex dependencies and autonomous event chains:

In addition to structured shut down scenarios, a CS141 can fulfil many other tasks depending on the individual hardware

configuration level

- trigger alarm contacts and switches
- Inform superior and subordinate systems

- Monitor alarm wires and start or shut down servers as needed

- Switch and manage alarm wires
- Send emails
- Send SMS messages to responsible persons

- Include environmental sensors in the consideration

é and many more.

With complex event chains, it is very important that you think carefully about what you actually want to achieve and
create a structured schedule before you start configuring the jobs accordingly.
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Sensors and devices

For this configuration step, navigate to the following menu items:

CSGENEREX
*

& UPS Monitor
Sens _—
@ Sensor Monitor = Sensor monitoring screen
@& Buzzer Monitor
= Devices = System Tab: Devices
of Setup
> UPS
- Sensors = Sub menu: Sensors
& Setup = Sensor setup
A Events = Sensor event handling

Depending on used model, the CS141 offers to connect external sensors and devices sensors.
These CS141 models support the connection of sensors:

- CS141sC
- CS141L

- CS141 R2
- CS141 Mini

SM_T H COM Standalone Sensor

This example shows how to configure the SMT_H_COM standalone sensor, a
combined temperature and relative humidity sensor available for CS141.

The supplied standard length of the cable to connect the sensor to CS141 is 1.8
meters. If required, cable length up to 30m can be used.

Wiring the external sensor

Connect CS141 COM 2 to SM_T_H_COM. CS141 does not require rebooting.

(Y-

| T {
== i

il {11111 71— h

Under Devices / Setup, go to Configuration and change the setting at COM2 from none to Sensor.

Basic Setup Configuration

After changing, define type of sensor connected to CS 141.
In this case, select SM_T_H_COM:

cCOM2 com2
Device | none v Device sensor ’
none Type | SensorMan2 v |
Sensoriian2
coms GSM Modem SM T COM
Modbus Slave COM3 =
Device nong v EnergyCounter
Press Apply to start the corresponding service. The status bar indicates the process.
UPS: € OK
Sensor: ( Restarting
WhiletheSensor is restarting, the according menus will be prepared.

entering the configuration dialog of the sensor.
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Configuration of the SM_ T H COM combi sensor

Under the main tab Devices, open the sub menu Sensors and click on Setup. This will open the Sensor configuration dialog.

Name

At Name, enter the name, a description or an installation place of the sensor. The Name will
appear at the sensor monitoring screen.

Thresholds Low / High und Alarm functions

The SM_T_H_COM combined sensor provides two
different sensor types. The temperature sensor
operates between -25 ° C and +100 ° C. The
humidity sensor measures humidity range 0% and
100%. After installing the sensor, the maximum
sensor range will be shown without a range restriction or notification markers. In order to define an alarm behavior, the CS141

needs information about the critical values and if necessary, a configured measuring range.

Please note the following rules during configuration:

1. The pre-alarm must be lower than the critical alarm setting.
2. The relative humidity is a minimum of 0% and a maximum of 100%
3. The coldest temperature value is -25 ° C and the highest value + 100 ° C

Note:

As long as the checkboxes for the according alarm is not set, the respective alarm marker. Due to this fact it is possible to
configure notification and alarm values and test the settings before activating.

Offset - Settings

Although the SM_T_H_COM is already a calibrated sensor, the
operating environment may require different values. The
correction values will be defined via offset settings:

These values will be added or subtracted from the value the
sensor provides. This allows harmonizing the sensor values with
calibrated external measurements and adapting the sensor for
special operating conditions.

Sensor-related system events

The CS141 provides executive jobs via the event management of connected sensors. The available system events refer to the
measured values of the connected sensors. The following events are available for SM_T_H_COM.

SM_T_H_COM Temperature High

The value at Threshold (high) defines the upper critical temperature limit. If this temperature is exceeded, a corresponding alarm
behavior can be triggered.

SM_T_H_COM Temperature Low

The value Threshold (low) defines the lower critical temperature limit. If this temperature is undershot, a corresponding alarm
behavior can be triggered.

SM_T_H_COM Temperature Normal
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